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UPO5000CS SERIES

UPO5202CS / UPO5204CS / UPO5352CS / UPO5354CS / UPO5502CS / UPO5504CS
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Sample Rate up to 4GS/s

2 or 4 Channel Version

Bandwidth 200MHz, 350MHz, 500MHz

Memory Depth 256Mpts

Waveform Capture Rate up to 200, 000wfms/s

With 256 level Intensity Grading

Up to 300,000 Frames for Waveform Record and Replay

Support Serial Pus Trigger and Decoding

9 Inches TFT Color LCD Display with WVGA(800x480) Resolution
Interface: USB Host, LAN, VGA, AUX OUT, 10MHz Input/Output
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UPO5000CS SERIES

UPO5202CS / UPO5204CS / UPO5352CS / UPO5354CS / UPO5502CS / UPO5504CS

CATIl| En61326-1

NEW EN61010-1
INDUSTRIAL DESIGN

9 Inches TFT Color LCD Display
with WVGA (800x480) Resolutions :\ﬁrg:;myRecord

LINI-T

Function Menu

JRRRRRRET

| Shortcut
Keys

—Fast Measurement Keys Buttons Input Channels

Independent Control for Each Channel

Anti-Theft Lock Hole

Multiple I/O Interfaces

Dimensions (WxHxD):456mmx 210mmx120mm
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UNI-T UPO5000CS SERIES
®

UPO5202CS / UPO5204CS / UPO5352CS / UPO5354CS / UPO5502CS / UPO5504CS

- EN61326-1
NEW C€
USER INTERFACE

T

Memory Depth with up to 256Mpts, which helps to capture the signal Up to 256-Level intensity grading display, timely reflect the probability
for longer time and record the details of waveform. wave appears.

" MEASURE '

Wefor Capture Rate is 30,000wmfs/s, which improve the ality of
capturing the random and low probability case, and observe the signal
jitter and glitch.
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Support multiple serial bus triggering: RS232/UART, 12C, SPI, CAN,
USB, Flex Ray

RS232/UART
Support for multiple bus decoding functions (Optional):RS232/UART,
12C, SPI, CAN, USB, Flex Ray

Decoding
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UPO5000CS SERIES

UPO5202CS / UPO5204CS / UPO5352CS / UPO5354CS / UPO5502CS / UPO5504CS
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SPECIFICATIONS

Specifications

UP0O5202CS UPO5204CS UPO5352CS UPO5354CS UPO5502CS UPO5504CS

Bandwidth
Channels

Sample Rate

Max. Memory Depth
Waveform Capture Rate
Time Base Scale
Input Coupling
Vertical Scale

DC Gain Accuracy
Waveform Record
Trigger

Bus Decode

Math Function

Auto Measurement

Number of Measurements
Measurement Statistic
Frequency Counter
Standard Interface

200 MHz 200 MHz 350 MHz 350 MHz 500 MHz 500 MHz
2 4 2 4 2 4
4GS/s(Single-channel). 2GS/s(Dual-channel)
256Mpts(Single-channel). 128Mpts(Dual-channel)
200,000wfms/s
UPO550X/UP0O535X:1ns~1000s; UP0O520X:2 ns~1000s

(1MQ£1%)//(14pF+3pF); (50Q+2%)//(14pF+3pF)
1 mV/div~5 V/div(1 MQ); 1 mV/div ~1 V/div(50 Q)
+3%
Max. 300,000 Frames
Edge,Pulse Width,Runt,Nth Edge,Slope,Video,Pattern,RS232/UART,I2C,SPI,CAN,USB,FlexRay
Standard:Parallel; Optional:RS232/UART,I2C,SPI,CAN,USB,FlexRay
A+B, A-B. AxB, A/B. FFT. Editable Advanced Logic Operation
Peak-Peak Value, Amplitude, Maximum, Minimum, Top Value, Bottom Value, Average, Cycle Average,Cycle Root

Mean Square Value, Area, Cycle Area, Root Mean Square Value, Overshoot, Preshoot, Frequency, Cycle, Rise Time,
Fall Time, Positive Pulse, Negative Pulse, Positive Duty Ratio, Negative Duty Ratio, Delay 1->2, and Delay 2->1.

Display 5 measurements at the same time
Average, Max, Min, Standard Deviation, Number of Measurements
Hardware 6 bits counter(Selectable)
USB-Host(x2),LAN, VGA Output, 10MHz Input/Output, AUX Output (TrigOut,GND, Pass/Fail)

GENERAL CHARACTERISTICS

Power

Display

Product Color

Product Net Weight

Product Size (WxHxD)

Standard Accessories

Standard Individual Packing

Standard Quantity Per Carton
Standard Carton Measuremen(LxWxH)
Standard Carton Cross Weight

100V~240V, 45Hz~440Hz

9 Inches TFT Color LCD Display with WVGA(800x480) Resolution
White and Gray

4.4kg

456mmx218mmx128mm

Probex2/4(1x,10xswitchable),Power Cord ,USB Cable, PC Software CD
Gift Box, English Manual

1PCs

445%395x275mm

7.2kg
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UPO2000CS SERIES

UPO2102CS / UPO2104CS / UPO2162CS / UPO2164CS / UPO2202CS / UPO2204CS
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Sample Rate up to 1GS/s

2 or 4 Channel Version

Bandwidth 100MHz, 160MHz, 200MHz

Memory Depth 32Mpts

Waveform Capture Rate up to 30,000wfms/s

With 256 level Intensity Grading

Up to 65,000 Frames for Waveform Record and Replay

Support Serial Bus Trigger and Decoding

8 Inches TFT Color LCD Display with WVGA (800x480) Resolution
Interface: USB Host, USB Device, LAN, AUX OUT
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m UPO2204CS uLTRA PHOSPHOR DSCILLOSCOPE

UPO2000CS SERIES
UPO2102CS / UPO2104CS / UPO2162CS / UPO2164CS / UPO2202CS / UPO2204CS
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EN61326-1
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SPECIFICATIONS

Specifications
Bandwidth
Channels

Sample Rate

Max. Memory Depth
Waveform Capture Rate
Time Base Scale
Input Coupling
Vertical Scale

DC Gain Accuracy
Waveform Record

Trigger

Bus Decode
Waveform Operation

Auto Measurement

Number of Measurements
Measurement Statistic
Frequency Counter
Standard Interface

UP02102CS UPO0O2104CS UPO0O2162CS UP0O2164CS UP02202CS UP02204CS

100 MHz 100 MHz 160 MHz 160 MHz 200 MHZ 200 MHZ
2 4 2 4 2 4
1GSI/s
32Mpts
30,000wfms/s

2 ns/div~50 s/div
(1MQ+ 1%) || (13 pF+ 3 pF)
1mV/div ~20 V/div(1 MQ)
+3%
65,000 Frames

Edge, Alternate, Runt Windows, Time Out, Nth Edge, Delay, Duration, Setup Hold, Pulse Width,Slope, Video, Pattern,
RS232/UART,I2C,SPI,USB

Standard: Parallel; Optional: RS232/UART,I2C,SPI, USB
A+B. A-B. AxB. A/B. FFT. Editable Advanced Logic Operation
Peak-PeakValue, Amplitude, Maximum, Minimum, Top Value, Bottom Value, Cycle Average,Cycle Root Mean Square
Value, Area , Cycle Area , Average, Root Mean Square Value, Overshoot, Preshoot, Frequency, Cycle, Rise Time,
Fall Time, Positive Pulse, Negative Pulse, Positive Duty Ratio, Negative Duty Ratio, Delay 1->2, and Delay 2->1.
Display 5 measurements at the same time
Average, Max, Min, Standard Deviation, Number of Measurements
Hardware 6 bits counter(Selectable)
USB-Host, USB-Device, LAN, AUX Output (TrigOut, Pass/Fail)

GENERAL CHARACTERISTICS

Power

Display

Product Color

Product Net Weight
Product Size (WxHxD)
Standard Accessories

Standard Individual Packing

Standard Quantity Per Carton
Standard Carton Measuremen(LxWxH)
Standard Carton Cross Weight

Optional Accessories

100V~240VAC, 45Hz~440Hz

8 Inches TFT Color LCD Display with WVGA(800%480) Resolution
White and Gray

3.5kg

336mmx163.8mmx105mm

Probex2/4(1x,10x Switchable),Power Cord ,USB Cable,PC Software CD
Gift Box, English Manual

2 PCs

550x220%x325mm

9.5Kg

25MHz Function/Arbitrary Waveform Generator
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UTD2000L SERIES

UTD2025CL 7 UTD2052CL

UL 61010-1
(", CATIl| en61326-1
RASLLZ4 EN61010-1

Intertek

m UTD2052CL 50MHz 500MSis DIGITAL STORAGE OSCILLOSCOPE s ml ml M' ny

i . STOP
‘vs.ﬁnc.u_ HORIZONTAL TRIGGER

L rosimon 4 POSITION B ¥ LEVEL

»

SPECIFICATIONS

Specifications UTD2025CL UTD2052CL
Channels 2
Bandwidth 25MHz 50MHz
Sample Rate 250MS/s 500MS/s
Rise Time <14ns <7ns
Memory Depth 25kpts
Waveform Acquisition Rate >2000wfms/s
Vertical Sensitivity 1mV/div~20V/div
Time-Based Range 10ns/div~50s/div 5ns/div~50s/div
Storage Setup,Wave,Bitmap
Trigger Modes Edge, Pluse, Video, Alternate Edge, Pluse, Alternate
Interfaces USB OTG,Pass/Fail USB OTG
GENERAL CHARACTERISTICS

Power 100-240VAC, 45-440Hz

Display 7 Inches 64K Color TFT LCD, (400%240)

Product Color White and Gray

Product Net Weight 2.2Kg

Product Size (WxHxD) 306mm x134mm x 122mm

Standard Accessories Probex2 (1x,10x switchable),Power Cord, USB Cable, PC Software CD

Standard Individual Packing Gift Box, English Manual

Standard Quantity Per Carton 2PCs

Standard Carton Measurement (LxWxH) 450mm x 420mm x 280mm

Standard Carton Gross Weight 8.3Kg
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UTD2052CEX / UTD2072CEX / UTD2102CEX
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SPECIFICATIONS

Specifications
Channels
Bandwidth

Sample Rate

Rise Time

Memory Depth
Waveform Acquisition Rate
Vertical Sensitivity
Time-Based Range
Storage

Trigger Modes
Interfaces

UTD2072CEX
2
70MHz
1GS/s
<5ns
25kpts
>2000wfms/s
1mV/div~20V/div
2ns/div~50s/div
Setup,Wave,Bitmap

UTD2052CEX UTD2102CEX

50MHz 100MHz

<7ns <3.5ns

Edge,Pluse,Alternate
USB OTG

GENERAL CHARACTERISTICS

Power

Display

Product Color

Product Net Weight

Product Size (WxHxD)
Standard Accessories
Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement (LxWxH)
Standard Carton Gross Weight
Optional Accessories

100-240VAC, 45-440Hz

7 Inches 64K Color TFT LCD, (800x480)
White and Gray

2.2Kg

306mm x134mm x 122mm

Probex2 (1x,10x switchable),Power Cord, USB Cable, PC Software CD
Gift Box, English Manual

2PCs

450mm x 420mm x 280mm

8.5 Kg

LA Module
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UTD2042CE / UTD2062CE / UTD2082CE
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SPECIFICATIONS

Specifications

UTD2042CE UTD2062CE UTD2082CE

Channels
Bandwidth
Sample Rate

Rise Time

Memory Depth

Waveform Acquisition Rate
Vertical Sensitivity
Time-Based Range

Storage

Trigger Modes

Interfaces

2

60MHz

1GS/s

<5.8ns

25kpts

>2000wfms/s
2mV/div~5V/div
5ns/div~50s/div
Setup,Wave,Bitmap

40MHz 80MHz

<8.7ns <4.3ns

Edge, Pluse,Video, Alternate
USB Device, USB Host, Pass/Fail

GENERAL CHARACTERISTICS

Power

Display

Product Color

Product Net Weight

Product Size (WxHxD)
Standard Accessories
Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement (LxWxH)
Standard Carton Gross Weight
Optional Accessories

100-240VAC, 45-440Hz

5.7 Inches 64K Color TFT LCD, (320%240)
White and Gray

2.5Kg

320mm x145mm x 160mm

Probex2 (1x,10x switchable),Power Cord, USB Cable, PC Software CD
Gift Box, English Manual

2PCs

450mm x 420mm x 280mm

8.5 Kg

LAN Port
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UTD2000E SERIES

UTD2102CE / UTD2152CE / UTD2202CE

C€

UTD220ICE  200MMz 1GSfs OVGITAL STORAGE OSCILLOSCOPE

SPECIFICATIONS

Specifications UTD2102CE UTD2152CE UTD2202CE
Channels 2
Bandwidth 100MHz 150MHz 200MHz
Sample Rate 1GS/s
Rise Time <3.5ns <2.3ns <1.8ns
Memory Depth 25kpts
Waveform Acquisition Rate >2000wfms/s
Vertical Sensitivity 2mV/div~10V/div 2mV/div~10V/div 2mV/div~5V/div
Time-Based Range 5ns/div~50s/div 2ns/div~50s/div 2ns/div~50s/div
Storage Setup,Wave,Bitmap
Trigger Modes Edge, Pluse,Video, Alternate
Interfaces USB Device, USB Host, Pass/Fail
GENERAL CHARACTERISTICS
Power 100-240VAC, 45-440Hz
Display 5.7 Inches 64K Color TFT LCD, (320%240)
Product Color White and Gray
Product Net Weight 2.5Kg
Product Size (WxHxD) 320mm x145mm x 160mm
Standard Accessories Probex2 (1x,10x switchable),Power Cord, USB Cable, PC Software CD
Standard Individual Packing Gift Box, English Manual
Standard Quantity Per Carton 2PCs
Standard Carton Measurement (LxWxH) ~ 450mm x 420mm x 280mm
Standard Carton Gross Weight 8.5 Kg
Optional Accessories LAN Port
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UTD2062CM / UTD2102CM / UTD2202CM
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SPECIFICATIONS

Specifications UTD2062CM UTD2102CM UTD2202CM

Channels 2

Bandwidth 60MHz 100MHz 200MHz

Sample Rate 1GS/s

Rise Time <5.8ns <3.5ns <1.8ns

Memory Depth 16Mpts

Waveform Acquisition Rate >150,000wfms/s

Vertical Sensitivity 2mV/div~10V/div

Time-Based Range 2ns/div~50s/div

Storage Setup,Wave,Bitmap,CSV

Trigger Modes Edge, Pluse, Video, Slope, Alternate

Interfaces USB Device, USB Host, Pass/Fail
GENERAL CHARACTERISTICS

Power 100-240VAC, 45-440Hz

Display 7 Inches 64K Color TFT LCD, (800%480)

Product Color White and Gray

Product Net Weight 2.9Kg

Product Size (WxHxD) 332mm x147mm x 170mm

Standard Accessories Probex2 (1x,10x switchable),Power Cord, USB Cable, PC Software CD

Standard Individual Packing Gift Box, English Manual

Standard Quantity Per Carton 2PCs

Standard Carton Measurement (LxWxH) 450mm x 420mm x 280mm

Standard Carton Gross Weight 9.3 Kg

Optional Accessories LAN Port, LAModule
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SPECIFICATIONS

Specifications

Channels

Bandwidth

Sample Rate

Rise Time

Memory Depth

Waveform Acquisition Rate
Vertical Sensitivity
Time-Based Range

Storage

Trigger Modes

Interfaces

UTD4062C UTD4102C UTD4202C UTD4302C
2
60MHz 100MHz 200MHz 300MHz
2GS/s
<5.8ns <3.5ns <1.8ns <1.2ns
24kpts
>2000wfms/s

2mV/div~5V/div
1ns/div~50s/div

1mV/div~10V/div 2mV/div~5V/div
5ns/div~50s/div 2ns/div~50s/div
Setup,Wave,Bitmap,CSV
Edge,Pluse,Video,Slope,Alternate,LA
USB Device, USB Host, Pass/Fail, LA Interface, Multimeter Interface

1mV/div~10V/div
5ns/div~50s/div

Multimeter Specifications

DC Voltage(V)

AC Voltage(V)

DC Current(A) (External Convertor)
Resistance(Q)

Display Count
Auto Range

Best Accuracy
400mV,4V,40V,400V +(1%+5)
4V,40V,400V +(1.2%+5)
4mA,40mA,400mA,4A +(1%+5)  4A: £(1.5%+5)

4000,4kQ,,40k0,400kQ,4MQ,40MQ +(1.5%+5)

4000

GENERAL CHARACTERISTICS

Power

Display

Product Color

Product Net Weight
Product Size (WxHxD)

Standard Accessories

Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement (LxWxH)
Standard Carton Gross Weight
Optional Accessories

100-240VAC,45-440Hz
5.7 Inches 64K Color TFT LCD, (320x240)

White and Gray

3.8Kg

337mmx190mmx180mm

Probex2 (1x,10x switchable), Logic Analyzer Probe, Current-to-Voltage Convertor, Test Leads,
Power Cord, USB Cable, PC Software CD

Gift Box,English Manual

2PCs

540mmx425mmx325mm

13.7 Kg

LAN Port, GPIB Port
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UTD4104C / UTD4204C / UTD4304C
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SPECIFICATIONS

Specifications UTD4104C UTD4204C uUTD4304C
Channels 4
Bandwidth 100MHz 200MHz 300MHz
Sample Rate 2GS/s
Rise Time <3.5ns <1.8ns <1.2ns
Memory Depth 24kpts
Vertical Sensitivity 2mV/div~5V/div
Time-Based Range 5ns/div~50s/div 2ns/div~50s/div 1ns/div~50s/div
Storage Setup,Wave,Bitmap,CSV
Trigger Modes Edge,Pluse,Video,Slope,Alternate
Interfaces USB Device, USB Host, Multimeter Interface
Multimeter Specifications Range Best Accuracy
DC Voltage(V) 400mV,4V,40V,400V +(1%+5)
AC Voltage(V) 4V,40V,400V +(1.2%+5)
DC Current(A) (External Convertor) 4mA,40mA,400mA,4A +(1%+5) 4A: £(1.5%+5)
Resistance(Q) 400Q),4kQ,40kQ,400k0Q,4MQ,40MQ +(1.5%+5)
Display Count 4000
Auto Range i
GENERAL CHARACTERISTICS
Power 100-240VAC,45-440Hz
Display 5.7 Inches 64K Color TFT LCD, (320x240)
Product Color White and Gray
Product Net Weight 3.8Kg
Product Size (WxHxD) 337mmx190mmx180mm

Probex4 (1x,10x switchable), Current-to-Voltage Convertor, Test Leads, Power Cord,

DIEICEIFE A CEOEIEE USB Cable, PC Software CD

Standard Individual Packing Gift Box,English Manual

Standard Quantity Per Carton 2PCs

Standard Carton Measurement (LxWxH) 540mmx425mmx325mm(0.075 CBM Per Standard Carton)
Standard Carton Gross Weight 13.7 Kg
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uUTD4000N SERIES

UTD4062CM / UTD4102CM / UTD4202CM / UTD4302CM

UTD4102CM 1000z 2655 DIGITAL STORAGE OSCILLOSCOPE

SPECIFICATIONS

Specifications UTD4062CM
Channels

Bandwidth 60MHz
Sample Rate

Rise Time <5.8ns
Memory Depth

Waveform Acquisition Rate
Vertical Sensitivity
Time-Based Range

Storage

Trigger Modes

2ns/div~50s/div

Interfaces

EN61326-1
c E EN61070-1

HORIZONTAL
SPOSITION {POSITION b

UTD4102CM UTD4202CM UTD4302CM
2
100MHz 200MHz 300MHz
2GS/s
<3.5ns <1.8ns <1.2ns

24Mpts(Each Channel)
>150,000wfms/s
2mV/div~5V/div
2ns/div~50s/div 2ns/div~50s/div
Setup,Wave,Bitmap,CSV
Edge, Pluse, Video, Slope, Alternate
USB Device, USB Host, Pass/Fail

1ns/div~50s/div

GENERAL CHARACTERISTICS

Power 100-240VAC, 45-440Hz
Display
White and Gray

3.8Kg

337mm x190mm x 180mm

Product Color

Product Net Weight
Product Size (WxHxD)
Standard Accessories

Standard Individual Packing Gift Box, English Manual

Standard Quantity Per Carton 2PCs
Standard Carton Measurement (LxWxH) ~ 540mm x 425mm x 325mm
Standard Carton Gross Weight 13.7 Kg

Optional Accessories LAN Port, LA Module

7 Inches 64K Color TFT LCD, (800x480)

Probex2(1%,10x switchable),Power Cord ,USB Cable,PC Software CD
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UTD5000C SERIES

uTDs5062C / UTD5082C / UTD5102C

UTD5102C 1GHz 565/s DIGITAL STORAGE OSCILLOSCOPE

EN61326-1
c E EN61010-1

i
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SPECIFICATIONS

Specifications

Channels
Bandwidth
Sample Rate

Rise Time

Memory Depth

Waveform Acquisition Rate
Vertical Sensitivity
Time-Based Range
Storage

Trigger Modes

Interfaces

UTD5062C UTD5082C UTD5102C
2
600MHz 800MHz 1GHz
5GS/s
<583ps <438ps <350ps
128Mpts

>30,000wfms/s
2mV/div~5V/div
500ps/div, 1ns/div ~ 40s/div
Setup,Wave,Bitmap,CSV
Edge, Pluse, Video, Alternate
USB Device, USB Host

GENERAL CHARACTERISTICS

Power

Display

Product Color

Product Net Weight

Product Size (WxHxD)
Standard Accessories
Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement (LxWxH)
Standard Carton Gross Weight
Optional Accessories

100-240VAC, 45-440Hz

8.4 Inches 64K Color TFT LCD, (800x%600)
White and Gray

3.7Kg

330mm x230mm x 200mm

10:1 Probex2, Power Cord , USB Cable,PC Software CD
Gift Box, English Manual

1PCs

400mm x 325mm x 375mm

5.4 Kg

LAN Port
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UTG2000A SERIES

UTG2025A /7 UTG2062A

c € CATII] Ene1326-1
EN61010-1

J__.“_“——«_,H_ﬁ
-— A0

-

SPECIFICATIONS

Specifications UTG2025A UTG2062A
Channels 2

Sample Rate 125MS/s 250MS/s
Output Frequency 25MHz 60MHz
Frequency Resolution 1uHz

Vertical Resolution 14 bits

Max.Arb Memory Depth 8 kpts 1 Mpts
Waveforms Sine,Square,Ramp,Triangle,Pulse,Noise,DC,Arb
Output Amplitude Range 1mVpp~10Vpp(50Q);2mVpp~20Vpp(High Z)
Modulation Types AM, FM, PM, ASK. FSK. PWM, Sweep. Burst
Interfaces USB Device, USB Host, Frequency Meter(UTG2025A)

GENERAL CHARACTERISTICS

Power 100-240VAC,45-440Hz

Display 4.3 Inches 64K Color TFT LCD, (480x272)
Product Color White and Gray

Product Net Weight 3.2Kg

Product Size 165mmx320mmx110mm

Standard Accessories BNC Cable,Power Cord,USB Cable,PC Software CD
Standard Individual Packing Gift Box,English Manual

Standard Quantity Per Carton 2PCs

Standard Carton Measurement 380mmx330mmx320mm

Standard Carton Gross Weight 9.7 Kg

Optional Accessories LAN Port (UTG2062A)

21



Il PANTONE 1797 C Il PANTONE 426U <&M

LINI-T

UTGA000A SERIES

UTG4102A/ UTG4122A/ UTG4162A

NEW C€

UTG4162A

100MHz/120MHz/160MHz Sine Wave Output with1uHz Full-band Resolution
30MHz/40MHz/50MHz Pulse Waveform with Adjustable Rise/Fall Time

500MSa/s Sample Rate at 14bits Vertical Resolution

Standard Dual Channels and Supporting Stand-Alone or Channel-Coupling Output Mode
512k Points Arbitrary Waveform Storage; 8 Waveforms for Nonvolatile Memory

Various Modulation Including : AM,FM,PM,ASK,FSK,PSK,BPSK,QPSK,OSK,PWM

8 Inches TFT Color Display with WVGA (800x480) Resolution

Standard I/0O Ports: USB Host, USB Device, LAN,10MHz Input/Output

vV Vv vV v v v Y

22
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UTGA4000A SERIES

UTG4102A/ UTG4122A/ UTG4162A

EN61326-1
NEW C € =7 vz
INDUSTRIAL DESIGN

8 Inches TFT Color LCD Display R—
with WVGA (800x480) Resolutions unction Menu

UTGATG2A FUvCTIONARE THANY WAVEECSIM GENERATOR

172
CH2 ™ 500 MODE INTERNAL Frea

_ Shortcut
Keys

— Waveform Selection

Digital Signal Generation Output Shortcut Keys

Anti-Theft Lock Hole

|
Multiple I/O Interfaces

Dimensions (WxHxD):336mmx 163.8mmx105mm
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UTG4aA4000A SERIES

UTG4102A/ UTG4122A/ UTG4162A

EN61010-1

N E W EN61326-1

CH2 ™ se0 Moo inTEANAL

Wave  Staitlp
Play N

Arbitrary waveform function Noise Modes

Sweep
101
500 MOGH INTERNAL T
Linear
Source |

Linear

Swp Time
| Digital (1 s |, 1 W]
Start Freq

Data:

Linear and Logarithmic Sweep Available Customize Harmonic Generation Function Digital Signal Output (Optional)

SPECIFICATIONS-Part 1

Specifications UTG4102A UTG4122A UTG4162A
Channels 2

Bandwidth 100MHz 120MHz 160MHz
Sample Rate 500MSals

Waveforms Sine, Square, Ramp, Harmonic, Pulse,Noise,DC, Arbitrary Waveforms

Working Mode Output Gate, Continuous, Modulate, Frequency Sweep, Burst

Modulation Types AM,FM,PM,ASK,FSK,PSK,BPSK,0SK,PWM

Frequency Characteristics

Sine 1uHz~100MHz 1pHz~120MHz 1uHz~160MHz
Square 1uHZz~30MHz 1uHz~40MHz 1uHZz~50MHz
Pulse 1uHz~30MHz 1pHz~40MHz 1puHz~50MHz
Ramp 1uHz~2MHz 1uHz~3MHz 1puHz~4MHz
Harmonic 1uHz~40MHz 1pHz~50MHz 1puHz~80MHz
Noise(-3dB) 100MHz Bandwidth 120MHz Bandwidth 160MHz Bandwidth
Resolution 1pHz

Arbitrary Waveform

Waveform Length 2~512k points

Vertical Resolution 16bits(symbols included)

Sample Rate 500MSals

Min Fall/Rise Time 5ns, Typical

Jitter(RMS)(typical) 6ns+30ppm

Nonvolatile Memory 8 waveforms

Output Characteristics

Amplitude Range (50Q) <20MHz:1mVpp~10Vpp <80MHz:1mVpp~5Vpp <120MHz:1mVpp~2.5Vpp <160MHz:1mVpp~1Vpp
Accuracy(1kHz sine) +(1% of setting value+1mVpp)

Amplitude Flatness

(with reference to 1kHz sine wave, 5Vpp) <10MHz :#0.1dB <100MHz:+0.2dB <120MHz:+0.4dB <160MHz:£0.8dB
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UTGA000A SERIES

UTG4102A/ UTG4122A/ UTG4162A

NEW

CATII] EN61326-1
EN61010-1

SPECIFICATIONS-Part 2

Specifications
DC Offset
Range(Peak AC+DC)

Offset Accuracy
Waveform Output
Impedance

Isolation

Protection
Modulation Input

External AM Modulation

Input/Output Frequency Range
Input/Output Level Range
Input/Output Impedance
Lock Time

External Trigger
Trigger Input

Input Level

Slope

Pulse Width

Input Impedance

Linear Sweep

Burst Delay

Trigger Output

Level

Pulse Width

Output Impedance

Max. Frequency

Sync Output

Input Level

Output Impedance
Frequency Counter
Level

Input Frequency
Accuracy

Frequency Resolution

+5V(50Q)
+10V (High resistance)
+(2% of Offset setting+ 0.5% of amplitude +2mV)

50Q, typical
42Vpk maximum to earth
Short-circuited protection, waveform output disabled automatically when overloaded.

+5Vpk full-scale
5kQ input impedance
10MHz+500Hz
80mVpp~10Vpp/0dB, (typical)
2kQ/50Q, typical, AC coupled
<1s
TTL Compatible

TTL Compatible
Rise or Fall,selectable
>100ns
>10kQ,DC-coupled
<500ns, Typical
<500ns, Typical

TTL Compatible, to 50Q
>400ns, Typical
50Q,Typical
1MHz

TTL Compatible
50Q

TTL Compatible
100mHz~200MHz
+51ppm
7 bit/s

GENERAL CHARACTERISTICS

Power

Display

Product Color

Product Net Weight

Product Size (WxHxD)
Standard Accessories
Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement(LxWxH)
Standard Carton Cross Weight
Optional Accessories

100~240 VAC, 45~440Hz

8 Inches TFT Color LCD Display with WVGA(800 x 480) Resolution
White and Gray

3.5kg

336%118x175mm

BNC Cable, Power Cord, USB Cable, PC Software CD
Gift Box, English Manual

2 PCs

675mm x 240mm x 350mm

9.5kg

Cable
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UTGSYS0O0O0OA SERIES

UTGI003A / UTGI9005A / UTG9010A / UTGIOZ20A

CATII] EN61326-1

EN61010-1

SPECIFICATIONS

Specifications
Waveforms
Amplitude

Range (No Load)
Accuracy
Resolution
Frequency Feature
Range of Sine
Range of Square
Range of Other Wave
Resolution

Stability

Output Impedance
Attenuator

DC Offset
Distortion of Sine
Square

Rise/Fall Time
Overshoot
Asymmetry

Duty Cycle
Triangle, Ramp
Linearity

EXT AM

Input Impedance
Modulation Depth
Frequency Counter
Frequency Range
Amplitude Range
Input Impedance

UTG9003A UTG9005A UTG9010A UTG9020A
Sine, Square, Triangle, Ramp up, Ramp down, Exponential rise, Exponentional fall etc.

from 1mVpp to 20Vpp
+5%
0.1mV

0.1Hz~3MHz 0.1Hz~5MHz 0.1Hz~10MHz 0.1Hz~20MHz

0.1Hz ~5MHz

0.1Hz~1MHz

0.01Hz (<3.05kHz), 1Hz (>3.05kHz)
50ppm
50Q

20dB + 40dB

-10V ~+10V
<20kHz : -55dBc;20kHz to 1MHz : -50dBc;1MHz to 10MHz : -40dBc;10MHz to 20MHz : -30dBc

<20ns
5%
1%+20ns
20%~80%

<0.2% (1kHz)

1kQ
100% (5Vp-p input)

1Hz ~100MHz
0.1Vp-p ~5Vp-p
10kQ

GENERAL CHARACTERISTICS

Power

Display

Product Color

Product Net Weight

Product Size (WxHxD)

Standard Accessories

Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement(LxWxH)
Standard Carton Cross Weight

Input Voltage: 110VAC / 220VAC; Frequency:40Hz~60Hz
Frequency: 6-digits-LED; Amplitude: 3-digits-LED

White and Gray

2.5Kg

240mm x100mm x 320mm

Power Cord , BNC/BNC Cable

Gift Box, English Manual

4 PCs

680mm x 435mm x 425mm (0.13 CBM Per Export Carton)
15.3 Kg
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UTGS000C SERIES

uTG9002¢C / UTGI9003C / UTG9005C / UTG9010C

UTG9010C

FUNCTION
GENERATOR

EN61326-1
c E EN61010-1

nc LEVEL auPu‘rnqu

) )..n)

10MHz

SPECIFICATIONS

Specifications
Waveforms
Amplitude

Range (No Load)
Accuracy
Resolution
Frequency Feature
Range of Sine
Accuracy
Resolution

Output Feature
Power

Output Impedance
Attenuator

Duty Cycle
Distortion of Sine
Risetime of Square
VCF

Frequency Counter
Frequency Range
Amplitude Range
Input Impedance

UTG9002C UTG9003C UTG9005C UTG9010C
Sine, Square, Triangle, Ramp , TTL
from 1mVpp to 20Vpp
+5%
0.1mV
0.2Hz~2MHz 0.2Hz~3MHz 0.2Hz~5MHz 0.2Hz~10MHz
+1%
1mHz
50ppm
3Wp-p 4.5Wp-p 3Wp-p 3Wp-p
50Q 10 50Q 50Q
20dB + 40dB
10%~90%
<2%(1kHz)
<50ns <50ns <35ns <35ns
=100: 1 No =100: 1 =100: 1
0.2Hz~10MHz
0.5Vp-p~5Vp-p
10kQ

GENERAL CHARACTERISTICS

Power

Display

Product Color

Product Net Weight

Product Size (WxHxD)

Standard Accessories

Standard Individual Packing

Standard Quantity Per Carton

Standard Carton Measurement(LxWxH)
Standard Carton Cross Weight

Input Voltage: 110VAC / 220VAC; Frequency: 40Hz~60Hz
Frequency: 4-digits-LED; Amplitude: 3-digits-LED

White and Gray

3 Kg

240mm x100mm x 320mm

Power Cord , BNC/BNC Cable

Gift Box, English Manual

4 PCs

680mm x 435mm x 425mm
15.3 Kg

(0.13 CBM Per Export Carton)
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UTS2000 SERIES

UTs2010/ UTS2010D / UTS2020 / UTS2020D / UTS2030 / UTS2030D

m UTS20100  Spectrum Analyzer SkHz - 1GHz

C€

SPECIFICATIONS-Part 1

Specifications
Range

Resolution
Accuracy
Internal Reference(10MHz)

Resolution Bandwidth (RBW)

Range
Electability(60dB/3dB)
Accuracy

Video Bandwidth

UTS2010 UTS2010D UTS2020 UTS2020D UTS2030 UTS2030D
9kHz~1GHz 9kHz~2GHz 9kHz~3GHz
1Hz

+ (Frequency Marker Readout*Frequency Reference Accuracy +1%*Span +10%*RBW+0.5*[Span/(Sweep Points-1)]+1Hz)
Aging Rate < 1ppm/year; Stability Over Temperature < 0.5ppm(15°C~ 35°C)

10Hz~500kHz(1-10 Sequence), 1MHz,3MHz
"RBW<500kHz ; <5:1 Typical (Digital implementation,next to Gaussian shape); <5% Typical "
RBW=<500kHz ; <5%, Typical
10Hz~3MHz,1-3-10 Sequence

Average Noise Level (10Hz RBW, 0dB RF Attenuator )

Preamplifier Off

Preamplifier On

Phase Noise

Offset 10kHz

Offset 30kHz

Offset 1MHz

Sweep Time

Span (100Hz<SPAN<3GHz)
Zero Span

Sweep Modes
Trigger

Trigger Source

Offset 100kHz
Frequency Counter
Resolution

Uncertainty

Amplitude Accuracy (20°C~30°C)

Overall Amplitude Accuracy(90%)

Amplitude
Max. Safe Input Level

100kHz/-90dBm, 1MHz/-125dBm,100MHz/-122dBm,500MHz/-122dBm,1000MHz/-120dBm,1.4GHZz/-118dBm,
1.8GHz/-115dBm,2.2GHz/-121dBm,2.5GHz/-121dBm,3.0GHz/-120dBm

100kHz/-139dBm,1MHz/-130dBm,100MHz/-140dBm,500MHz/-135dBm,1000MHz/-133dBm,
1.4GHz/-134dBm,1.8GHz/-130dBm,2.2GHz/-138dBm,2.5GHz/-138dBm,3.0GHz/-137dBm

-80dBc/Hz
-90dBc/Hz
-115dBc/Hz

10ms to 3000s
1ms to 3000s
Continuous, Single

AUTO, Video, EXT
S5V TTL Level (Typical )

1Hz, 10Hz, 100Hz, 1kHz
Frequency Readout x Frequency Reference Progress+Counter Resolution

+1.5dB

+1.2dB +1.5dB
Input Signal Range:-50dBm~0dBm Input Signal Range:-50dBm~0dBm

Input Signal Range:-50dBm~0dBm

Average Continuous Power:+23dBm Average Continuous Power:+23dBm  Average Continuous Power: +27dBm
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UTS2000 SERIES

UTs2010/ UTS2010D / UTS2020 / UTS2020D / UTS2030 / UTS2030D

C€

m UTS20100  Spectrum Analyzer SkHz - 1GHz

SPECIFICATIONS-Part 2

Specifications

Max. Input DC Voltage

Input Attenuator Range

1dB Compression

Stray and Residual Response
Third-Order Intercept(TOl)
Second Harmonic Intercept(SHI)
Input Related Spurious

Residual Response
Tracking Generator

Frequency Range

Output Power

Output Flatness
Input/Output

RF Input

USB

LAN

RS-232

AM/FM Demodulation
Reference Input/Output
VGA

UTS2010 UTS2010D UTS2020 UTS2020D UTS2030 UTS2030D
50Vdc
0~30B, in 1dB step 0~30B, in 1dB step 0~30B, in 3dB step
+7dBm

>30MHz: + 13dBm
+30dBm
<-60dBm
<-85dBm
— 100kHz to 1GHz —

100kHz to 1. 8GHz — 100kHz to 3GHz

_ -30dBm~0dBm, _ -30dBm~0dBm, _ -30dBm~0dBm,
in 1dB step in 1dB step in 1dB step
i +3dB i +3dB —_— +3dB

SMA Type, Female(50Q)
USB Host,USB Device
10/100 Base-T, RJ-45 Connector
9 Pin D-SUB (Positive)
Headset
10MHz,BNC Negative,Input: 0dBm: +10dBm; Ouput: 0dBm+2dB
640*480,60Hz,15 Pin,D-SUB(Negative)

GENERAL CHARACTERISTICS

Internal Memory

Power

Display

Product Color

Product Net Weight

Product Size (WxHxD)
Standard Accessories
Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement(LxWxH)
Standard Carton Cross Weight
Optional Accessories

128MB

Input Voltage: 110VAC (Optional),220VAC; Frequency: 40Hz: 60Hz; Max Consumption: 35W
6.5 Inches TFT LCD, 640%x480

White and Gray

3.0 Kg

330mm x 163mm x 165mm

Power Cord, N/SMA Convertor, N/BNC Convertor, RF Cable, Antenna
Gift Box, English Manual

1PC

475mm x 255mm x 240mm

5.1 Kg

USB-GPIB
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UTS3000 SERIES

UT183030 / UTS3030D

CATIl] Ené1326-1

EN61010-1

SPECIFICATIONS-Part 1

Specifications
Spectrum Measurement
Range

Resolution
Accuracy
Internal Reference(10MHz)

Resolution Bandwidth (RBW)

Range
Electability(60dB/3dB)
Accuracy

Video Bandwidth

Average Noise Level (10Hz RBW, 0dB RF Attenuator )

100kHz~1MHz
100kHz~10MHz
10MHz~1GHz
1GHz~3GHz

Phase Noise

Offset 10kHz

Offset 1IMHz

Sweep Time

Span (100Hz<SPAN<3GHz)
Zero Span

Sweep Modes
Trigger

Trigger Source

Offset 100kHz
Frequency Counter
Resolution

Uncertainty

Amplitude Accuracy (20°C~30°C)
Overall Amplitude Accuracy(90%)

Amplitude
Max. Safe Input Level
Max. Input DC Voltage

UTS3030 UTS3030D

9kHz~3GHz
1Hz

Aging Rate < 1ppm/year;Stability Over Temperature <0.5ppm(15°C ~ 35°C)

Range(< 1kHz Optional):10Hz~500kHz(1-10 Sequence),1MHz,3MHz

RBW=<500kHz; < 5%, Typical
10Hz~3MHz,1-3-10 Sequence

<-90dBm-3x(f/100kHz)dB
<-120dBm
<-122dBm
<-120dBm

-85dBc/Hz
-115dBc/Hz

10ms to 3000s
1ms to 3000s

Continuous, Single

AUTO, Video, EXT
5V TTL Level (Typical )

1Hz,10Hz,100Hz, 1kHz
Frequency Readout x Frequency Reference Progress+Counter Resolution

+1.5dBInput Signal Range: -50dBm~0dBm

Average Continuous Power: +33dBm
50Vdc

*(Frequency Marker Readout*Frequency Reference Accuracy+1%*Span+10%*RBW+0.5*[Span/(Sweep Points-1)]+1Hz)

RBW <= 500kHz; <5:1 Typical (Digital implementation,next to Gaussian shape); <5% Typical
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UTS3000 SERIES

UT183030 / UTS3030D

CATIl] Ené1326-1

EN61010-1

SPECIFICATIONS-Part 2

Specifications UTS3030D
Input Attenuator Range 0~50B, in 1dB step

1dB Compression +13dBm

Stray and Residual Response

Third-Order Intercept(TOI) >30MHz: + 10dBm

Second Harmonic Intercept(SHI) +30dBm

Input Related Spurious <-60dBm

Residual Response <-85dBm

Tracking Generator

Frequency Range —_ 100kHz to 3GHz
Output Power —_ -30dBm ~ 0dBm,in 1dB step
Output Flatness _ +3dB
Input/Output

RF Input N Type, Female(50Q)

usB USB Host,USB Device

LAN 10/100 Base-T, RJ-45 Connector

RS-232 9 Pin D-SUB (Positive)

AM/FM Demodulation Headset

Reference Input/Output 10MHz, BNC Negative,Input: 0dBm~+10dBm; Ouput: 0dBm+2dB
VGA 640*480, 60Hz,15 Pin,D-SUB (Negative)

GENERAL CHARACTERISTICS

Internal Memory 256MB

Power Input Voltage:110VAC / 220VAC; Frequency: 40Hz~60Hz; Max Consumption: 60W
Display 8.4 Inches TFT LCD, 640%x480

Product Color White and Gray

Product Net Weight 8.6 Kg

Product Size (WxHxD) 390mm x 182mm x 230mm

Standard Accessories Power Cord,N/SMA Convertor,N/BNC Convertor, RF Cable, Antenna
Standard Individual Packing Gift Box,English Manual

Standard Quantity Per Carton 1PC

Standard Carton Measurement(LxWxH) 480mm x 380mm x 285mm

Standard Carton Cross Weight 9.3 Kg

Optional Accessories USB-GPIB
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UTP3000 SERIES

UTP3701S / UTP3702S / UTP3703S

(5Nl UTP3701S 0-24V

EN61326-1
EN61010-1

C€

0-1A 5V/2A DC POWER SUPPLY

CURRENT CURRENT

SPECIFICATIONS

Specifications

CH1,CH2
Output Voltage

CH1,CH2

CH1,CH2
Output Current

CH1,CH2
Overload Effect
Ripple & Noise
Regulation

Mutual Effect
Tracking Error
Indication Method
Reliability
Feature

UTP3701S UTP3702S UTP3703S
0~24V 0~32V 0~32V
5V - 5V
0~1A 0~3A 0~2A
2A - 2A

Cv=1x 10-4+2mV,CC<20mA
CV=1mVrms,CC<1mArms
CV: 20mV (Typica), CC: 50mA (Typical )
CV: 5X10-5 +1mV,CC: <0.5mA
5 x10-3 +2mV
3 Digital LED display ,also shows the voltage and current values
MTBF (e): =2000 hours

Triple Output, Series or Parallel Operation, Current Limitation, Auto Switching Between Voltage and Current Operation.

GENERAL CHARACTERISTICS

Power

Product Colour

Product Net Weight

Product Size (WxHxD)

Standard Accessories

Standard Individual Packing

Standard Quantity Per Carton

Standard Carton Measurement(LxWxH)
Standard Carton Gross Weight

Input Voltage: 110VAC / 220VAC; Frequency: 40Hz~60Hz
White and Gray

4 Kg

305mm x152mm x 210mm

Power Cord

Gift Box, English Manual

2PCs

615mm x 400mm x 255mm (0.056 CBM Per Export Carton)
12.3 Kg

32



Il PANTONE 1797 C Il PANTONE 426U <&M

LINI-T

UTP3000 SERIES

UTP3704S / UTP3705S

EN61326-1
EN61010-1

UTP3704S 0-32v 0-3A 5VI2A DC POWER SUPPLY

VOLTS CURRENT CURRENT VOLTS
oV cC B B cC o
() (]
MODE S e
FREE ML = TRACK
= ON OFF AL = = = e T

1 © © e e e

SPECIFICATIONS

Specifications UTP3704S UTP3705S

Output Voltage CH1,CH2 0~32V 0~32V
CH1,CH2 5V -

Output Current CH1,CH2 0~3A Sl
CH1,CH2 2A -

Overload Effect Cv<1x 10-4+2mV,CC<20mA

Ripple & Noise CV<1mVrms,CC<1mArms

Regulation CV: 20mV (Typica), CC: 50mA (Typical )

Mutual Effect CV: 5X10-5 +1mV,CC: <0.5mA

Tracking Error 5x10-3 +2mV

Indication Method 3 Digital LED display ,also shows the voltage and current values

Reliability MTBF (e): =2000 hours

Feature Triple Output, Series or Parallel Operation, Current Limitation, Auto Switching Between Voltage and Current Operation.

GENERAL CHARACTERISTICS

Power Input Voltage: 110VAC / 220VAC; Frequency: 40Hz~60Hz
Product Colour White and Gray

Product Net Weight 4 Kg

Product Size (WxHxD) 305mm x152mm x 210mm

Standard Accessories Power Cord

Standard Individual Packing Gift Box, English Manual

Standard Quantity Per Carton 2 PCs

Standard Carton Measurement(LxWxH) 615mm x 400mm x 255mm (0.056 CBM Per Export Carton)
Standard Carton Gross Weight 12.3 Kg
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LINI-T

UTP3000 SERIES

UTP3335TD

“L sl UTP3335TD 0-32V 0-5A 5V/2A DC POWER SUPPLY

EN61326-1
EN61010-1

VOLTS CURRENT CURRENT VOLTS
oV ce : ce oV
-] (-]
MODE . .
FREE A = TRACK
—
= ON OFF &L + I = & + 1 = il

SPECIFICATIONS

Specifications UTP3335TD
CH1,CH2 ~
Output Voltage 0~32v
CH1,CH2 5V
CH1,CH2 ~5A
Output Current 0~5
CH1,CH2 2A
Overload Effect Cv<1x 10-4+2mV,CC<20mA
Ripple & Noise CV=1mVrms,CC<1mArms
Regulation CV: 20mV (Typica), CC: 50mA (Typical )

Mutual Effect
Tracking Error
Indication Method
Reliability
Feature

CV: 5X10-5 +1mV,CC: <0.5mA

5x10-3 +2mV

3 Digital LED display ,also shows the voltage and current values

MTBF (e): =2000 hours

Triple Output, Series or Parallel Operation, Current Limitation, Auto Switching Between Voltage and Current Operation.

GENERAL CHARACTERISTICS

Power

Product Colour

Product Net Weight

Product Size (WxHxD)

Standard Accessories

Standard Individual Packing

Standard Quantity Per Carton

Standard Carton Measurement(LxWxH)
Standard Carton Gross Weight

Input Voltage: 110VAC / 220VAC; Frequency: 40Hz~60Hz
White and Gray

4 Kg

305mm x152mm x 210mm

Power Cord

Gift Box, English Manual

2 PCs

615mm x 400mm x 255mm (0.056 CBM Per Export Carton)
12.3 Kg
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LINI-T

UTP3000 SERIES

UTP3313TFL / UTP3315TFL

EN61326-1
EN61010-1

COAR!!‘

REGULATED DC POWER SUPPLYj CURRENT

©®

SPECIFICATIONS

Specifications Range

Model UTP3313TFL UTP3315TFL
Output Voltage 0~30V 0~30V

Output Current 0~3A 0~5A

Overload Effect 1x10 -4+2mV

Ripple & Noise <0.3mVrms

Regulation CV: 20mV (Typical ), CC: 50mA (Typical )

Indication Method LED display also shows the voltage and current values
Reliability MTBF (e): =2000 hours

Feature Current Limitation, Auto Switching Between Voltage and Current Operation.

GENERAL CHARACTERISTICS

Power Input Voltage: 110VAC / 220VAC; Frequency: 40Hz~60Hz
Product Colour White and Gray

Product Net Weight 2.8 Kg

Product Size (WxHxD) 105mm x160mm x 240mm

Standard Accessories Power Cord

Standard Individual Packing Gift Box, English Manual

Standard Quantity Per Carton 6 PCs

Standard Carton Measurement(WxHxD) 530mm x 315mm x 485mm (0.056 CBM Per Export Carton)
Standard Carton Gross Weight 20 Kg
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UTP1303B / UTP1305B

R SUPPLY

SPECIFICATIONS

Specifications

Voltage

Current

Transforming Mode

Load Regulation
Rate

Line Regulation
Rate

Setting Resolution

Setting Accuracy

Reading Resolution

Reading Accuracy

Display

Storage/Recall
Interface

Output Range
Ripple Noise
Output Range
Ripple Noise

Voltage
Current
Voltage
Current
Voltage
Current
Voltage
Current
Voltage
Current
Voltage
Current
Voltage
Current

VFD, 3.0000A, 5 Digit

UTP1000 SERIES

UTP1303B UTP1305B
0~30V 0~30V
0~3A 0~5A

OUTPUT

Switching Power Supply

<0.01%+2mV
< 0.01%+2mA
<0.01%+2mV
<0.01%+2mA
1mV
0.1mA
<0.05%+5mV
<0.05%+2mA
1mV
0.1mA
<0.05%+5mV
<0.05%+2mA
VFD, 30.000V, 5 Digit

1~9 Group
RS-232

VFD, 5.0000A, 5 Digit

EN61326-1
EN61010-1

GENERAL CHARACTERISTICS

Input Voltage: 115VAC / 230VAC; Frequency: 47Hz~63Hz

Power
Product Colour

Product Net Weight
Product Size (WxHxD)
Standard Accessories

Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement(LxWxH)
Standard Carton Gross Weight

White and Gray

4 Kg

214mm x108mm x 365mm
Power Cord

Gift Box, English Manual
1PCs

480mm x 310 mm x200 mm (0.029 CBM Per Export Carton)

5.1Kg
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LINI-T

UTE1000 SERIES

UTET1003A/UTE1010A/ UTE1003B / UTE1010B

NEW

UNI-T UTE1003B  POWER METER
VOLTAGE CURRENT

| [—
Apk/PF/F  #/LOCK
|' | ——

L] =t

[ — POWER Apk/PF/F

0)

SPECIFICATIONS

EN61326-1
EN61010-1

Specifications UTE1003A UTE1010A UTE1003B UTE1010B
Display 4 Displays;V, A, Apk, W, PF, F
Voltage 1.0V~300V 1.0V~300V 1.0V~300V 1.0V~300V
Current 2mA~3A 2mA~10A 0.2mA~3A 0.2mA~10A
Power Range 0.01W~900W 0.3W~3000W 0.001W~900W 0.01W~3000W
Range Switch Auto
BE -1.000~+1.000
Accuracy 0.4%reading+0.1%range+1digit
Frequency Range 15Hz ~ 650Hz ,Bandwidth:5kHz
Over-limit Judgment OK
Inerface RS-232 - RS-232 RS-232
GENERAL CHARACTERISTICS
Power Input Voltage: 115VAC / 230VAC; Frequency: 47Hz~63Hz
Product Colour White and Gray
Product Net Weight 2.6Kg 2.3Kg 2.6Kg 2.6Kg
Product Size (WxHxD) 220mmx100mmx365mm220mmx100mmx305mm220mmx100mmx»365mm
Standard Accessories Power Cord
Standard Individual Packing Gift Box, English Manual
Standard Quantity Per Carton 1PCs
480mmx310mmx200mm 420mmx310mmx200mm 480mm x 310 mm x200 mm 480mm x 310 mm x200 mm

Standard Carton Measurement(

Standard Carton Gross Weight 3.4 Kg 3.1Kg

Optional Accessories

RS232 (UTE1010A)

3.4 Kg

3.4 Kg

Lrdid) (0.029CBM Per Export Carton) (0.026CBM Per Export Carton) (0.029CBM Per Export Carton) (0.029CBM Per Export Carton)
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LINI-T

UT800 SERIES

ur801 /ursoz

EN61010-1
CATII] Ené1010-2-030

EN 61326-1

murTso1 muT802

SPECIFICATIONS

Specifications Range Best Accuracy
Model uT801 uT802
DC Voltage (V) 200mV/2V/20V/200V/1000V £(0.5%+2) +(0.1%+3)
AC Voltage (V) 2V/20V/200V/750V +(0.8%+3) +(0.5%+20)
DC Current (A) 200pA/2mA/20mA/200mA/10A +(0.8%+2) +(0.5%+20)
AC Current (A) 2mA/20mA/200mA/10A £(1.0%+3) +(0.8%+40)
) 200Q/2kQ/20kQ/200kQ/2MQ/20MQ +(0.8%+3)

Resistance (Q)

200Q/2kQ/20kQ/200kQ/2MQ/200MQ +(0.5%+10)
Capacitance (F) 20nF/2pF/200pF +(4%+3) +(4%+10)
Frequency (Hz) 2kHz/200kHz +(1.5%+5) +(1.2%+10)
Temperature (°C) -40°C~1000°C +(1.2%+3) +(1.2%+25)
Display Count 2000 20000
Manual Range N i
Diode N
Transistor N Wi
Continuity Buzzer N i
Low Battery Indication N i
Data Hold N N
LCD Backlight N )
Input Impedance for DCV Around 10MQ i i
Misuse Alarm i i

GENERAL CHARACTERISTICS

Power AC 220V/50Hz or 1.5V Batteries (R14)x6
LCD Size 108mm x 34.5mm

Product Color Red and Gray

Product Net Weight 16509

Product Size 300mm x 245mm x 105mm

Battery, Test Lead,Alligator Clip, Point Contact Temperature Probe, Multi-Purpose Socket

Standard Accessories AC 220V Power Cord, Power Adapter

Standard Individual Packing Gift Box,English Manual

Standard Quantity Per Carton 4 PCs

Standard Carton Measurement 680mm x 365mm x 320mm (0.0794 CBM Per Standard Carton)
Standard Carton Gross Weight 11.7 Kg
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LINI-T

UT800 SERIES

urs8o3

ENG61010-1
c € LNo1010-2-050

muT803

SPECIFICATIONS

Specifications Range Best Accuracy
Model uUT803
DC Voltage (V) 600mV/6V/60V/600V/1000V +(0.3%+2)
AC Voltage (V) 600mV/6V/60V/600V/1000V 1(0.6%+5)
DC Current (A) 600pA/6000uA/60mA/600mA/10A +(0.5%+3)
AC Current (A) 600pA/6000puA/60mMA/600mA/10A +(1%+5)
Resistance (Q) 600Q/6kQ/60kQ/600kQ/6MQ/60MQ £(0.5%+2)
Capacitance (F) 6nF/60nF/600nF/6uF/60uF/600uF/6mF +(2%+5)
Frequency (Hz) 6kHz/60kHz/600kHz/6MHz/60MHz +(0.1%+3)
Temperature (°C) -40°C~1000°C +(1%+3)
Temperature (°F) -40°F~1832°F +(1.5%+5)
Display Count 6000

Auto Range v
Bandwidth (Hz) 100kHz v

Diode v
Transistor v

Auto Power Off N
Continuity Buzzer J

Low Battery Indication o

Data Hold v
MAX/MIN v
RS-232 N

USB Interface J

LCD Backlight J

Input Protection o

Input Impedance for DCV 600mV Range:Around 3GQ ,All Other Ranges: Around 10MQ J

Voltage &CurrentAC+DC Measurement N

GENERAL CHARACTERISTICS

Power AC 220V/50Hz or 1.5V Batteries (R14)x6
LCD Size 128mm x 28mm

Product Color Red and Gray

Product Net Weight 2.4Kg

Product Size 310mm x 240mm x 105mm

Test Lead,AC 220V Power Cord,Software, RS-232 Interface Cable, USB Interface Cable,Alligator Clip,

Standard Accessories Point Contact Temperature Probe,Multi-Purpose Socket

Standard Individual Packing Gift Box,English Manual

Standard Quantity Per Carton 4 PCs

Standard Carton Measurement 680mm x 365mm x 320mm (0.0794 CBM Per Standard Carton)
Standard Carton Gross Weight 15 Kg
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LINI-T

UTE800 SERIES

UT804

ENG61010-1
c € LNNo1010-2-050

mUT804

SPECIFICATIONS

Specifications Range Best Accuracy
Model uT804

DC Voltage (V) 400mV/4V/40V/400V/1000V £(0.025%+5)
AC Voltage (V) 4V/40V/400V/1000V +(0.4%+30)
DC Current (A) 400pA/4000uA/40mA/400mA/10A +(0.1%+15)
AC Current (A) 400pA/4000uA/40mA/400mA/10A +(0.7%+15)
Resistance (Q) 400Q/4kQ/40kQ/400kQ/4MQ/40MQ +(0.3%+40)
Capacitance (F) 40nF/400nF/4uF/40uF/400uF/4mF/40mF +(1%+20)
Frequency (Hz) 40Hz/400Hz/4kHz/40kHz/400kHz/4MHz/40MHz/400MHz +(0.01%+8)
Temperature (°C) -40 °C~1000°C +(1%+30)
Temperature (°F) -40°F~1832°F +(1.5%+50)
Display Count 40000

Auto Range

True RMS

Voltage &Current Measurement

Bandwidth (Hz) 100kHz

Duty Cycle 0~100% (1.0%+40)

J
J
J
J
+
Diode N
Auto Power Off J
Continuity Buzzer J
Low Battery Indication o
Data Hold/Peak Hold/MAX/MIN N
Relative Mode N
Data Storage 9
Data Recall N
RS-232/USB Interface N
Double Backlight J
Analogue Bar Graph 8
Input Protection J

J

J

+

999

=

Input Impedance for DCV 400mV Range: Around 4GQ, All Other Ranges: Around 10MQ

Current Measurement Alarm

4-20mA Loop 0~100% (1%+50)
GENERAL CHARACTERISTICS

Power AC 220V/50Hz or 1.5V Batteries (R14)x6

LCD Size 128mm x 28mm

Product Color Red and Gray

Product Net Weight 2.2Kg

Product Size 310mm x 240mm x 105mm

Test Lead, AC 220V Power Cord, Software, RS-232 Interface Cable, USB Interface Cable,

Standard Accessories Alligator Clip, Point Contact Temperature Probe, Test Clip

Standard Individual Packing Gift Box,English Manual

Standard Quantity Per Carton 4 PCs

Standard Carton Measurement 680mm x 365mm x 320mm (0.0794 CBM Per Standard Carton)
Standard Carton Gross Weight 15 Kg
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LINI-T

UT800 SERIES

UT805A

ENG61010-1
C€ 2 B o

W UT805A

SPECIFICATIONS

Specifications Range Best Accuracy
Model UT805A

DC Voltage (V) 200mV/2V/20V/200V/1000V +(0.015%+3)

AC Voltage (V) 200mV/2V/20V/200V/750V +(0.2%+100)

DC Current (A) 2mA/200mA/10A +(0.03%+10)

AC Current (A) 2mA/200mA/10A +(0.3%+100)
Resistance (Q) 200Q/2kQ/20kQ/200kQ/2MQ/20MQ +(0.02%+6)
Capacitance (F) 6nF/60nF/600nF/6uF/60uF/600uF/6mF +(2%+5)
Frequency (Hz) 10Hz~60MHz +(0.1%+3)

Display Count 200000
Auto Range

True RMS

Bandwidth (Hz) 100kHz

Diode

Continuity Buzzer

Data Hold

Relative Mode

MAX/MIN

Data Storage

Data Recall

RS-232

USB Interface

LCD Backlight

Dot-matrix LCD 256x64 Pixels

Setup

Input Protection

Input Impedance for DCV 2V Range: Around 10GQ, All Other Ranges: Around 10MQ
Voltage &Current:AC+DC Measurement

GENERAL CHARACTERISTICS

Al E R EE R B

Power AC 220V/50Hz

LCD Size 128mm x 28mm

Product Color Red and Gray

Product Net Weight 3.2Kg

Product Size 300mm x 245mm x 105mm

Test Lead, AC 220V Power Cord, RS-232 Interface Cable, USB Interface Cable, PC Software CD,

Standard Accessories Alligator Clip, Multi-Purpose Socket, Test line

Standard Individual Packing Gift Box,English Manual

Standard Quantity Per Carton 4 PCs

Standard Carton Measurement 685mm x 450mm x 315mm (0.097 CBM Per Standard Carton)
Standard Carton Gross Weight 19.2 Kg
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LINI-T

UTS1000 SERIES

UTrs1010/UTS1020 / UTS1030

EN61326-1
C€

SPECIFICATIONS - Part 1

Specifications UTS1010 UTS1020 UTS1030

Spectrum Measurement

Range 9kHz~2GHz 9kHz~2.6GHz 9kHz~3.6GHz

Resolution 1Hz

Accuracy i(Fr*equency Mallker ReadoEt*Frequency Refe_rence Accuracy
+1%*Span +10%*RBW+0.5*[Span/(Sweep Points-1)]+1Hz)

Internal Reference(10MHz) Aging Rate <1ppm/year Stability Over Temperature<0.5ppm(15°C~35°C)

Resolution Bandwidth (RBW)

Range 10Hz~3MHz, Customized down to: 1Hz~10Hz

RBW <500kHz; < 5:1 Typical (Digital implementation,next to

eelliyEreleter] ) Gaussian shape); <5% Typical

Accuracy RBW <500kHz ,<5% Typical
Video Bandwidth 10Hz~3MHz
Average Noise Level (1Hz RBW, 0dB RF Attenuator )

100kHz~1MHz:<-100dBm-3x*(f/100kHz)dB 1MHz~10MHz:<-130dBm

Preamplifier Off 10MHz~1GHz:<-135dBm  1GHz~3.6GHz:<-130dBm

100kHz~1MHz:<-120dBm-3x*(f/100kHz)dB  1MHz~10MHz:<-150dBm

Preamplifier On 10MHz~1GHz:<-155dBm  1GHz~3.6GHz:<-148dBm

Phase Noise (fc=500MHz)

Offset 30kHz -90dBc/Hz

Offset 100kHz -100dBc/Hz

Offset 1IMHz -110dBc/Hz

Sweep Time

Span (100Hz < SPAN<3.6GHz) 10ms to 3000s

Zero Span 1ms to 3000s

Sweep Modes Continuous, Single

Trigger

Trigger Source AUTO,Video,EXT

Offset 100kHz 5V TTL Level (Typical )
Frequency Counter

Resolution 1Hz,10Hz,100Hz, 1kHz
Uncertainty Frequency Readout x Frequency Reference Progress+Counter Resolution
Amplitude Accuracy(20°C~30°C)

Overall Amplitude Accuracy(90%) +1.5dB Input Signal Range: -50dBm ~ 0dBm
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LINI-T

[C ] VI I K |

UTS1000 SERIES

UTrs1010/UTS1020 / UTS1030

EN61326-1
C€

SPECIFICATIONS - Part 2

Amplitude

Max. Safe Input Level

Max. Input DC Voltage

Input Attenuator Range

1dB Compression

Residual Response
Third-Order Intercept(TOI)
Second Harmonic Intercept(SHI)
Input Related Spurious

Residual Response

Tracking Generator (Optional)
Frequency Range

Output Power

Output Flatness

Input/Output

RF Input

UsB

LAN

AM/FM Demodulation
Reference Input/Output

UTS1010 UTS1020 UTS1030

Average Continuous Power: +27dBm
50Vdc
0~39dB, in 3dB step
+7dBm

>30MHz: +13dBm
+30dBm
<-60dBm
<-85dBm

100kHz to 1.5GHz
-30dBm ~ 0dBm, in 1dB step
+3dB

SMA Type, Negative (50Q)
USB Host, USB Device
10/100 Base-T, RJ-45 Connector
Headset
10MHz, BNC Negative, Input: 0dBm ~ +10dBm; Ouput: 0dBm+2dB

GENERAL CHARACTERISTICS

Power

Display

Product Color

Product Net Weight

Product Size (WxHxD)
Standard Accessories
Standard Individual Packing
Standard Quantity Per Carton

Li-ion Battery: 7.4V 6600mAh; DC Adapter: 100-240VAC 50/60Hz 1.5A
6.5 Inches TFT LCD, 640%x480

Red and Grey

3.0Kg

182mm x 288 mm x142mm

DC Adapter, N/'SMA Convertor, N/BNC Convertor, RF Cable, Antenna
Gift Box, English Manua

1PC

Standard Carton Measurement (LxWxH) 400mm x280mm x220mm

Standard Carton Cross Weight

3.9 Kg
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LINI-T

UTD1025CL 7/ UTD1050CL

UTD1000CL SERIES

EN61326-1
C€

SPECIFICATIONS

Specifications
Channels
Bandwidth
Sample Rate

Rise Time

Memory Depth
Vertical Sensitivity
Time-Based Range
Storage

Trigger Modes

Interfaces

DC Voltage(V)
AC Voltage(V)

DC Current(A)
(External Convertor)

AC Current(V)
(45Hz~400Hz)
(External Convertor)

Resistance(Q)

Capacitance(F)
Display Count

Multimeter Specifications

UTD1025CL UTD1050CL
1
25MHz 50MHz
200MS/s
<14ns <7ns
12kpts
5mV-20V/div
10ns-50s/div 5ns-50s/div

Bitmap, Setup, Waveform
Edge, Pulse, Video, Slope

Mini USB
Best Accuracy
+(1%+5)
+(1.2%+5)

Range
400.0mV/ 4.000V/ 40.00V/ 400.0V
400.0mV/ 4.000V/ 40.00V/ 400.0V

400.0pA/ 4000pA +(1.2%+5)
40.0mA/ 400mA +(1%+5)
10A +(1.5%+5)
400.0pA/ 4000pA +(2%+5)
40.0mA/ 400mA +(1.5%+5)
10A +(2.5%+5)
400.00/4.000k/40.00kQ/400.0k2/4.000MQ +(1.2%+5)
40.00MQ +(1.5%+5)
51.20nF/512.0nF/5.120uF/51.20uF/100uF +(3%+5)
4000

GENERAL CHARACTERISTICS

Power

LCD Size

Product Color

Product Net Weight
Product Size (WxHxD)

Standard Accessories

Standard Individual Packing
Standard Quantity Per Carton

Lithium Battery 7.4V 3600mAh

DC Adapter 100~240V 50/60Hz Input,9V 4A Output
3.5 Inches 64K Color TFT LCD, (320x240)

Red and Grey

0.9Kg

199mm x 118mm x 49mm

DC Adaptor, Test Lead, Probex1 (1%,10x switchable), Current-to
-Voltage Convertor, Power Cord, USB Cable,PC Software CD

Gift Box, Carrying Bag,English Manual
6 PCs

Standard Carton Measurement (LxWxH) ~ 515mmx295mmx315mm

Standard Carton Gross Weight

10.8 Kg
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UTD1000DL SERIES

UTD1025DL / UTD1050DL

-

=
s2d

= Jowc i [ me)
TN 0 €3

c € [CaTH] [CAT]] cvevze
EN61010-1
SPECIFICATIONS
Specifications UTD1025DL UTD1050DL
Channels 2
Bandwidth 25MHz 50MHz
Sample Rate 250MS/s
Rise Time <14ns <T7ns
Memory Depth 12kpts
Vertical Sensitivity 5mV-20V/div
Time-Based Range 10ns-50s/div 5ns-50s/div
Storage Bitmap, Setup, Waveform
Trigger Modes Edge, Pulse, Video, Slope
Interfaces Mini USB
Multimeter Specifications Range Best Accuracy
DC Voltage(V) 400.0mV/ 4.000V/ 40.00V/ 400.0V +(1%+5)
AC Voltage(V) 400.0mV/ 4.000V/ 40.00V/ 400.0V £(1.2%+5)
400.0pA/ 4000pA +(1.2%+5)
I(?Ec):(tgrl;r:n(t)(oArzvertor) 40.0mA/ 400mA A )
4A +(1.5%+5)
AC Current(V) 400.0pA/ 4000pA +(2%+5)
(45Hz~400Hz) 40.0mA/ 400mA +(1.5%+5)
(External Convertor) 4A +(2.5%+5)
. 400.0Q/4.000kQ/40.00k02/400.0kQ/4.000MQ +(1.2%+5)
Resistance(Q)
40.00MQ +(1.5%+5)
Capacitance(F) 51.20nF/512.0nF/5.120uF/51.20uF/100uF +(3%+5)
Display Count 4000

GENERAL CHARACTERISTICS

Power

LCD Size
Product Color
Product Net Weight

Product Size (WxHxD)
Standard Accessories

Standard Individual Packing

Standard Quantity Per Carton

Standard Carton Measurement (LxWxH)
Standard Carton Gross Weight

Lithium Battery 7.4V 3600mAh

DC Adapter 100-240V 50/60Hz Input,9V 4A Output
3.5 Inches 64K Color TFT LCD, (320%240)

Red and Grey

0.9Kg

199mm x 118mm x 49mm

DC Adaptor, Test Lead, Probex2 (1x,10x switchable), (Current-to
-Voltage Convertor)x2,Power Cord, USB Cable,PC Software CD
Gift Box, Carrying Bag,English Manual

6 PCs

515mm x295mm x 315mm

10.8 Kg
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LINI-T

uTD1025C / UTD1062C

UTD1000C SERIES

SPECIFICATIONS

Specifications

Channels
Bandwidth

Sample Rate

Rise Time

Memory Depth
Vertical Sensitivity
Time-Based Range

c € AT [Carn] cucisee
EN61010-1
UTD1025C UTD1062C
2
25MHz 60MHz
250MS/s
<14ns <5.8ns
7.5kpts
5mV-50V/div
5ns-50s/div

Storage Setup, Waveform, Bitmap
Trigger Modes Edge, Pulse, Video and Alternative
Interfaces USB HOST
Multimeter Specifications Range Best Accuracy
DC Voltage(V) 600mV/6V/60V/600V/1000V +(1%+5)
AC Voltage(V) £(1.2%+5),Frequency: < 200Hz
(45Hz~400Hz) 600mV/6V/60V/600V/700V +(1.5%+5),Frequency: > 200Hz
DC Current(A) 6mA/60mA/600mA +(1.2%+5)
(External Convertor) 6A +(1.5%+5)
AC Current(V) (45Hz~400Hz) 6mA/60mA/600mA +(2%+5)
(External Convertor) 6A *(2.5%+5)
. 6kQ/60kQ/600kQ +(1.2%+5)
Resistance(Q)
600Q)/6MQ/60MQ +(1.5%+5)
+(5%+10
Capacitance(F) OIS (6%+10)
60nF/600nF/6F/60IF/600pF +(4%+5)
Display Count 6000
Auto Range W/

GENERAL CHARACTERISTICS

Power

Display

Product Color

Product Net Weight
Product Size (WxHxD)

Standard Accessories

Standard Individual Packing

Standard Quantity Per Carton
Standard Carton Measurement (Lx\WxH)
Standard Carton Gross Weight

Lithium Battery 7.4V 4400mAh

DC Adapter 100-240V 50/60Hz Input,9V 4A Output
5.7 Inches 64K Color TFT LCD,(320%240)

Red and Grey

1.8Kg

268mm x 168mm x60mm

Probex2(1x,10x Switchable), (Current-to-Voltage Convertor)x2,
Power Cord, DC Adaptor, Test Lead, PC Software CD
Gift Box, Carrying Bag,English Manual

4 PCs

500mm x400mm x320mm

10.8 Kg
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uTD1102C s UTD1202C

UTD1000C SERIES

SPECIFICATIONS

Specifications

Channels
Bandwidth

Sample Rate

Rise Time

Memory Depth
Vertical Sensitivity
Time-Based Range

C € AT [carn] cicisze
EN61010-1
UTD1102C UTD1202C
2
100MHz 200MHz
500MS/s 1GS/s
<3.5ns <1.8ns
7.5kpts
5mV-50V/div
5ns-50s/div 2ns-50s/div

Storage Setup, Waveform, Bitmap
Trigger Modes Edge, Pulse, Video and Alternative
Interfaces USB HOST USB HOST / USB OTG (Optional)
Multimeter Specifications Range Best Accuracy
DC Voltage(V) 600mV/6V/60V/600V/1000V +(1%+5)
AC Voltage(V) £(1.2%+5),Frequency: < 200Hz
(45Hz~400Hz) 600mV/6V/60V/600V/700V +(1.5%+5),Frequency:> 200Hz
DC Current(A) 6mA/60mA/600mA +(1.2%+5)
(External Convertor) 6A +(1.5%+5)
AC Current(V) (45Hz~400Hz) 6mA/60mA/600mA £(2%+5)
(External Convertor) 6A +(2.5%+5)
. 6kQ/60kQ/600kQ +(1.2%+5)
Resistance(Q)
600Q)/6MQ/60MQ +(1.5%+5)
+(5%+10
Capacitance(F) OIS (6%+10)
60nF/600nF/6F/601F/600pF +(4%+5)
Display Count 6000
Auto Range W/

GENERAL CHARACTERISTICS

Power

Display
Product Color
Product Net Weight

Product Size (WxHxD)
Standard Accessories

Standard Individual Packing

Standard Quantity Per Carton
Standard Carton Measurement (LxWxH)
Standard Carton Gross Weight
Optional Accessories

Lithium Battery 7.4V 4400mAh

DC Adapter 100-240V 50/60Hz Input,9V 4A Output
5.7 Inches 64K Color TFT LCD,(320%240)

Red and Grey

1.8Kg

268mm x 168mm x60mm

Probe x2(1x,10 x Switchabel),Current Voltage Convertorx 2,
Power Cord,DC Adaptor, Test Lead,PC Software CD

Gift Box, Carrying Bag,English Manual
4 PCs

500mm x400mm x320mm

10.8 Kg

UTD1202C Optional:USB OTG
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UTi100/UTi160 SERIES
UNI-t UTi100/ UTi160A

EN61326-1
EN 60825-1

SPECIFICATIONS

Specifications

Model UTi100 UTi160A
Sensor Type Uncooled Focal Plane Arrays
Resolution 100 x 80 160 x 120
pu of View  Minimum Focus 12°%9.4°/0.1m 20°x15°/0.1m
Spatial Resolution (IFOV) 2.2mrad
Image Mode Infrared
Focus Manual
Infrared Spectral Bandwidth 8~14um
NETD <0.08°C@30°C
Temperature Range -20°C~300°C
E’I Accuracy +2°Cor+2% (whicheveris greater )
g |_Features ___________________________________________
CAUTION Display Type 2.8"TFT LCD; Ratable

Palettes Iron, Iron-Invert, Rainbow, Feather, Grey, Grey Inverted
Images Adjustable Auto/Manual
Image Format *UIR
Video Output Support: PAL(50Hz) or NTSC ( 60Hz) (With Optional Base)
Measurement Mode Movable Spot, Area(MAX,MIN)
Parameters Setting Emissivity, Distance, Temperature, Relative Humidity
Self Temperature Calibration Every 60 Seconds

BUTI100 High/Low Temperature Alarm N
Laser Pointer N
Image Capture W
Image Storage 2GB SD Card (Support Up to 16GB)
Temperature Units °C/°F
Support Languages English/Simplified Chinese
Factory Setting N
Power Mode Standard / Power Saving
Analyzing Software Standard Version
Water Proof Rating P54
Impact/Vibration 25G/2G

GENERAL CHARACTERISTICS

'ﬁ Power Li-ion 1250mAh
—— Product Color Red and Grey
DC=10V 254
ION Product Net Weight 500 g
Product Size 170mm x 80mm x 160mm
. Batteries, Seat Charger, SD Card (2G), Card Reader, Camera
Standard Accessories
Cover, Software CD
Standard Individual Packing Gift box, Toolbox, User Manual
Standard Quantity Per Carton 5 PCs

Standard Carton Measurement 545mm x 380mm x 325mm(0.067 CBM Per Standard Carton)

Standard Carton Gross Weight 11.6 Kg

BUTIiI160A Socket,Power Adapter;Video Cable,16G SD card,Vehicular Power Cord,

Optional Accessories Hood 38°wide-angle Lens,12°,6.4°,3.8° Telephoto Lens Temperature
Rage(600°C,1000°C,1500°C)
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UTi160/UTi380 SERIES

UTi160B / UTi160D / UTi380D

mUTi160B

EN61326-1
EN 60825-1

SPECIFICATIONS

Specifications

Model UTi160B UTi160D UTi380D
Sensor Type Uncooled Focal Plane Arrays

Resolution 160 x 120 160 x 120 384 x 288
pus of View | Minimum Focus 20°%15°/0.1m 20°%15°/0.1m 24°x18°/0.1m
Spatial Resolution (IFOV) 2.2mrad

Visible Light Resolution No 640%480 Full Color

Image Mode Infrared Infrared/Visible Light/Fusion/PIP
Focus Manual

Infrared Spectral Bandwidth 8~14um

NETD <0.08°C@30°C <0.08°C@30°C <0.05°C@30°C
Temperature Range -20°C~300°C -20°C~400°C -20°C~300°C

Accuracy +2°C or 2% (whichever is greater )
Display Type 3.5"TFT LCD; Ratable
Palettes Iron,Iron-Invert,Rainbow,Feather,Grey,Grey Inverted
Images Adjustable Auto/Manual
Image Format *TIR *TIR, *.CCD *TIR, *.CCD
Video Output Support: PAL(50Hz) or NTSC (60Hz) (With Optional Base)
9Movable Spot,
Movable Spot AGOMAXMIN),  isotmarmaliy analysi
ovable Spot, rea D b isothermality analysis,
Measurement Mode Area(MAX‘,)MIN) isothermality straight Iineyanaly)s/is,
analysis five moveable
area mode
Parameters Setting Emissivity, Distance, Temperature, Relative Humidity
Temperature calculation i
High/Low Temperature Alarm N
Laser Pointer N
Image Capture N
Image Storage 2GB SD Card
Temperature Units °C/°F
Flashlight No Yes Yes
Support Languages English/Simplified Chinese
Factory Setting
Power Mode Standard / Power Saving / Auto Power Off
Analyzing Software Report format:can automatic create report,can transmit to word format
. U Ti 1 60D Water Proof Rating 1P54
Impact/Vibration 25G/2G

W UTi380D

GENERAL CHARACTERISTICS

Power Li-ion 1450mAh
Product Color Red and Grey
. UTi160B/D-600g(battery included)
Product Net Weight UTi380D-700g(battery included)
Product Size 220mm x 215mm x 80mm
. Batteries, Seat Charger, SD Card (2G), Card Reader,Video Cable
Standard Accessories

Standard Individual Packing

Camera Cover, Lens hood,Software CD
Gift box, Toolbox, User Manual

Standard Quantity Per Carton 3 PCs
Standard Carton Measurement 510mm x 375mm x 320mm
Standard Carton Gross Weight 11.5Kg

Optional Accessories

Power Adapter,16G SD Card,Vehicular Power Cord,UTi160B/D-
(3.8°6.4°12°38°Lens),UTi380D-(9°12°48°lens) Temperature Range
(600°C,1000°C,1500°C Available)
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UTN8S8OO SERIES

UTN821/UTN-01

EN:61010-1

SPECIFICATIONS

Specifications Range

Model UTN821

10 100 GB ACT DUP i Network Port 10/100/1000BASE-T (IEEE 802.3)self-adaption port
Support Cable Type UTP Cat5/Cat5e; EIA/TIA568A/B
Network Protocol Ipv4,ICMP,DHCP,HTTP and so on

Line pairlength. open circuit. short circuit. Straight-through
Cable Test state indication

Single-end TDR Cable Diagnosis, minimum cable length:0.8M
Length test resolution:0.8M
Voltage Range: 0~-60V DC;

- Standard: |IEEE802.3af,IEEE802.3at and nonstandard
Poe power supply;

Poe Test
- PSE power supply line pair: head joint(1/2,3/6line pair)
‘-” and bridge joint(4/5,7/8 line pair)

Features
RJ45network test port. RJ45cable port;

Port Application program port: Mini-USB
User Interface 1.8 Inch LCD TFT Display (160x128)
B UTN821 UTN-01 ( Test Probe )
Power 2 x AA Batteries
Test port RJ-45 x1
User interface LED x7
Weight 85g

GENERAL CHARACTERISTICS

Power 2 x AA Batteries

Product Color Red and Grey

Product Net Weight 100g(battery not include)
Product Size 103.5 x 66 x 29mm
Standard Accessories Battery, Test Probe (UTN-01)
Standard Individual Packing Gift Box,English Manual
Standard Quantity Per Carton 32pcs

Standard Carton Measurement 600 x 420 x 500mm
Standard Carton Gross Weight 24kg

W UTN-01
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UTOS SERIES

UTO8A /7 UTOSB
uL61010-1
EN61010-1
EN 61326-1
SPECIFICATIONS
UNI-T Specifications Range
Model UTO8A uT08B
UT08A Operating Voltage 110~125VAC J J
RECEETCALTESTER Operating Power 0.3W J N,
HE W OPEN GROUND Working Frequency 50~60Hz N N,
e GFCl 6~9mA N
BENoPeN HOT Open Ground N N
SN HoT/GRD REVL Open Neutral N N
M Open Hot J J
BB W CORRECT
e ——— Indications Hot/GND Reverse W/ A
Hot/NEU Reverse N i
Correct J N

<
<

B UTO08A LED Indications
GFCI

GENERAL CHARACTERISTICS

Power 110~125VAC

Product Color Red and Grey

Product Net Weight About 369

Product Size 55mm x 44mm x 27mm
Standard Accessories NO

Standard Individual Packing Blister, English Manual

Standard Quantity Per Carton 80 PCs

Standard Carton Measurement 480mm x 385mm x 240mm (0.048 CBM Per Standard Carton)
Standard Carton Gross Weight 5kg

oTiG

HOT/NEU R
CORRECT

muTosB
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UT11 SERIES
LINI-T

UTT1A/UTT1B

UL 61010-1
c E CATIV] Enes1010-1
EN 61326-1

CAT IV 600V
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$, SPECIFICATIONS
[:4
= g ;ic Specifications Range
=8
58 é Model UT11A uT11B
=
F AC Voltage(V) 50V~600V 50V~600V
Frequency(Hz) 50/60Hz 50/60Hz
Beeper Indication Wi Cancelabel
Flashing LED Light Indication i N
Auto Power Off Around 3 Minutes
Low Battery Indication 2.0V <2.0V
NCV Detection By Auto Sense Auto Sense

BUT11A
GENERAL CHARACTERISTICS

Power 1.5V Batteries(R03) x2
Product Color Red and Grey

Product Net Weight 499

Product Size 150mmx20mm
Standard Accessories Batteries

Standard Individual Packing Blister, English Manual
Standard Quantity Per Carton 100 PCs

Standard Carton Measurement 410mm x 250mm x 465mm(0.048 CBM Per Standard Carton)
Standard Carton Gross Weight 9.5Kg
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SENSITIVITY RANGE
600 VAC

muUT11B
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uUT12 SERIES

UT12A/UT12B /UT12C

UL 61010-1
c € CATIV] enci010-1
EN 61326-1

=
=3
t=1
o
>
=
o

AT CE

SPECIFICATIONS
Specifications Range
Model UT12A UT12B uT12C
i AC Voltage(V) 90V~1000V 90V~1000V 90V~1000V
Frequency(Hz) 50/60Hz 50/60Hz 50/60Hz
|_Featyres |
WNUT12A Vibration Indication J (Cancelable)

Beeper Indication i Cancelabel N

t § Flashing LED Light Indication i N i

‘;:-_ Auto Power Off Around 3 Minutes Around 3 Minutes

Z Low Battery Indication <20V <20V <18V

(&)

‘\5 NCV Detection By gﬂ%ﬁ%ﬁmn Auto Sense Auto Sense

O

GENERAL CHARACTERISTICS

Power 1.5V Batteries(R03) x2
Product Color Red and Grey

Product Net Weight 509

Product Size 150mmx20mm
Standard Accessories Batteries

Standard Individual Packing Blister, English Manual
Standard Quantity Per Carton 100 PCs

Standard Carton Measurement 480mm x250mm x465mm(0.056 CBM Per Standard Carton)
Standard Carton Gross Weight 10.4 Kg

muUT12B

murT12C
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UT13 SERIES

UT13A/UT13B

UL61010-1
CeEW CHe

(UT13A) (UT13B)
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N SPECIFICATIONS
1 ‘E% z Specifications Range
zﬁﬁ é Model UT13A UT13B
= AC Voltage(V) 24V~600V 50V~1000V
Frequency(Hz) 50/60Hz 50/60Hz
Adjustable Sensitivity i N
Beeper Indication Wi N
Flashing LED Light Indication Wi i
Vibration Indication J
Low Battery Indication <1.0V <1.0V
NCV Detection By Auto Sense Auto Sense
WUT13A
GENERAL CHARACTERISTICS
Power 1.5V Batteries(R03) x 1
Product Color Red and Grey
Product Net Weight 499
Product Size 150mm=20mm
> Standard Accessories Batteries
(=3
= Standard Individual Packing Blister, English Manual
@ > Standard Quantity Per Carton 100 PCs

Standard Carton Measurement 410mmx250mm x465mm(0.048 CBM Per Standard Carton)
Standard Carton Gross Weight 8.3 Kg
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SENSITIVITY

50-1000 VAC

MIN il MAX

mUT13B
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UT15 SERIES

UT15B/UT15C

UL 61010-1
c € @ CATIV| Ens1010-1
N s EN 61010-2-030

Intertek EN 61243-3
EN61326-1

SPECIFICATIONS

Specifications Range Best Accuracy

Model uT15B UT15C
12v 0~10V 0~10V
24V 17V+2V 17V+2V
50V 35V+5V 35V+5V

LED AC/DC Voltage Indication (V) 120V 80V+15V 80V+15V
230V 165V+20V 165V+20V
400V 300V+30V 300V+30V
690V 510V+40V 510V+40V

Operating Voltage: 0V~690V
Frequency:50Hz~ 60Hz

. . Operating Voltage: 100V~690V
Single Lead(L2)Voltage Detection Frequency:50Hz~ 400Hz J N

Resistance: 0~400kQ

Phase Rotation Test

J J

VoltStick

UNI-T ...
Mansuraniy barar

Continuity Test
y Beeper and LED light Indicator v v
Polarity Detection Positive & Negative N )
Water-Proof (IP65) N, V
B UT15B Auto Range N N
Work Light N Wi
L Short circuit two leads,LED and
Loy ity Icheziion beeper off when the bettery is low v v
LCD AC/DC Voltage Display 24V~ 690V +(3%+8)

GENERAL CHARACTERISTICS

Power 1.5V Batteries(R03) x2
LCD Size UT15C-23 x 12mm
Product Color Red and Grey

Product Net Weight 2109

Product Size 275mm x 51mm x 30 mm
Standard Accessories Batteries

Standard Individual Packing Blister,English Manual
Standard Quantity Per Carton 30 PCs

Standard Carton Measurement 440mm x 395mm x 455mm (0.079 CBM Per Standard Carton)
Standard Carton Gross Weight 11.2Kg

s
a
S
=

i
x

m UT15C
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UT18 SERIES

UT18A/UT18B

uL61010-1

IV VV p CATIII] [CATIV] ENé1010-1
E C € C@us EN61010-2-030
— EN61010-031
Intertek ENG1243-3

EN61326-1

r'__

SPECIFICATIONS

Specifications Range Best Accuracy

Model UT18A uUT18B
12v 8V+2V 8V+2V
24V 18V+2V 18V+2V
50V 38V+4V 38V+4V

Voltage (V) 120V 94V+8V 94V+8V
230V 180V+14V 180V+14V
400V 325V+15V 325V+15V
690V 562V+24V 562V+24V

. Operating Voltage: 100V~690V

Phase Rotation Test Frequency:50Hz~ 60Hz / .

Single Lead(L2)Voltage Detection Operating Voltage: 100V~690V N Vi
Frequency:50Hz~ 400Hz

G s Resistance: 0~100kQ J J
Beeper and LED light Indication

RCD Test Operating Voltage: 230V(50Hz~400Hz) Wi

Polarity Detection Positive & Negative ) N

Self-Inspection AIILED orLCD N, N

N UT18A No Power Test Operating Voltage: 100~690V N Vi
| Featyres |

Voltage Indication LED LED

Ip65 i i

Auto Range N N

Work Light N Wi

Low Battery Indication Around 2.5V ) N

Exceed Voltage Voltage Range: 713V~788V i i

Silent Mode AllRange W J

GENERAL CHARACTERISTICS

Power 1.5V Batteries (R03) X2

Product Color Red and Grey

Product Net Weight 260g

Product Size 272mmx85mmx31mm

Standard Accessories Batteries

Standard Individual Packing Blister, English Manual

Standard Quantity Per Carton 30PCs

Standard Carton Measurement 440mm X 295mm X 455mm (0.079 CBM Per Standard Carton)

Standard Carton Gross Weight 17Kg

mUT18B
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UT18 SERIES

C€

urisc /urTi1sD

Specifications
Model

Voltage (V)

Phase Rotation Test

HOLD  ABECE

Voltage and
Single Lead(L2)Voltage Detection

Continuity Test

RCD Test
Polarity Detection
Self-Inspection

No Power Test

SPECIFICATIONS

uLe1010-1
@D CATIN] [CATIV] ENe1oio-1
c us EN61010-2-030
e EN61010-031
Intertek EN61243-3
EN61326-1
Range Best Accuracy
uT18C uT18D
6V 5V1V
12V 8Vi1V 8V+1V
24V 18V+2V 18V+2V
50V 38V+4V 38V+4V
120V 94V+8V 94V+8V
230V 180V+14V 180V+14V
400V 325V+15V 325V+15V
690V 562V+24V 562V+24V
Operating Voltage: 100V~690V
Frequency:50Hz~ 60Hz v v
Operating Voltage: 100V~690V
Frequency:50Hz~ 400Hz J v
Resistance: 0~100kQ
Beeper and LED light Indication v v
Operating Voltage: 230V(50Hz~400Hz) i Wi
Positive & Negative i i
AllLED or LCD N N
Operating Voltage: 100~690V N

muT18C | Featyres |
Voltage Indication LED LCD
Ip65 i i
Auto Range N Vi
Exceed Voltage Voltage Range: 713V~788V N Wi
Auto Standby standby current <10uA W/ A/
Silent Mode AllRange W J
Work Light N N
Low Battery Indication Around 2.5V N N,
LCD Backlight v
LCD Display (Voltage) 6V~ 690V +(1.5%+5) +(1.5%+5)
LCD Display (Frequency) 40Hz~400Hz +(3%+5) +(3%+5)

GENERAL CHARACTERISTICS

Power 1.5V Batteries(R03)x 2
LCD Size UT18C-31x20mm UT18D-73.5%x35.5mm"
Product Color Red and Grey
Product Net Weight 280g
Product Size 272mmx85mmx31 mm
Standard Accessories Batteries
Standard Individual Packing Blister, English Manual
Standard Quantity Per Carton 30PCs
Standard Carton Measurement 440mm x 295mm x 455mm (0.079 CBM Per Standard Carton)
Standard Carton Gross Weight 17.5Kg

muUT18D
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UT1817 SERIES

UT187A

UL61010-1
C € @.

Intertek EN61326-1

-Smart Phone Application: iDMM
-Work with UT-D07A Smart Bluetooth Adaptor
-Download at both Apple and Andriod Stores

0.000+

SPECIFICATIONS

DELETE

True RMS

HOLD

'\

N UT181A

59

B00mA MAX CAT Bl 1000V
104 WA FUSED G
FUSED

Specifications Range Best Accuracy
Model UT181A

DC Voltage (V) 60mV/600mV/6V/60V/600V/1000V +(0.025%+5)
AC Voltage (V) 60mV/600mV/6V/60V/600V/1000V +(0.3%+30)
DC Current (A) 600uA/6000uA/60MA/600mA/10A +(0.08%+10)
AC Current (A) 600uA/6000uA/60MA/600mA/10A +(0.6%+20)
Resistance (Q) 600Q/6kQ/60kQ/600kQ/6MQ/60MQ +(0.05%+2)
Admittance(S) 60nS +(2%+10)
Capacitance (F) 6nF/60nF/600nF/6uF/60uF/600uF/6mF/60mF +(2%+5)
Frequency (Hz) 10Hz-60MHz +(0.01%+5)
Temperature (°C) -40 °C~1000°C +(1%+30)

Temperature (°F)

Display Count

Auto Range

Manual Range

True RMS

Bandwidth (Hz)

AC +DC

Low Pass Filter
dBV/dBm

Continuity Buzzer
Diode

Duty Cycle

Dual Temperature Measurement
Data Hold

Peak Hold

Relative Mode

Data Logging

Trend Capture
MAX/MIN/AVG

Date Time Display
Data Comparsion
Display Type

Backlight Adjustment
Analogue Bar Graph
USB Interface
Mis-Plug Alarm

Battery Indication

Auto Power Off
Re-Chargeable Battery
Input Protection

Input Impedance for DCV

-40°F~1832°F

100kHz

1 kHz(-3db)

Around 3V
10% ~90%
T1,T2, T1-T2, T2-T1

20000

3.5 Inches 64k Color TFT LCD (320 x 240)

Around 10MQ

+(1.5%+50)

60000

N A N N N N N N N N N N N N N N N N N N N N N N S

GENERAL CHARACTERISTICS

Power 7.4V 2200mAh Li-ion Battery
LCD Size 70mm x 52mm
Product Color Red and Grey
Product Net Weight 638.69
Product Size 103mm x 225mm x 59mm
. Batteries, Test Lead, Temperature Adaptor, Point Contact Temperature
Standard Accessories

Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement
Standard Carton Gross Weight
Optional Accessories

Probe x 2, Power Adaptor, PC Software CD, USB Interface Cable
Gift Box, Carrying Bag, English Manual

20PCs

480mm x 385mm x 505mm (0.085 CBM Per Standard Carton)

26.5Kg
Bluetooth Adaptor (UT-D07)
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UT171 SERIES

Ur171A/UT171B

O UNFT joguial Digital Maltimeter UT171A

Dalate Rec
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mUT171A
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mUT171B

C€

0.000+

pecifications
Model

DC Voltage (V)

AC Voltage (V)
DC Current (A)
AC Current (A)

Resistance (Q)
Admittance(nS)
Capacitance (F)

Frequency (Hz)
Temperature (°C)
Temperature (°F)

Display Count
Auto/Manual Range
True RMS

Bandwidth (Hz)

AC +DC

V.F.C

4~20mA Loop

LoZ (ACV)

Diode

Continuity Buzzer
Duty Cycle

NCV

Data Hold/MAX/MIN
Relative Mode

Peak Hold

Data Storage

USB Interface
Display Type

LCD Backlight
Analogue Bar Graph
Mis-plug Alarm

Low Battery Indication
Rechargeable Battery
Auto Power Off

Input Protection

Input Impedance for DCV

UL61010-1
6"’ CATIIl] [CATIV] Ensi010-1
N vs EN61010-2-030
Intertek EN61326-1
-Smart Phone Application: iDMM

-Work with UT-D07A Smart Bluetooth Adaptor
-Download at both Apple and Andriod Stores

SPECIFICATIONS

Range Best Accuracy
UT171A UT171B
400mV/4V/40V400V/1000V +(0.025%+5)
600mV/6V/60V/600V/1000V +(0.025%+5)
400mV/4V/40V400V/1000V +(04%+40)
600m\V/6V/60V/600V/1000V +(04%+40)
400UA/4000UA/40MA/400mA/4A/10A +(0.15%+2)
600uA/6000UA/60MA/600mMA/6A/10A +(0.15%+2)
400UA/4000UA/40MA/400mA/4A/10A £(0.75%+5)
600UA/6000UA/B0MA/B00mMA/BA/10A £(0.75%+5)
400Q/4kQ/40KkQ/A00kQ/AMQ/A0MQ +(0.05%+2)
6000/6kQ/60KQ/B00kQ/BMQ/B0MQ +(0.05%+2)
60nS £(1.0%+10)
4nF/40nF/A00NF/4pF/AOF/400pF/4mF/40mF +(25%+40)
BnF/60nF/600nF/6yF/60F/600uF/6mF/60mF +(25%+40)
10Hz~10MHz £001%+5)  £(0.01%+5)
-40 °C~1000°C £(1.0%+30)
-40°F~1832°F +(15%+50)

40000 60000

N N

N N

100kHz J N
N

N N

0~100% J
Around 3KQ N
Around 3V N N
N N

0.1% ~99.9% N N
N N

N N

N N

N

1000 9999
N N
LCD EBTN

N N

31 31

N N

N N

J

Around 15 Minutes N N
N N

Around 1GQ N N

Power

LCD Size

Product Color
Product Net Weight

Product Size
Standard Accessories

Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement
Standard Carton Gross Weight
Optional Accessories

GENERAL CHARACTERISTICS

UT171A-AAA 1.5V x6 UT171B-7.4V 2000mAh Li-ion Battery
UT171A-70.6mm x 49.5 mm UT171B-70.6mm x 35.3 mm
Red and Grey

3849

206mm x 95mm x 55mm

Batteries, Test lead, Point Contact Temperature Probe, USB Interface
Cable, Power Adaptor(For UT171B),PC Software CD

Gift Box, Carrying Bag, English Manual

20PCs

530mm x 360mm x 285mm (0.055 CBM Per Standard Carton)
22 Kg

Bluetooth Adaptor (UT-D07)
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UT1517 SERIES

UT151A/UT151C/UT151F

UL 61010-1
NS EN 61010-2-030

Intertek EN61326-1
SPECIFICATIONS
Specifications Range Best Accuracy
Model UT151A UT151C UT151F
DC Voltage(V) 200mV/2V/20V/200V/600V +(05%+1) +(0.5%+1) £(0.05%+3)
2V/20V/200V/600V +(0.8%+3) +(0.8%+3)
AONIETE 200mV/2V/ 20V/ 200V/600V £(0.5%+10)
AR ST "f‘*’”_ ‘”"': DC Current(A) 200pA/2mA/200mA/10A +(0.8%+1)
2mA/ 20mA/ 200mA/ 10A +(0.8%+1) £(0.5%+5)
200pA/2mA/200mA/10A +(1%+3)
AC Current(A) 20mA/ 200mA/ 10A £(1%+3)
2mA/20mA/ 200mA/ 10A +(0.8%+10)
W UT151A 2000/2kQ2/20k0)/200k0)/ £(1%+2)
2MQ/20MQ/200MQ B
Resistance(Q)
e urssic 2000/ 2kQ/ 20kQ/ 200kQ/ +(1%+2)  £(1%+2) +(0.3%+1)
n n n 2MQ/ 20MQ
2nF/20nF/200nF/2puF/100uF +(4%+3)
IRININ| )
. > 50uF
Capacitance(F) 2uF/200uF Referpence
Only
20nF/ 200nF/ 2uF/ 20uF +(4%+20)
Frequency (Hz) 20KHz +(1.5%+5)
Temperature (°C) -40 °C ~ 1000°C +(1%+5)
Temperature (°F) -40°F ~1832°F +(1%+8)
|_Features |
Display Count 2000 2000 20000
Manual Range i i i
Battery Test 12V/9V/1.5V +(2.5%+2)
Diode N i )
Auto Power Off N N v
Continuity Buzzer i i i
Low Battery Indication Wi i i
Data Hold N N N
Input Impedance for DCV >10MQ v N, N

UT151F

GENERAL CHARACTERISTICS

Power 9V Battery(6F22)
LCD Size 63mmx29mm
Product Color Red and Grey
Product Net Weight 300g

v Product Size 186mmx91mmx39mm
Standard Accessories Battery, Test Lead
Standard Individual Packing Gift Box, English Manual
Standard Quantity Per Carton 40 PCs

Standard Carton Measurement 645mm x450mm x 340mm(0.099 CBM Per Standard Carton)
Standard Carton Gross Weight 22.8Kg

W UT151F
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UT139 SERIES

UT139A/UT139B/UT139C

Specifications
Model

DC Voltage(V)

AC Voltage(V)

DC Current(A)

AC Current(A)

Resistance(Q)

Capacitance (F)

Frequency (Hz)
Temperature (°C)
Temperature (°F)

Display Count

Auto Range

Manual Range

True RMS

Bandwidth (Hz)

V.F.C

Duty Cycle

Diode

NCV

Battery Test

Auto Power Off
Continuity Buzzer
Low Battery Indication
Data Hold

Relative Mode
MAX/MIN

LCD Backlight

Input Protection

Input Impedance for DCV

UL 61010-1
c € @D CATIHll] Enes1010-1
N s EN61010-2-030

SPECIFICATIONS

Intertek EN61326-1

Range Best Accuracy

UT139A UT139B UT139C
20mV/200mV/2V/20V/200V/600V £(0.5%+2)
40mV/400mV/4V/40V/400V/600V +(0.5%+2)
60mV/600mV/6V/60V/600V +(0.5%+2)
20mV/200mV/2V/20V/200V/600V +(1%+3)
40mV/400mV/4V/40V/400V/600V +(0.8%+3)
60mV/600mV/6V/60V/600V +(0.8%+3)
200uA/2000uA20MAR00mARAOA  +(0.7%+2)
400UAA000UAA0MAA00MA4A0A +(0.7%+2)
600UA/BOOOABOMABOOMABA0A +(0.7%+2)
200pA2000pA20mA/200mARAI0A  *(1%+3)
400uA/4000uA40MA/A00mA4A/10A +(1%+3)
600pA/BO00RABOMA/GOOMA/GA/10A +(1%+3)
2000/2kC/20k0/200kQ/2MQ/20MQ +(1%+2)
400Q/4kQ/AOKCYA00K/AMCY/AOMQ +(0.8%+2)
600QY/B6kQY/B0KO/BO0KQ/BMO/BOMOQ +(0.8%+2)
9.999nF/99.99nF/999.9nF/9.999uF/
90 9011999 9LF/9 909 /S0, 96mF TURS) (%)
10Hz-10MHz +(0.1%+4)  +(0.1%+4)
-40 °C~1000°C +(1%+3)
-40°F~1832°F +(1.5%+5)

2000 4000 6000
N N N
N N N
N N N
45Hz~400Hz 45Hz~1kHz 45Hz~1kHz
N N N,
0.1%~99.9% N J
Around 2V Around 3V  Around 3V
N N N
1.5V /9V v
Around 15 Minutes N J N
N N N
<2.5V J J v
N N N
N N N
N N N,
N N N
600Vrms J N N
1GQ Max v N N

Power

LCD Size

Product Color
Product Net Weight
Product Size

Standard Accessories
Standard Individual Packing
Standard Quantity Per Carton

Standard Carton Measurement
Standard Carton Gross Weight

Optional Accessories

GENERAL CHARACTERISTICS

AA1.5*2

58mm x 36 mm

Red and Grey

3709

175mm x 81mm x 48.5 mm

UT139A/B-Battery, Test Leads

UT139C-Battery, Test Leads, Temperature Probe
Gift Box, English Manual

40 PCs

645mm x 450mm x 340mm(0.098 CBM Per Standard Carton)
255Kg

UT139C-Current Sensor AC/DC40A

N UT139C
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UT132 SERIES
LINI-T

UT132A/UT132B

Liseo!

c € @D CATII, EU/ég 7700 7700-_77
c us EN61010-2-030

Intertek EN61326-1
UNI-T UT132A
u u'u SPECIFICATIONS
Specifications Range Best Accuracy
HOLD Model UT132A UT132B
20M  200M ) z00m DC Voltage(V) 200m\V/ 2000mV/ 20V/ 200V/ 600V +(0.5%+2) +(0.5%+2)
AC Voltage(V) 200V/ 600V +(1.2%+3) +(1.2%+3)
DC Current(A) 2000uA/ 20mA/ 200mA/ 10A +(1%+2)
2000uA/ 200mA/ 10A +(1%+2)
Resistance(Q) ;gg&g?ggggom/ 20Ey +(0.8%+5) +(0.8%+5)
|_Featyres |
Display Count 2000 2000
Manual Range N N
Battery Test 1.5V/ 9V +(1%+2)
Square Wave Output Wi
Diode N N
Continuity Buzzer Vi
Low Battery Indication Wi Wi
Data Hold i i
Input Impedance for DCV Around 10MQ N N
UNI-T
GENERAL CHARACTERISTICS
. U] Power 9V Battery(6F22)
BTN LCD Size 49mm> 18mm
/ \ Product Color Red and Grey
Product Net Weight 2009
Product Size 72mmx137mmx35mm
Standard Accessories Battery, Test Lead
Standard Individual Packing Gift Box, English Manual
Standard Quantity Per Carton 66 PCs
& 200 Standard Carton Measurement 595mm X 360mm X 420mm (0.09CBM Per Standard Carton)

Standard Carton Gross Weight 23 Kg

s i i) e+
!
W v

20m 508
c€ A= zonnp
10a A\ (n?.*a;

4 maA

By
cOom
N FusED —
200mAmax b,
MAXBOOV

N UT132B
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LINI-T

10 = -
200m o 2000

€

FUSED o

EACH 1 Sasin

FerTe Rl
M owee L QmA

1
COM
= FusED —

200mAmax \_

MAXBO0V

mUuT132C

W UT132D

e
f::‘m m?__

UT132 SERIES

uriszc/uriszp

Specifications
Model

DC Voltage(V)

AC Voltage(V)

DC Current(A)

Resistance(Q)

Capacitance (F)
Temperature (°C)

Display Count

Manual Range

Diode

Continuity Buzzer

Low Battery Indication
Data Hold

Input Impedance for DCV

Listeot

c E @'ID CATII, E%g 7700 7700-_77
c us EN61010-2-030

SPECIFICATIONS

Intertek EN61326-1

Range Best Accuracy

uUT132C UT132D
200mV/ 2000mV/ 20V/ 200V/ 600V +(0.5%+2) +(0.5%+2)
200V/ 600V +(1.2%+3) +(1.2%+3)
2000uA/ 20mA/ 200mA/ 10A +(1%+2)
2000uA/ 200mA/ 10A +(1%+2)
200€Y 2000€Y 20kCY 200k 20MQ +(0.8%+5)
20nF/2000nF/ 200pF +(4%+3)
-40 °C ~1000°C +(1.0%+3)

2000 2000

N, N,

N N,

J J

J J

N, N,
Around 10MQ Wi Vi

Power

LCD Size

Product Color
Product Net Weight
Product Size

Standard Accessories

Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement
Standard Carton Gross Weight

GENERAL CHARACTERISTICS

9V Battery(6F22)

49mm x18mm

Red and Grey

200g

72mmx137mmx35mm

UT132C-Battery, Test Lead, Point Contact Temperature Probe
UT132D-Battery, Test Lead,

Gift Box, English Manual

66 PCs

595mm x 360mm x 420mm (0.09CBM Per Standard Carton)
25.7Kg
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LINI-T

UT120 SERIES

UT120A/UT120B/UT120C

UL 61010-1
G'I'l, CATIl| Enes1010-1
c us EN61010-2-030

Listeot

Intertek EN61326-1
UT120A
UT120B
SPECIFICATIONS
Specifications Range Best Accuracy
Model UT120A UT120B UT120C
DC Voltage (V) 400mV/4V/40V/600V +(0.8%+1) £(0.8%+1) #(0.8%+1)
AC Voltage (V) 4V/40V/400V/600V #(1.2%+3)  #(1.2%+3)  #(1.2%+3)
DC Current (A) 400uA4MA/40MmA/400mA +(1.0%+3)
N UT120A AC Current (A) 400uA4MA/40mA/400mA +(1.5%+5)
Resistance (Q) 400Q/AKQ/AOKQIA00KQIAMOQAOMO  +(1%+2)  +(1%+2)  +(1%+2)
Capacitance (F) 4nF/40nF/400nF/ApF/40uF/100pF +4%+3)  +(4%+3)
) Frequency (Hz) 10Hz~10MHz +(0.5%+3)  +(0.5%+3) £(0.5%+3)
| | Features |
Display Count 4000 4000 4000
Auto Range N N N
Duty Cycle 0.1%~99.9% N, N, N,
Diode i v i
Auto Power Off Around 30 Minutes N i Wi
HoLD Continuity Buzzer N v J
iy Low Battery Indication <24V J N, N,
Data Hold i . i
Relative Mode N i Vi
Input Impedance for DCV Around 10MQ v N N,

m UT120B

GENERAL CHARACTERISTICS

Power 3V Battery(CR2032)

¢ ) LCD Size 43mm X 22mm

| | Product Color Red and Grey
Product Net Weight 769
Product Size 110mm X 58.2mm X 10.8mm
Standard Accessories Battery,Carrying Case
Standard Individual Packing Blister, English Manual

Standard Quantity Per Carton 100 PCs
Standard Carton Measurement 750x275%x490mm (0.1CBM Per Export Carton)
Standard Carton Gross Weight 21.9Kg

m uUT120C
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LINI-T

UT118 SERIES

UT118A/UT1188
CATIlI] Ene61010-1
EN 61326-1
SPECIFICATIONS
Specifications Range Best Accuracy
Model SCAN Mode AUTO Mode UT118A UT118B
DC Voltage(V) 3V/30V/300V 3V/30V/300V +(1%+3) +(1%+3)
AC Voltage(V) 3V/30V/300V 3V/30V/300V +(1%+4) +(1%+4)
Resistance(Q) %%%?m g%%;ﬁg%kéﬁjﬁ 0 +(1%+3) +(1%+3)
Capacitance (F) gsigg:';gggﬂg %%’Zg%%’gﬁg?g;@”': +(3%+5) +(3%+5)
| Features |

Display Count 3000 3000
Auto Range i Wi
EF Function N
Diode N J
Auto Power Off Around 10 Minutes N N
Continuity Buzzer i i
Low Battery Indication Wi o
Data Hold Wi Wi
MAX Mode N V

B UT118A MIN Mode i J
LCD Backlight J J
Penlight Wi i
Input Impedance for DCV >10MQ N, V

Power

LCD Size

Product Color

Product Net Weight

Product Size

Standard Accessories
Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement
Standard Carton Gross Weight

GENERAL CHARACTERISTICS

3V Li-MnO2 Cion Cell Battery

28mmx14mm

Red and Grey

90g

20mmx27mmx182mm

Battery, Test Lead

Blister, English Manual

80 PCs

570mmx300mmx415mm (0.071 CBM Per Export Carton)
12.5Kg

uTi18e

CATE  MAX
W00V oV

f= )

N UT118B
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LINI-T

UT100 SERIES

uri08/0T1109

EN61010-1
C€

SPECIFICATIONS

4500 Counts DMM

Specifications Range Best Accuracy
RS232C(USB)

e bl | (e Model uT108 uT109
DC Voltage(V) 4V/40V/400V/1000V +(0.5%+3) +(0.5%+3)
AC Voltage(V) 40mV/400mV/4V/40V/400V/1000V +(1%+3) +(1%+3)
DC Current(A) 400pA/4000pA/A0MA/A00MA/AAII0A  +(1%+2) +(1%+2)
AC Current(A) 400pA/A000pA/A0MA/A00mA/AA/10A  £(1.2%+5) +(1.2%+5)
Resistance(Q) 4000Q/4kQ/40kQ/400kQ/AMOQ/A0MQ +(1%+5) +(1%+5)
Capacitance (F) 10nF/100nF/1000nF/10uF/100uF +(3%+5) +(3%+5)
Frequency (Hz) 10Hz~1MHz +(0.1%+4) +(0.1%+4)
Temperature (°C) -40 °C~537°C +(1%+10)
Temperature (°F) -40 °F~998°F +(1%+18)

Ce .

10AuAx  mApA Display Count 4000 4000
Auto Range Wi N
Diode N Vi
Auto Power Off N Wi
Continuity Buzzer i i
Low Battery Indication i i
Data Hold N Vi

N UT108 MAXIMIN il g

RS-232 J J
USB Interface i N
LCD Backlight N N
Input Protection N Wi
Input Impedance for DCV Around 10MQ N v
Dwell 4CYL/6CYL/8CYL +(3%+5) +(3%+5)
Tach 4CYL/6CYL/8CYL +(3%+5) +(3%+5)

R8232c(usB)

RANGE MAXMIN  |HOLD 3%

GENERAL CHARACTERISTICS

Power 9V Battery(6F22)
o e LCD Size 65mm x 43mm
4 Product Color Red and Grey
Vi Product Net Weight 3709
i Product Size 180mm x 87mm x 47mm
g UT108-Battery, Test Lead,Alligator Clip, RS-232 Interface Cable,PC
Software CD
Standard Accessories

ce

10AMax  mARA

FusED
Fuseo 2BOVMAX CATIV B0V
L:mu [y I CATIIToESV Il
EACH 1Bmin MAX 1ees +*

mUT109

66

Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement
Standard Carton Gross Weight
Optional Accessories

UT109-Battery, Test Lead,Alligator Clip, RS-232 Interface Cable,PC
Software CD,Point Contact Temperature Probe,Multi-Purpose Socket

Gift Box, English Manual
20 PCs

465mm x 335mm x 365mm (0.057 CBM Per Standard Carton)

15.5Kg
USB Interface Cable
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UT100 SERIES

urros5/0T1106/UT107

EN61010-1
c € EN61326-1

SPECIFICATIONS

Specifications Range Best Accuracy
Model uUT105 UT106 uT107
DC Voltage(V) 200mV/2V/20V/200V/1000V £(0.5%+5) £(0.5%+2)

200mV/2V/20V/1000V +(0.5%+2)
AC Voltage(V) 2V/20V/200V/750V +(0.8%+5)

200V/750V +(0.8%+5) £(0.8%+5)
DC Current(A) 200mA/10A +(0.8%+5) +£(0.8%+5) +(0.8%+5)
Resistancel) /Zz%oh?z)ZKQ/ZOkQ/ZOOKQ/ZMQ +(0.8%+5) +(0.8%+5)

200Q/2kQ/20kQ/200k/20MQ +(0.8%+5)
Frequency (Hz) 2 kHz +(2%+5) +(2%+5)
Temperature (°C) -40°C~1000°C +(2%+8) +(2%+8)
Display Count 2000 2000 2000
Manual Range i J i
Battery Test 12V +(3%+5)
Duty Cycle 1%~90% +(4%+5)
Diode N, N, N
Continuity Buzzer J J i
Low Battery Indication i Wi i
Data Hold Wi Wi J
Input Protection N N N
Input Impedance for DCV Around 10MQ N Vi Wi
Dwell 4CYL/6CYL/8CYL +(3%+5) +(3%+5) +(3%+5)
Tach 4CYL/6CYL/8CYL +(3%+5) +(3%+5) +(3%+5)

GENERAL CHARACTERISTICS

Power 9V Battery(6F22)
LCD Size 60mm x 54 mm
Product Color Red and Grey
Product Net Weight 351 g(Including Holster)
Product Size 179mmx 88mmx39mm

X UT105-Battery, Test Lead, Holster
Standard Accessories -

UT106/UT107-Battery, Test Lead,Holster,Point Contact Temperature Probe

Standard Individual Packing Blister, English Manual
Standard Quantity Per Carton 40 PCs

Standard Carton Measurement 645mm x 450mm x 340mm (0.0987 CBM Per Standard Carton)
Standard Carton Gross Weight 24.6 Kg

muT107
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LINI-T

UTS0O- I SERIES

UT90A/UT90B

cATIIl lcATm| Eneétoto-1

C € 5’0 EN 61326-1

SPECIFICATIONS

Specifications Range Best Accuracy
Model UT90A uT90B
DC Voltage(V) 200mV/2V/20V/200V/1000V +(0.5%+2) +(0.5%+2)
AC Voltage(V) 2V/20V/200V/750V +(0.8%+5) +(0.8%+5)
DC Current(A) 200uA2mA/20mA/200mA/10A +(0.8%+2) +(1%+2)
AC Current(A) 200uA2mA/20mA/200mA/10A +(1%+5) +(1.2%+5)
Resistance(Q) 2000Q/2k(/20kQ/200kQ/2MQ/20MQ +(0.8%+3) +(0.8%+3)
Display Count 2000 2000
Manual Range N N
Solar Power Wi
Battery Test 1.5V/9V )
Diode i N
Continuity Buzzer Wi N
Low Battery Indication N N
Data Hold Wi
Full Icon Display i i
Input Protection i v
Input Impedance for DCV Around 10MQ N Vi

W UT90A Low Impedance Selection A
GENERAL CHARACTERISTICS
Power UT90A-9V Battery(6F22)

UT90B-Charging at AC 230V or AC/DC12-36V or Solar Power
LCD Size UT90A-60mmx54mm ,UT90B-60mmx26mm
Product Color Red and Grey
v Product Net Weight UT90A-351g(Including Holster),UT90B-340g(Including Holster)
i Product Size 179mmx 88mmx 39mm
.;::; Standard Accessories UT90A-Battery,Holster, Test Lead,UT90B-Holster, Test Lead
| Standard Individual Packing Gift Box, English Manual

Standard Quantity Per Carton 40 PCs

Standard Carton Measurement 645mmx450mmx340mm (0.0987 CBM Per Standard Carton)
Standard Carton Gross Weight 24.8Kg

W UTI90B
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LINI-T

UTS0O- NI SERIES

urgoc s ur9op

C € . [CATH] [cATm] ENetoro-!
Oy Y‘\(,«‘vc EN 61326-1
SPECIFICATIONS
Specifications Range Best Accuracy
Model uT90C uT90D
DC Voltage(V) 400mV/4V/40V/400V/1000V +(0.8%+1) +(0.8%+1)
AC Voltage(V) AV/A0V/A00V/T50V +(1%+5) +(1%+5)
DC Current(A) 400uA4000uA40MA/A00MAMAAIMI0A +(1%+2) +(1%+2)
AC Current(A) 400pA/4000pA/40mA/A00mAAA0A  £(1.5%+5) +(1.2%+2)
Resistance(Q) 4000Q/4kCQ/A0kQ/400kQY/AMOQ/A0MQ +(1%+2) +(1%+2)
Capacitance (F) 40nF/400nF/4pF/A0uF/100pF +(3%+5) +(3%+5)
Frequency (Hz) 10Hz~10MHz +(0.1%+3) +(0.1%+3)
|_Features |
Display Count 4000 4000
Auto Range o N
Solar Power i
Diode i i
Auto Power Off Wi i
Continuity Buzzer N N
Low Battery Indication i i
Relative Mode ) i
Data Hold N
N UT90C Full Icon Display J J
Input Protection / .
Input Impedance for DCV Around 10MQ N N
Low Impedance Selection Vi

uTS0D

Power

LCD Size

Product Color

Product Net Weight

Product Size

Standard Accessories
Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement
Standard Carton Gross Weight

GENERAL CHARACTERISTICS

UT90C-Charging at AC 230V or AC/DC12-36V or Solar Power
UT90D-9V Battery(6F22)

UT90C-60mm x 26mm ,UT90D-60mmx 54mm

Red and Grey

340 g (Including Holster)

179mm x 88mm x 39mm

UT90C-Holster, Test Lead,UT90D-Battery,Holster, Test Lead
Gift Box, English Manual

40 PCs

645mm x 450mm x 340mm (0.0987 CBM Per Standard Carton)
23 Kg

10AMax  mApAHZ

104 MAX 400mA MAX CATHE
FUSED FUSED 000V MAX
-

N UT90D
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LINI-T

UT81B

(]

TRIG [ auto

SET sAvEicaLL | ("
A L
Lar

Hze amA

N UT81B
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uUT817 SERIES

Specifications
DC Voltage(V)
AC Voltage(V)
DC Current(A)
AC Current(A)
Resistance(Q)

Capacitance (F)
Frequency (Hz)

Scope Specification
Bandwidth

Real-Time Sample Rate
Vertical Accuracy

Input Sensitivity
Horizontal Accuracy
Time-Base Range

Display Count

Auto Range

Duty Cycle

Diode

Auto Power Off
Continuity Buzzer
Display

Trigger Types

Memory

Contrast and Bright Setup
Low Battery Indication
USB Interface

LCD Backlight

Input Impedance for DCV

c € catn] [catm] E)-5100) a0
EN:61326-1,

SPECIFICATIONS

EN:61326-2-2

Range Best Accuracy
400mV/4V/40V/400V/1000V +(0.8%+8)
4V/40V/400V/750V +(1%+15)
400uA/4000pA40mMA/400mA/4A/10A +(1%+8)
400uA/4000pA/40mMA/400mA/4A10A +(1.5%+8)
400CY4kCY40kQ/A00KQ/AMQ/A0MQ +(1%+5)
40nF/400nF/4uF/A0uF/100pF +(3%+8)
10Hz~10MHz +(0.1%+3)
Range Best Accuracy
8 MHz Wi
40 MS/s N

+(5%+1)
20mV/div - 500V/div(1-2-5) )

+(0.01%+1)
100ns/div - 5s/div(1-2-5) N

| _Featyres

0.1~99.9%
160 x 160 Monochrome

Free Run/Normal/Single Shot
10 screens and setups

N A N N T N
S
S

Around 10MQ

GENERAL CHARACTERISTICS

Power

LCD Size

Product Color
Product Net Weight
Product Size

Standard Accessories
Standard Individual Packing

Standard Quantity Per Carton

Standard Carton Measurement
Standard Carton Gross Weight
Optional Accessories

1.5V Batteries(R6)x 4

60mm x 60 mm

Red and Grey

4989

200mm x 100mmx 48 mm

Batteries, Test Lead,Alligator Clip,USB Interface Cable,PC Software
CD, BNC Probe

Gift Box, English Manual

12PCs

485mm x 450mm x260mm (0.057 CBM Per Standard Carton)
16.4 Kg

Scope Probe,AC Power Adaptor
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uUT817 SERIES

EN61010-1

c € cATll] [CATHI] £ s1010.2.050
EN61326-1

SPECIFICATIONS

Specifications

DC Voltage(V)

AC Voltage(V)

DC Current(A)

AC Current(A)
Resistance(Q)
Capacitance (F)
Frequency (Hz)

Scope Specification
Bandwidth

Real-Time Sample Rate

Vertical Accuracy
Input Sensitivity
Horizontal Accuracy
Time-Base Range

Range
400mV/4V/40V/400V/1000V
4V/40V/400V/750V

400pA/4000uA/40mA/400mA/4A/10A
400pA/4000uA40mMAA00mA/4A/10A
400Q/4kQ/40kCQ/400kQ/4AMOQ/A0MQ

40nF/400nF/4uF/40uF/100uF
10Hz~10MHz

Range

16 MHz

80 MS/s

20mV/div - 500V/div(1-2-5)

50ns/div - 5s/div(1-2-5)

Best Accuracy
+(0.8%+8)
+(1%+15)
+(1%+8)
+(1.5%+8)
+(1%+5)
+(3%+8)
+(0.1%+3)

Best Accuracy
N

N

+(5%+1)

J

+(0.01%+1)

N

Display Count

Auto Range

Duty Cycle

Diode

Auto Power Off
Continuity Buzzer
Display

Trigger Types

Memory

Contrast and Bright Setup
Low Battery Indication
USB Interface

LCD Backlight

Input Impedance for DCV

0.1~99.9%

160 x 160 Monochrome
Free Run/Normal/Single Shot
10 screens and setups

Around 10MQ

N A N N T N
S
S

GENERAL CHARACTERISTICS

Power

LCD Size

Product Color
Product Net Weight
Product Size

Standard Accessories
Standard Individual Packing

Standard Quantity Per Carton

Standard Carton Measurement
Standard Carton Gross Weight
Optional Accessories

1.5V Batteries(R6) x 4
60mm x 60 mm

Red and Grey

4989

200mm x 100mm x 48 mm

Batteries, Test Lead,Alligator Clip,USB Interface Cable,PC Software

CD, BNC Probe

Gift Box, English Manual
12PCs

485mm x 450mm x 260mm (0.057 CBM Per Standard Carton)

17.3Kg

Scope Probe,AC Power Adaptor
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UTZ71 SERIES

UT71A/UT71B

C€ =y Y

I -Smart Phone Application: iDMM
-Work with UT-D07A Smart Bluetooth Adaptor
-Download at both Apple and Andriod Stores

SPECIFICATIONS

Specifications
Model

DC Voltage(V)
AC Voltage(V)
DC Current(A)
AC Current(A)
Resistance(Q)
Capacitance (F)
Frequency (Hz)
Temperature (°C)
Temperature (°F)

Display Count

Auto Range

True RMS
Bandwidth (Hz)
Duty Cycle

Diode

Auto Power Off
Continuity Buzzer
Low Battery Indication
Data Hold

Relative Mode
MAX/MIN

Data Storage

USB Interface
Double Backlight
Analogue Bar Graph
Full Icon Display
Setup

Input Impedance for DCV

4 - 20mA Loop

Fused 10A

Current Measurement Alarm
Voltage & Current AC+DC
Measurement

Range

200mV/2V/20V/200V/1000V
2V/20V/200V/1000V
200pA/2000A/20mMA/200mA/10A
200pA/2000pA/20mA/200mA/10A
2000/2kQ/20k/200kQ/2MQ/20MQ
20nF/200nF/2uF/20uF/200uF/2mF/20mF
20Hz-200MHz

-40 °C ~1000°C

-40 °F ~1832°F

100kHz
10%~90%

DC 200mV: Around 2.5GQ,
All Other Range:10MQ

0~100%

EN61010-1
ATIV] Ene1010-2-030
EN 61326-1

EN:55022

Best Accuracy

UT71A
+(0.1%+8)
+(0.8%+40)
+(0.2%+20)
+(1%+15)
+(0.5%+20)
+(1.5%+20)
+(0.1%+15)

20000

R A A N N N N N N NS

R N N NS

R

UT71B
+(0.05%+5)
+(0.6%+40)
+(0.15%+20)
+(0.8%+15)
+(0.4%+20)
+(1.2%+20)
+(0.1%+15)
+(1%+30)
+(1.5%+50)

20000

(1%+50)

L+ &k&&&kskk&kkkk&kkk
o

GENERAL CHARACTERISTICS

Power

LCD Size

Product Color
Product Net Weight
Product Size

Standard Accessories

Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement
Standard Carton Gross Weight

9V Battery(6F22)

73mm x 50 mm

Red and Grey

3849

200mm x 93mm x 40 mm

UT71A-Battery, Test Lead, Alligator Clip, Test Clip, USB Interface Cable,

PC Software CD,Carrying Bag

UT71B-Battery, Test Lead, Alligator Clip, Test Clip, USB Interface Cable,
PC Software CD,Carrying Bag, Point Contact Temperature Probe

Gift Box, English Manual
22 PCs

535mm x 370mm x 425mm (0.084 CBM Per Standard Carton)

22Kg
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UTZ71 SERIES

urzic/UrrziD/UT71E

2200,

* 18898

w UT71E

Specifications
Model

DC Voltage(V)
AC Voltage(V)
DC Current(A)
AC Current(A)
Resistance(Q)
Capacitance (F)
Frequency (Hz)
Temperature (°C)
Temperature (°F)
Power (W)

Display Count

Auto Range

True RMS
Bandwidth (Hz)
Duty Cycle

Diode

Auto Power Off
Continuity Buzzer
Low Battery Indication
Data Hold

Relative Mode
MAX/MIN

Data Storage

USB Interface
Double Backlight
Analogue Bar Graph
Full Icon Display
Setup

Input Impedance for DCV

4 - 20mA Loop

Fused 10A

Current Measurement Alarm
Voltage & Current AC+DC
Measurement

SPECIFICATIONS

Range

400mV/AV/40V/400V/1000V
4V/40V/400V/1000V
400pA/4000UA40MA/400mA/10A
400pA/A000UA/A0MA/400mA/10A
4000/4KCYAOKY/A00KO/AMOYAOMO
40nF/A00NF/ApF/A0FIAO0F/AmF/A0mF
40HZ400MHz

-40°C ~1000°C

-40 °F ~1832°F

2500W

100kHz
10%~90%

DC 400mV: Around 2.5GQ,
All Other Range:10MQ

0~100%

C€ &y By

-Smart Phone Application: iDMM
-Work with UT-D07A Smart Bluetooth Adaptor
-Download at both Apple and Andriod Stores

Best Accuracy
uUT71C UT71D
+(0025%+5)  +(0025%+5)
+(04%+30)  +(04%+30)
+£01%+15)  *(01%+15)
+(07%+15) +(07%+15)
+(03%+8) +(03%+8)
+(1%+20) +(1%+20)
+(001%+8)  (001%+8)
+(1%+30) +(1%+30)
+(15%+50)  +(15%+50)
40000 40000

N N

N N

N v

N N

N N

N N

N N

N v

N N

N N

N N

100 9999

N v

N N

N N

N N

N v

N v

N N
+(1%+50) +(1%+50)

N N

N v

N N

EN61010-1
ATIV] Ené1010-2-030

EN61326-1

UT71E
+(0025%+5)
+(04%+30)
+(0.1%+15)
+(07%+15)
+(03%+8)
+(1%+20)
+(001%+8)
+(1%+30)
+(1.5%+50)
+(2%+10)

40000

-
ECNECN E (o Fo [ EO ()] SN ECN Eo SN St (o ol Fo (N EoN Eo

+(1%+50)
J
J

J

Power

LCD Size

Product Color
Product Net Weight
Product Size

Standard Accessories

Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement
Standard Carton Gross Weight

GENERAL CHARACTERISTICS

9V Battery(6F22)

73mm x 50 mm

Red and Grey

3849

200mm x 93mm x 40 mm

UT71C/UT71D-Battery, Test Lead, Alligator Clip, Test Clip, USB Interface
Cable,PC Software CD,Carrying Bag,Point Contact Temperature Probe
UT71E-Battery, Test Lead, Alligator Clip, Test Clip, USB Interface Cable,PC
Software CD,Carrying Bag, Point Contact Temperature Probe,Power Adaptor

Gift Box, English Manual
20 PCs

535mm x 370mm x 425mm (0.084 CBM Per Standard Carton)

22Kg
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UT617 SERIES

UT61A/UT61B

UL61010-1
Glb CATII, ‘EATIV’ EN61010-1
NN us EN61010-2-030
Intertek EN61326-1
SPECIFICATIONS
Specifications Range Best Accuracy
4000 Counts DMM Model UT61A UT61B
400mV/4V/40V/400V/1000V +(0.5%+1)
it | aca DC Voltage(V) 40mV/400mV/4V/40V/400V/1000V £(0.5%+1)
400mV/4V/40V/400V/750V +(1%+3)
® HOLOILIGHT AC Voltage(V) 40mV/400mV/4V/40V/400V/750V £(1%+3)
z DC Current(A) 400pA/4000pA/40mMA/A00mA/4A10A +(1%+2) +(1%+2)
AC Current(A) 400pA/4000uA40MA/A00mA/4A/10A +(1.2%+5) +(1.2%+5)
Resistance(Q) 400Q/4kQ/40kQ/A00kQ/AMQ/A0MQ +(1%+2) +(1%+2)
Capacitance (F) 40nF/A00nF/4yF/AOF/A00pF/A000uF +(3%+5) +(3%+5)
Frequency (Hz) 10Hz-10MHz 1(0.1%+4) +(0.1%+4)
Temperature (°C) -40 °C ~1000°C +(1.2%+3)
Temperature (°F) -40 °F ~1832°F +(1.2%+4)
Display Count 4000 4000
A Auto Range J J
-k Manual Range v J
Bandwidth (Hz) 45Hz~400Hz N N
Duty Cycle 0.1%~99.9% N, N
Diode N v
Transistor N
NCV N,
Auto Power Off Around 15 Minutes v
Continuity Buzzer N N
Low Battery Indication <7.5V N N
B UT61A Data Hold N, N
Relative Mode N N,
MAX/MIN N, N
RS-232 N
LCD Backlight i J
Analogue Bar Graph 41 41
Input Protection J J
Input Impedance for DCV Around 10MQ v v
4000 :ng
R5232c(UsSB)
— GENERAL CHARACTERISTICS
HOLDILIGHT g ) Power 9V Battery(6F22)
LCD Size 65mm x 43 mm
Product Color Red and Grey
Product Net Weight 3709
Product Size 180mm x 87mm x 47 mm
UT61A-Battery, Test Lead,Muli-Purpose Socket
Standard Accessories UT61B-Battery, Test Lead,Muli-Purpose Socket,RS-232 Interface Cable,
Software,Point Contact Temperature Probe
Standard Individual Packing Gift Box, English Manual
Standard Quantity Per Carton 22 PCs
= Sy Standard Carton Measurement 455mm x 335mm x 375mm (0.057 CBM Per Standard Carton)
10Amax  mAPA Standard Carton Gross Weight 14.5Kg
Optional Accessories UT61B-USB Interface Cable

m UT61B
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UT617 SERIES

ureic/UT61D /UT6T1E

UL61010-1
6'", CATIll] [CATIV] Ens1010-1
c us EN61010-2-030
Intertek EN61326-1
SPECIFICATIONS
Specifications Range Best Accuracy
S : Model uUT61C UT61D UT61E
1AW mMABA : 60mV/600mV/6V/60V/600V/1000V  +(05%+1) +(05%+1)
| DC Voltage(V) 220mVI2.2V/22V/220V1000V £(01%+2)
o 60mV/600mV/6V/60V/600V/750V  +(1.0%+3) +(1.0%+3)
AC Volt V
C Voltage(V) 220mV/2.2V/22V/[220V/750V +(0.8%+10)
DC Current(A) 600uA/BO00UA/BOMA/BOOMABAII0A  +(1.0%+3) +(1.0%+3)
200A/2200pA/22mA220mA/2.2A/10A +(05%+10)
600uA/6000pA/60MA/BOOMA/BA/10A  £(12%+5)  £(1.2%+5)
AC Current(A) 2000A/22000A22mAZ20mAR 2A10A +(0.8%+10)
600Q/6kQ/60kQ/600kQ/BMQO/B0MQ  +(1.0%+2)  +(1.0%+2)
Resistance(Q) 2200Q/2.2kQ/22kQ/220kQ/2.2MQ o
122MQ/220MQ +(05%+10)
40nF/400nF/4uF/A0pF/400pF/4000pF  +(3.0%+5) +(3.0%+5)
Capacitance (F) 22nF/220nF/2.2uF/22uF/220uF/
2.2mF/22mF/220mF AElG)
10Hz-10MHz +(0.1%+4) £(0.1%+4)
Frequency (Hz) 10Hz-200MHz £(0.01%+5)
Temperature (°C) -40°C~1000°C +(1.2%+3)
Temperature (°F) -40°F~1832°F +(12%+4)
Display Count 6000 6000 22000
Auto Range i i J
True RMS v N
Bandwidth (Hz) 45Hz~1KHz =~ 45Hz~3kHz  45Hz~10kHzZ
Duty Cycle 0.1%~99.9% v N N
Diode v v v
Auto Power Off Around 15 Minutes N
Continuity Buzzer N N J
Low Battery Indication <7.5V v N N
Data Hold v v N
Relative Mode v v v
MAX/MIN N J v
Peak Value N
RS-232 v N, N
LCD Backlight N v N
Analogue Bar Graph 61 61 61
Input Protection J J J
Input Impedance for DCV Around 10MQ J N, N

GENERAL CHARACTERISTICS

Power 9V Battery(6F22)

LCD Size 65mm x 43 mm

Product Color Red and Grey

Product Net Weight 3709

Product Size 180mm x 87mm x 47 mm

UT61C-Battery, Test Lead,Muli-Purpose Socket,RS-232 Interface Cable
PC Software CD,Point Contact Temperature Probe

Standard Accessories UT61D/UT61E-Battery, Test Lead,Muli-Purpose Socket,RS-232 Interface
Cable,PC Software CD

Standard Individual Packing Gift Box, English Manual

Standard Quantity Per Carton 22 PCs

Standard Carton Measurement 455mm x 335mm x 375mm (0.057 CBM Per Standard Carton)
Standard Carton Gross Weight 15.5Kg
Optional Accessories USB Interface Cable

W UT61E
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UTS58 SERIES

UT58A/ UT58B / UT58C

EN61010-1
C€

SPECIFICATIONS

Specifications Range Best Accuracy
Model UT58A UT58B uT58C
DC Voltage(V) 200mV/2V/20V/200V/1000V +(0.5%+1) £(0.5%+1) +£(0.5%+1)
AC Voltage(V) 2V/20V/200V/750V +(0.8%+3) *(0.8%+3) +(0.8%+3)
20pA/2mA/20mA/200mA/20A  +(0.8%+1)
DC Current(A) 2mA/20mA/200mA/20A +(0.8%+1)
2mA/200mA/20A +(0.8%+1)
AC Current(A) 2mA/200mA/20A +(1%+3) +(1%+3) £(1%+3)
. gggﬁ/ngIZOKQIZMQ/ZOMQ/ +(0.8%+1) +(0.8%+1)
200Q/2kQ/20kQ/2MQ/20MQ +(0.8%+1)
Capacitance (F) 2nF/200nF/100uF +(4%+3)  +£(@%+3) £(@4%+3)
Frequency (Hz) 2kHz/20kHz +(1.5%+5)
Temperature (°C) -40°C~1000°C +(1%+3) +(1%+3)
Display Count 2000 2000 2000
Manual Range J J N
Diode N, N, N,
Transistor v v W)
Auto Power Off v v v
Continuity Buzzer J J J
Data Hold N, N, N,
Low Battery Indication N W W)
Full Icon Display v v W)
Input Impedance for DCV Around 10MQ N N W)
Test Lead Connection Indications J J N
GENERAL CHARACTERISTICS
Power 9V Battery(6F22)
LCD Size 60 x 54 mm
Product Color Red and Grey
Product Net Weight 350 g (Including holster)
Product Size 179mm x 88mm x 39mm
UT58A-Battery, Test Lead,Holster,Muli-Purpose Socket
Standard Accessories UT58B/UT58C-Battery, Test Lead,Holster,Muli-Purpose Socket,
Point ContactTemperature Probe
Standard Individual Packing Gift Box, English Manual
Standard Quantity Per Carton 44 PCs

Standard Carton Measurement 705%x450%340mm (0.11 CBM Per Standard Carton)
Standard Carton Gross Weight 27 Kg

muUTS58C
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UTS58 SERIES

UT58D / UT58E

Specifications
Model

DC Voltage(V)

AC Voltage(V)

D Pt " @

DC Current(A)

AC Current(A)

Resistance(Q)

Capacitance (F)

Inductance (H)
Frequency (Hz)
Temperature (°C)

Display Count

Manual Range

Diode

Transistor

Auto Power Off
Continuity Buzzer
Data Hold

Low Battery Indication

W UTS58D

Full Icon Display
Input Impedance for DCV
Test Lead Connection Indications

SPECIFICATIONS

c E [caTi] [catii] Fvoro

EN61326-1
Range Best Accuracy

UT58D UT58E

200mV20V/200V/1000V +(0.5%+1)
200mV/2V/20V/200V/1000V +(0.05%+3)
2V/[200V/1000V +(0.8%+3)
2V/20V/200V/1000V +(0.5%+10)
2mA/200mA/20A +(0.8%+1) +(0.5%+5)
2mA/200mA/20A +(1%+3)
20mA/200mA/20A +(0.8%+10)
2000Q/2kQ/200kQ/2MQ/20MQ +(0.8%+1)
2000Q/2kQ/20kQ/2MQ/200MQ +(0.3%+1)
20nF/200nF/2uF/100uF +(2.5%+5)
2nF/20nF/2uF/20uF +(3%+40)
2mH/20mH/200mH/20H +(2%+10)
20kHz +(1.5%+5)

-40 °C~1000°C +(1%+30)

2000 20000
N N,
J J
J J
J J
J J
J J
J J
J J

Around 10MQ N N
J J

Power

LCD Size

Product Color
Product Net Weight
Product Size

Standard Accessories

Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement
Standard Carton Gross Weight

GENERAL CHARACTERISTICS

9V Battery(6F22)

60mm x 54mm

Red and Grey

350 g (Including holster)

179mmx88mmx39mm

UT58D-Battery, Test Lead,Holster,Muli-Purpose Socket
UT58E-Battery, Test Lead,Holster,Muli-Purpose Socket,Point Contact
Temperature Probe

Gift Box, English Manual

44 PCs

705mm x 450mm x 340mm (0.11 CBM Per Standard Carton)
27.6 Kg

W UTS8E
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Listeot

Intertek EN61326-1

UL61010-1
( E @D CATH] foioio
c us EN61010-2-030

SPECIFICATIONS

Specifications Range Best Accuracy
Model UT33A
DC Voltage(V) 400mV/4V/A0V/250V +(0.8%+1)
AC Voltage(V) 4V/40V/250V +(1.2%+3)
DC Current(A) 400uA/4000uA40MA/A00mMA/AA/10A +(1%+2)
AC Current(A) 400pA/4000uA40mMA400mA/AA/10A +(1.5%+5)
Resistance(Q) 400CQY/4kCY40kQ/A00kQ/AMQ/A0MQ +(1%+2)
Display Count 4000

Auto Range N

Diode W
Display Backlight i
Continuity Buzzer i

Low Battery Indication N

Input Impedance for DCV Around 10MQ N,

CAT Il 250V
COM,

GENERAL CHARACTERISTICS

Power 1.5V Batteries (R03) x 2
LCD Size 48mm x 16mm
Product Color Red and Grey

N UT33A Product Net Weight 179 g (Including Holster)
Product Size 130mm % 73.5mm x 35mm
Standard Accessories Batteries, Test Lead,Holster
Standard Individual Packing Gift Box, English Manual
Standard Quantity Per Carton 66 PCs

Standard Carton Measurement 595mm x 310mm x 350mm (0.065 CBM Per Standard Carton)
Standard Carton Gross Weight 19Kg
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N UT33D

UT33 SERIES

UT33B/UT33C /UT33D

Specifications
Model

DC Voltage(V)

AC Voltage(V)

DC Current(A)

Resistance(Q)

Temperature (°C)
Temperature (°C)

Display Count

Manual Range

Battery Test

Square Wave Output
Diode

Continuity Buzzer

Low Battery Indication
Data Hold

LCD Backlight

Input Impedance for DCV

SPECIFICATIONS

C € @, [ ENG10101
MW [250V ] EnN61010-2-030
Intertek EN61326-1
Range Best Accuracy
UT33B uUT33C UT33D
200mV/2000mV/20V/200V/250V  +(0.5%+2) +(0.5%+2) +(0.5%+2)
200V/250V +(1.2%+10) £(1.2%+10) £(1.2%+10)
200pA/200mA/10A +(1%+2)
2000uA/20mA/200mA/10A +(1%+2) +(1%+2)
200Q/2000Q/20kQ/200kQ/20MQ  +(0.8%+2) +(0.8%+2)
38&(2_)//2200000'&)({)20k0/200k0/ +(0.8%+2)
-40°C~1000°C +(1%+3)
-40°F~1832°F +(1%+4)
2000 2000 2000
J v v
1.5V/9V/12V +(2.5%+2)
N, N,
v v N
v N
J N, N,
N N, N,
v N, N
Around 10MQ i N N

Power

LCD Size

Product Color
Product Net Weight
Product Size

Standard Accessories

Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement
Standard Carton Gross Weight

GENERAL CHARACTERISTICS

9V Battery(6F22)

48mm x 16mm

Red and Grey

179 g(Including Holster)

130mm x 73.5mm x 35mm
UT33B/UT33D-Battery, Test Lead,Holster

UT33C-Battery, Test Lead,Holster,Point Contact Temperature Probe

Blister, English Manual
66 PCs

595mm x 310mm x 350mm (0.065 CBM Per Standard Carton)

UT33B/UT33D-20 Kg UT33C-20.8 Kg
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N UT210A

80
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murT210C

uT210 SERIES

UT210A/ UT210B / UT210C (new)

RS2 0008 SN SNUL

mUT210B

C€ @. =

UL61010-1
CATI"’ EN61010-1
EN61010-2-032

Intertek EN61010-2-033

EN61326-1

SPECIFICATIONS
Specifications Range Best Accuracy
Model UT210A uT210B uT210C
AC Current (A) 2A/20A/200A +(1.0%+9) £(1.0%+9)

20A/200A +(1.8%+9)
AC Voltage(V) 2V/20V200V/600V £(1.0%+3)
DC Voltage(V) 200mV/2V/20V200V/600V +(0.7%+3)
Resistance(Q) /22%0'612(122k0/20k0/200k0/2MQ £(1.0%+2)
Capacitance (F) %%nFF//ZZOOHC:EFQpF/20uF/200pF/ +(4%+5)
Temperature(°C) -40~1000°C £(1%+3)
Temperature(°F) -40~1832°F £(1.5%+5)
Display Count 2000 2000 2000
Auto Range o
Jaw Capacity 17mm 17mm 17mm
True RMS N J
Diode Around 3.0V J
NCV J J
Data Hold i i i
MAX/MIN J J
Relative Mode i
LCD Backlight N N N
Auto Power Off Around 15 Minutes i i N
Continuity Buzzer i
Low Battery Indication <25V N N J
Input Protection i i i
Input Impedance for DCV >10MQ N

GENERAL CHARACTERISTICS

Power

LCD Size

Product Color
Product Net Weight

Product Size

Standard Accessories

Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement

Standard Carton Gross Weight

AAA 1.5V x2

39.3mm x 26.5 mm

Red and Grey

UT210A/B - 160g UT210C - 170g

UT210A/B - 155mm x 60mm x 33.5mm

UT210C - 175mm x 60mm x 33.5mm

UT210A/B - Batteries

UT210C - Batteries, Test Lead, Point Contact Temperature Probe
UT210A/B - Gift Box, English Manual

UT210C - Gift Box, Carrying bag, English Manual

40PCs

UT210A/B - 345X245X300mm (0.025 CBM Per Standard Carton)
UT210C -385X345X305mm (0.041 CBM Per Standard Carton)
UT210A/B - 9.5kg UT210C - 11kg
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LINI-T

uT210 SERIES

uT210D (new)/UT210E

UL61010-1
c € @D catn] [catm] Sxgiois
N\ [ 800V 300V ] EN61010-2-032

EN61010-2-033

Intertek

EN61326-1
/ .}
UNI-T
Urzrop  NcY
SPECIFICATIONS
e Specifications Range Best Accuracy
g ) Model uUT210D UT210E
o Lol AC Current (A) 20A/200A +(2.5%+8)
2A/20A/100A +(2.5%+5)
DC Current (A) 20A/200A +@%r3)
2A/20A/100A *(2%+3)
- AC Voltage(V) 2V/20V200V/600V +(1%+3) +(1%+3)
i DC Voltage(V) 200mV/2V/20V200V/600V £(0.7%+3)  £(0.7%+3)
H Resistance(Q) 10Hz/100Hz/1kHz/10kHZ/60kHz +(1%+2) +(1%+2)
g Frequency (Hz) 2000/2kQ/20kQ/200kQ/2MQ/20MQ +(0.1%+4)
§ Capacitance (F) 2nF/20nF/200nF/2puF/20pF/200pF/2mF/20mF  +(4%+5) +(4%+5)
g Temperature(°C) -40~1000°C +(1%+3)
Temperature(°F) -40~1832°F +(1.5%+5)
Display Count 2000 2000
Auto Range Wi i
Jaw Capacity 17mm 17mm
True RMS Wi N
Diode Around 3.0V i N
NCV J J
Data Hold i Wi
MAX/MIN J N
Zero i J
LCD Backlight J J
Auto Power Off Around 15 Minutes i i
Continuity Buzzer i Vi
Low Battery Indication <25V N N
Input Protection Wi J
Ur210e  Ncy Input Impedance for DCV >10MQ N N/

H
100A~,
204,

GENERAL CHARACTERISTICS

Power AAA 1.5V x 2

= LCD Size 39.3mm x 26.5 mm

i Product Color Red and Grey

- Product Net Weight 170g

:"s;‘ Product Size 175mm x 60mm x 33.5mm

g S e UT210D-Batteries, Test Lead, Point Contact Temperature Probe

UT210E-Batteries, Test Lead
( € Standard Individual Packing Gift Box, Carrying bag, English Manual

Standard Quantity Per Carton 40PCs
Standard Carton Measurement 385X345X305mm (0.041 CBM Per Standard Carton)
Standard Carton Gross Weight 11kg

N UT210E
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UT211 SERIES
LINI-T

UT211A/UT2118B
UL61010-1
c € ((",) cati] [catm] Z-8i915
N | 8O0V 300V ] EN61010-2-032
— EN61010-2-033

Intertek

EN61326-1
/ ‘/
m: - Ney
60A~,
s000mA- SPECIFICATIONS
= Specifications Range Best Accuracy
Model UT211A UT211B
AC Current(A) 600mA/6000mA/60A +(1.5%+10) +(1.5%+10)
DC Current(A) 6000mA/60A +(2%+3)
AC Voltage(V) 6V/B0V/600V. +(0.8%+3) +(0.8%+3)
DC Voltage(V) 600mV/6V/60V/600V £(0.7%+3) £(0.7%+3)
24
i k) 6000Q/6kQ/60kQ/600kQ/EMQ +(0.8%+2) +(0.8%+2)
S /60MQ
z Capacitance (F) 6.2nF~62mF +(4%+5) +(4%+5)
g Display Count 6000 6000
Auto Range N N
True RMS Vi N
Diode Around 3.0V Wi i
VF.C. J J
NCV N, N,
Data Hold N N
Zero Mode i
Relative Mode Wi
LCD Backlight J N
Auto Power Off Around 15 Minutes Nl N
Continuity Buzzer i i
Low Battery Indication <25V N J
Input Protection Wi i
Input Impedance for DCV >10MQ N N
Ll;;l%:‘r NCY
B0A~,
Sﬂlmm;l
B00mAs
4o GENERAL CHARACTERISTICS
s Power AAA 1.5V x 2
LCD Size 39.3mm x 26.5 mm
Product Color Red and Grey
Product Net Weight 170 g
Product Size 175mm x 60mm % 33.5mm
Standard Accessories Batteries, Test Lead
Standard Individual Packing Gift Box, Carrying Bag, English Manual
Standard Quantity Per Carton 40 PCs

Standard Carton Measurement 385mm x 345mm x 305mm (0.041 CBM Per Standard Carton)
Standard Carton Gross Weight 11Kg

N UT211B
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UT=213 SERIES
UNI-T

UT213A/UT213B /UT213C

NEW

N UT213A

muUT213C

C € €. &

Intertek

SPECIFICATIONS

Specifications
Model

AC Current (A)

DC Current (A)
AC Voltage (V)
DC Voltage (V)

Resistance (Q)
Capacitance (F)
Frequency (Hz)

Temperature (°C)
Temperature (°F)

UL61010-1
EN61010-1
EN61010-2-032
EN61010-2-033

EN61326-1
Range Best Accuracy
UT213A  UT213B  UT213C
4AJA0A/A00A +(1.8%+9)  £(1.8%+9)
40A/400A +(2.5%+5)
40A/400A £(2.0%+3)
4V/40V/400V/600V +(12%+5)  +(1.2%+5)  +(1.2%+5)
400mV/AV/AOV/A00V/E00V  +(0.8%+1)  #(0.8%+1)  +(0.8%+1)
2&0(%(')‘%‘0"9’400"9’ +(1.0%+2)  £(1.0%+2)  +(1.0%+2)

50nF/500nF/5uF/50uF/100uF  +(4.0%+5)

40nFA00NF/4uF/40uF/400uF
JAmF/40mF

10Hz-1MHz +(0.1%+4)
40°C ~1000°C
-40°F~1832°F

+(4.0%+5)  +(4.0%+5)

£(0.1%+4)  £(0.1%+4)
+(1.0%+3)  +(1.0%+3)
+(1.0%+6)  (1.0%+6)

Display Count
Auto Range
Jaw Capacity
True RMS

Diode

NCV

Data Hold

Relative Mode
MAX/MIN

LCD Backlight
Flashlight

Auto Power Off
Continuity Buzzer
Low Battery Indication
Input Protection

Input Impedance for DCV

4000
J

30mm

J

4000 4000
J J
30mm 30mm
N, N,
N, N,

Around 1.5V Around 3.0V Around 3.0V

J
J
J

<3.6V

2 o () Fo E EN Fo N

>10MQ

e e e e e e e e A =
e e e e e e e s A s

GENERAL CHARACTERISTICS

Power

LCD Size

Product Color
Product Net Weight
Product Size

Standard Accessories

Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement
Standard Carton Gross Weight

AAA1.5Vx3

38mm x 24 mm

Red and Grey

UT213A/B-280g UT213C-231.7g
220mmx 75mm x 40mm
UT213A-Batteries, Test Lead

UT213B/C-Batteries, Test Lead,Point Contact Temperature Probe

Gift Box, Carrying Bag, English Manual
40 PCs

485mm x 320mm x 385mm (0.060 CBM Per Standard Carton)

UT213A/B - 23Kg UT213C - 20Kg
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LINI-T

uUuTZ216 SERIES

UT216A/ UT2168B

uL61010-1
) CATII| ICATIIl )
C € @. Eeiorey

EN61010-2-033

Intertek

EN61326-1
SPECIFICATIONS
Specifications Range Best Accuracy
Model UT216A UT216B
J— 6A/60A/G00A +(2.5%+5)
60A/600A +(2.5%+5)
oo AC Voltage(V) 6V/60V/600V/750V +(1.2%+5) +(1.2%+5)
. | DC Voltage(V) 600mV/6V/60V/600V/1000V +(0.8%+1) +(0.8%+1)
. et Resistance(Q) 6000Q/6kQ/60kQ/B00kYBMOY/E0MQ +(1%+2) +(1%+2)
e Capctanca
I g g g g Frequency (Hz) 10Hz-1MHz £(0.1%+4)
" Display Count 6000 6000
L Auto Range N N
Jaw Capacity 30mm 30mm
True RMS N i
Diode Around 3.0V Wi Wi
V.F.C. N,
NCV N, N,
Data Hold i Wi
Relative Mode Wi Wi
MAX/MIN J J
LCD Backlight J J
Flashlight i J
Auto Power Off Around 15 Minutes Wi i
Continuity Buzzer Wi Wi
Low Battery Indication <36V N N,
Input Protection N N
Input Impedance for DCV >10MQ o N

GENERAL CHARACTERISTICS

Power AAA 1.5V x 3

LCD Size 38mm x 24 mm

Product Color Red and Grey

Product Net Weight UT216A-280g UT216B -231.7g
Product Size 220mm x 75mm x 40mm

Standard Accessories Batteries, Test Lead

Standard Individual Packing Gift Box, Carrying Bag, English Manual
Standard Quantity Per Carton 40 PCs

Standard Carton Measurement 485mm x 320mm x 385mm (0.065 CBM Per Standard Carton)
Standard Carton Gross Weight UT216A - 19.8Kg UT216B - 18Kg

m uUT216B
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LINI-T

uUuTZ216 SERIES

urziec /Ur216D

UL61010-1
( € @D catn] [catm] Z-81919!
N\ 1000V 600V EN61010-2-032

EN61010-2-033
Intertek EN61326-1

SPECIFICATIONS

Specifications Range Best Accuracy
Model uT216C UT216D
AC Current(A) 60A/600A £(2.5%+5) +(2.5%+5)
DC Current(A) 60A/600A +(2.5%+5) +(2.5%+5)
AC Voltage(V) 6V/60V/600V/750V £(1.2%+5) £(1.2%+3)
DC Voltage(V) 600mV/6V/60V/600V/1000V £(0.8%+1) +(0.8%+3)
Resistance(Q) 600Q/6kQ/60kQ/600kQ/6MQ/BOMQ  *(1%+2) *(1%+2)
Frequency (Hz) 10Hz-1MHz £(0.1%+4) £(0.1%+4)
Temperature (°C) -40 °C~1000°C +(2.0%+5) +(2.5%+3)
Temperature (°F) -40 °F~1832°F +(2.0%+10) +(2.5%+11)
| Features |

Display Count 6000 6000
Auto Range N i
Jaw Capacity 30mm 30mm
True RMS i i
Diode Around 3.0V Wi N
V.F.C. N J

wUuT216C NGV J J
Data Hold i i
Zero Mode i i
Relative Mode i N
MAX/MIN o W
Inrush Current i Wi
LCD Backlight Wi
OLED Display J
Analogue Bar Graph 61 21
Flashlight N Wi
Auto Power Off Around 15 Minutes i i
Continuity Buzzer N J
Low Battery Indication <3.6V N N
Input Protection ) N
Input Impedance for DCV >10MQ Wi Wi

i GENERAL CHARACTERISTICS
True RMS 8000 Counts

Power AAA1.5V x 3
LCD Size 38mm x 24 mm
Product Color Red and Grey
Product Net Weight 2317¢g
Product Size 220mm x 75mm x 40mm
Standard Accessories Batteries, Test Lead, Point Contact Temperature Probe
Standard Individual Packing Gift Box, Carrying Bag, English Manual
Standard Quantity Per Carton 40 PCs

Standard Carton Measurement 485mm x 385mm x 385mm (0.065 CBM Per Standard Carton)
Standard Carton Gross Weight 20Kg

W UT216D
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LINI-T

UT200 SERIES

ur201 /071202 / UT202A

c € (ﬂll) ‘CATM [CAT ENeto1o0o]
N us 300V EN61010-2-032

Intertek EN61010-2-033

EN61326-1
SPECIFICATIONS
Specifications Range Best Accuracy
Model uT201 uT202 UT202A
AC Current(A) 2A20A200A/400A +(1%+9) +(1%+9)
20A/200A/600A +(1.5%+5)

AC Voltage(V) 2V/20V/200V/600V +(1.2%+5) +(1.2%+5) +(1.2%+5)
DC Voltage(V) 200mV/2V/20V/200V/600V ~ *£(0.8%+1) +(0.8%+1)  +(0.8%+1)
Resistance(Q) g&o(%zmgomlzoom/ +(1%+2)  +(1%+2)  +(1%+2)

murT201 Temperature (°C) -40°C~1000°C +(1%+7)
Temperature (°F) -40°F~1832°F +(1%+8)

| _Featyres

Display Count 2000 2000 2000
Auto Range Wi i
Manual Range J
Jaw Capacity 28mm 28mm 28mm
Diode N i Wi
Auto Power Off N, N
Continuity Buzzer Vi N N
Low Battery Indication J i i
Data Hold N Wi i
MAX Mode N, N, N,
MIN Mode v
Full Icon Display N N
Input Impedance for DCV Around 10MQ A A o

B UT202 GENERAL CHARACTERISTICS
Power UT201/UT202-1.5V Batteries(R03) x 2,UT202A-9V Battery(6F22)
LCD Size 35.6mm x 18mm
Product Color Red and Grey
Product Net Weight 2209
Product Size 210mm x 75.6mm x 30mm

. UT201/UT202A-Batteries, Test Lead
Standard Accessories -
UT202-Battery, Test Lead,Point Contact Temperature Probe

Standard Individual Packing Gift Box, Carrying Bag,English Manual
Standard Quantity Per Carton 48 PCs

Standard Carton Measurement 503mm x 485mm x 295mm (0.072 CBM Per Standard Carton)
Standard Carton Gross Weight 24.8Kg

W UT202A
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UT200 SERIES

UT203 /7 UT204 / UT204A

c € (ﬂll) CATI] [CATII ENeto1o0o]
N us 300V EN61010-2-032

EN61010-2-033

Intertek

UT203 EN61326-1
UT204
SPECIFICATIONS
Specifications Range Best Accuracy
Model uT203 uT204 UT204A
AC Current(A) 40AV400A +(25%+5) +(2.5%+5)
40A/600A +(2.5%+5)
DC Current(A) 40AV400A +(2%+3)  £(2%+3)
40A/600A +(2%+5)
W UT203 AC Voltage(V) 4V/40V/400V/600V +(1%+5)  +(1%+5)  £(1%+5)
DC Voltage(V) 400mV/4V/40V/400V/600V  +(0.8%+1) +(0.8%+1)  +(0.8%+1)
Resistance(Q) o DKQIA00KEY £(1%+2)  £(1%+2)  £(1%+2)
Capacitance (F) ;11nolz)/;1|(:)nF/400nF/4pF/40pF +(4%+3)
Frequency (Hz) 10Hz~10MHz £(0.1%+3) £(0.1%+3) +(0.5%+3)
Temperature (°C) -40 °C~1000°C +(2.5%+3)
| Features |
Display Count 4000 4000 4000
Auto Range J i Wi
Jaw Capacity 28mm 28mm 28mm
True RMS Wi
Duty Cycle 0.1%~99.9% i i
Diode i i Wi
Auto Power Off J i N
Continuity Buzzer J Wi N
Low Battery Indication Wi J
Data Hold i i Wi
Relative Mode N N
W UT204 SaHp J J J
Input Impedance for DCV Around 10MQ i i i

GENERAL CHARACTERISTICS

Power 9V Battery(6F22)
LCD Size 35.6mm x 18mm
Product Color Red and Grey
Product Net Weight 2609
Product Size 208mm x 76mm x 30 mm

. UT203/UT204-Battery, Test Lead
Standard Accessories

UT204A-Battery, Test Lead,Point Contact Temperature Probe

Standard Individual Packing Gift Box,English Manual
Standard Quantity Per Carton 48 PCs

Standard Carton Measurement 503mm x 485mm x 295mm(0.072 CBM Per Standard Carton)
Standard Carton Gross Weight 58 Kg

W UT204A
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LINI-T

UT200 SERIES

UT205A 7/ UT206A

(€ @. 7

Specifications
Model

AC Current(A)

AC Voltage(V)

DC Voltage(V)
Resistance(Q)
Frequency (Hz)
Temperature (°C)

Display Count
Auto Range

Jaw Capacity
Duty Cycle

Diode

Auto Power Off
Continuity Buzzer
Low Battery Indication
Data Hold
Relative Mode
LCD Backlight
Full Icon Display

W UT205A

Input Impedance for DCV

uL61010-1

EN61010-1
EN61010-2-032
EN61010-2-033

Liseot

SPECIFICATIONS

Intertek EN61326-1
Range Best Accuracy
UT205A UT206A
400A/1000A +(1.5%+5) +(1.5%+5)
4V/40V/400V/600V +(1.2%+5) +(1.2%+5)
400mV/4V/40V/400V/600V +(0.8%+1) +(0.8%+1)
400Q/4kQ/40kQ/400kQ/4AMQ/40MQ +(1%+2) +(1%+2)
10Hz~10MHz £(0.1%+3) +(0.1%+3)
-40 °C~1000°C +(2%+8)

4000 4000

J J

40mm 40mm
0.1%~99.9% o/

J J

J J

J J

N, N,

N, N,

J

J J

N, N,
Around 10MQ N N

Power

LCD Size

Product Color
Product Net Weight
Product Size

Standard Accessories

Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement
Standard Carton Gross Weight

GENERAL CHARACTERISTICS

9V Battery(6F22)

37mm x 18mm

Red and Grey

3509

236mm x 97mm x 40 mm

UT205A-Battery, Test Lead,Carrying Bag

UT206A-Battery, Test Lead,Carrying Bag, Point Contact Temperature Probe
Gift Box, English Manual

20 PCs

525mm x 355mm x 380mm (0.071 CBM Per Standard Carton)
15.7 Kg

W UT206A
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LINI-T

UT200 SERIES

urz20z /urzo8 / UT209

EN61010-1
C€

SPECIFICATIONS

Specifications Range Best Accuracy
Model uT207 uT208 UT209
AC Current(A) 66A/1000A +2%+8) *+(2%+8)
40A/1000A +(2%+8)
DC Current(A) 66A/1000A +(15%+8) +(15%+8)
40A/1000A +(1.5%+8)
AC Voltage(V) 6.6V/66V/600V +(12%+5) +(1.2%+5)
400mV/4V/40V/400V/600V +(1.2%+5)
6.6V/66V/600V +(08%+1) +(08%+1)
W UT207 PR 400mV/4V/40V/400V/600V +(0.8%+1)
) 6000Q)/6.6kQ/66kQ/660kQ/6.6MQBEMQ  £(1%+2)  £(1%+2)
Resistance(Q)
400Q/4kQ/40kQ/400kQ/4MQ/40MQ +(1%+2)
— SO i s
4kHz/40kHz/400kHz/4MHz/40MHz +(0.1%+3)
Temperature (°C) -40 °C~1000°C +(1%+3)
Temperature (°F) -40 °F~1832°F +(1%+6)
|_Featwres |
Display Count 6600 6600 4000
Auto Range J N N
Jaw Capacity 55mm 55mm 55mm
True RMS AC Voltage v o o
Duty Cycle 0.1%~99.9% Y Y
Diode N, N, N,
Auto Power Off A N N
Continuity Buzzer o o o
Low Battery Indication N N N
Data Hold i N N
N UT208 MAXIMIN J J
Peak Max/Peak Min Mode Wi
LCD Backlight i i i
Analogue Bar Graph 41
Full Icon Display N i i
Inrush Current AC Current Wi Wi
Input Impedance for DCV Around 10MQ i i i
GENERAL CHARACTERISTICS
Power 9V Alkaline Battery(6LF22)
LCD Size 47mm x 30 mm
Product Color Red and Grey
Product Net Weight 533 g
Product Size 286mm x 105mm x 45mm
X UT207/UT209-Alkaline Battery, Test Lead
Standard Accessories . .
UT208-Alkaline Battery, Test Lead, Point Contact Temperature Probe
Standard Individual Packing Gift Box, Tool Box, English Manual
Standard Quantity Per Carton 5 PCs
Standard Carton Measurement 480mm x 372mm x 315mm (0.056 CBM Per Standard Carton)
N U T209 Standard Carton Gross Weight 11Kg
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LINI-T

UT200 SERIES

UT207A /7 UT208A / UT209A

UL61010-1
( € @D catn] [catm] 2581919
N1/ [ 600V 300V EN61010-2-032

Intertek EN61010-2-033

EN61326-1
SPECIFICATIONS
Specifications Range Best Accuracy
Model UT207A UT208A UT209A
AC Current(A) 40A/400A/1000A +(2%+2) +(2%+2) +(2%+2)
DC Current(A) 40A/400A/1000A +(1.5%+5) +(1.5%+5) *(1.5%+5)
AC Voltage(V) 400mV/4V/40V/400V/750V +(1.2%+3) *£(1.2%+3) +(1.2%+2)
DC Voltage(V) 400mV/4V/40V/400V/1000V  £(0.8%+1) +(0.8%+1) +(0.8%+1)
Resistance(Q) if\)ﬂo(%(;(n(}g OKQ/400KQY +(1%+2) +(1%+2) +(1%+2)
B UT207A Capacitance (F) mlz)/;tgnF/400nF/4pF/40pF £(4%+3)
Frequency (Hz) 1&'}'_129 10(?“7521 kHz/10kHz/ +(0.1%+3) *(0.1%+3) +(0.1%+3)
Temperature (°C) -40°C~1000°C +(2.5%+3)
|_Featwres |
Display Count 4000 4000 4000
Auto Range i J o
Jaw Capacity 55mm 55mm 55mm
True RMS AC Voltage/AC Current N
Duty Cycle 0.1%~99.9% N N N
Diode N J i
Auto Power Off v N, N,
Continuity Buzzer N N N
Low Battery Indication N Wi Wi
Data Hold N J i
LCD Backlight J J J
Input Impedance for DCV Around 10MQ J N, v

GENERAL CHARACTERISTICS

W UT208A Power 9V Alkaline Battery(6LF22)
LCD Size 47mm x 30 mm
Product Color Red and Grey
Product Net Weight 5339
Product Size 286mm x 105mm x 45mm
. UT207A/UT209A-Battery, Test Lead
Standard Accessories
UT208A-Battery, Test Lead,Point Contact Temperature Probe
Standard Individual Packing Gift Box, Tool Box, English Manual
Standard Quantity Per Carton 20 PCs

Standard Carton Measurement 600mm x 370mm x 474mm (0.11 CBM Per Standard Carton)
Standard Carton Gross Weight 28.3Kg

W UT209A
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LINI-T

uUT220 SERIES

urzz20/071221 /07222

uLe1010-1
CE @.

EN61010-2-033

Intertek ENG1326-1

SPECIFICATIONS

Specifications Range Best Accuracy

Model UT220 UT221 uT222
200A/2000A +(25%+5)

AC Current(A) 660A/2000A +(25%+5)
600A/2500A +(1.5%+5)
660A/2000A +(25%+5)

DC Current(A) 600A/2500A +(15%+5)
2V/20V/200V/1000V +(1.2%+5)

AC Voltage(V) 6.6V/66V/660V/1000V +(1.2%+5)
6V/60V/600V/1000V +(1.0%+3)
2V/20V/200V/750V +(0.8%+1)

DC Voltage(V) 6.6V/66V/660V/750V +(0.8%+1)

wUT220 6V/60V/600V/1000V +(05%+2)
200Q/2kQ/20kQ/200kQ/2MQ/20MQ  *(1%+2)

Resistance(Q) 6600/6.6kQ/66kQ/660k0/6.6MQ/E6MQ +(1%+2)
600Q/6kQ/60kQ/600kQ/6MQ/60MQ +(1%+2)

. 60nF/600nF/6uF/60uF/600uF/

Capacitance (F) 6000uF/60mFu e 1 +(3%+5)
66Hz/660Hz/6.6kHz/66kHz/660kHZ
16.6MHz/20MHz )

Frequency (Hz)
60Hz/600Hz/6kHZz/60kHZz/600kHz/ +(0.1%+3)
6MHz/60MHz

Temperature (°C) -40°C~1000°C +(1.0%+10)

Temperature (°F) -40°F~1832°F +(10%+18)

Display Count 2000 6600 6000

Auto Range N N N

Jaw Opening 63mm 63mm 63mm

True RMS AC Voltage/AC Current Ni i

Duty Cycle 10%~90% N, N

Diode i N Ni

Continuity Buzzer Ni N Ni

AC+DC N

Low-Pass Filtering Ni i

Inrush Current AC Current N N

Relative Function J i

Data Hold N N N

MAX N

wWuUT221 — J J

Data Storage 1000

LCD Backlight J J J

Analogue Bar Graphic 66 61

Full Icon Display i i Vi

Auto Power Off i N i

Low Battery Indication Ni N Ni

Input Impedance >10MQ N N Ni

I-OUT Function Ni Ni

GENERAL CHARACTERISTICS

Power 9V Alkaline Battery(6LF22)

LCD Size 43mm x 30 mm

Product Color Red and Grey

Product Net Weight UT220-390g, UT221/UT222-725¢g

Product Size 298mm x 100mm x 48mm

. UT220- Test Leads

Standard Accessories

UT221/222- Test Leads, Output Cable, Thermocouple(UT222)
UT220-Gift Box, Carrying Bag, English Manual
UT221/UT222-Gift box, English Manual, Tool Box
Standard Quantity Per Carton UT220-40PCs, UT221/UT222-5PCs
UT220-645mm x 600mm x 330mm (0.128 CBM Per Standard Carton)

g UT221/UT222-510mm x 375mm x 320mm (0.061 CBM Per Standard Carton)
HUT222 Standard Carton Gross Weight UT220-30.2Kg, UT221/UT222-12Kg

Standard Individual Packing

Standard Carton Measurement
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LINI-T

uUT220 SERIES

UT223A

ENG61010-1
CATIV] Ens1010-2-032
EN61326-1

SPECIFICATIONS

Specifications Range Best Accuracy
Model UT223A
0.0A~499A +(2%+5)
500A~999A +(3%+5)
Range
Current (A) 1000A~2999A +(4%+5)
3000A~4000A +(5%+5)
Resolution 0.1A
|_Featwres |
Display Mode Four Digits LCD Display N
108mmx148mm (can clamp electric cable of
Clapm Size 108mm diameter, or 160mmx4mm flat cable W
and steel earth wires)
Auto Range Wi
RS-232 )
Data Storage 99
LCD Backlight i
Date Hold i
Overload Protection oL N
Auto Power Off 5Minutes o
UOET crmriinan Low Battery Indication <52V N
Test Model Clamp CT, integral mode Wi
GENERAL CHARACTERISTICS
Power Supply 6V DC(LR6x4 Alkaline Batteries)
LCD Size 47mmx28.5mm
B UT223A Product Color Red + Grey
Product Weight 1.5Kg(Included Batteries)
Product Size 350mmx180mmx55mm
Standard Accessaries Batteries, RS232 Interface Cable, Software CD, Toolbox
Standard Individual Packing Gif Box, English Manual

Standard Quatity Per Carton 4PCs
Standard Carton Measurement ~ 564mmx428mmx270mm (0.068 CBM Per Standard Carton)
Standard Carton Gross Weight 15.5Kg
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uUT230 SERIES

urz23t1/Uur232/UT233

wUT231

W UT233

Specifications
Model

AC Current(A)

AC Voltage(V)
Frequency (Hz)
Temperature (°C)
Temperature (°F)
Active Power (W)
Apparent Power (VA)
Reactive Power (VAr)
Power Factor

Phase Angle (°)
Active Energy (Wh)

Display Count

Auto Range

Jaw Capacity

True RMS

Auto Power Off

Low Battery Indication
Data Hold

MAX/MIN

Data Storage

USB Interface

LCD Backlight
Analogue Bar Graphic
Full Icon Display
Single-Phrase 2-Wires
3-Phrase 3-Wires
3-Phrase 4-Wires

Phase Sequence Test

Auto Calibration
Input Impedance for DCV

EN61010-1
C € 2y Bl ceoezo

SPECIFICATIONS

Range Best Accuracy
UT231 uT232 uT233
40A/100A/400A/1000A +(2%+5) +(2%+5) +(2%+5)
15V/100V/300V/600V +(12%+5)  £(12%+5)  +£(1.2%+5)
20Hz~500Hz +(0.5%+5)
-50°C~1000°C +(1%+5)
-58°F~1832°F +(1%+11)
0.01kW-600kW +(3%+5) +(3%+5) +(3%+5)
0.01kVA~600kVA +(3%+5) +(3%+5) +(3%+5)
0.01kVAr~600kVAr +(4%+5) +(4%+5) +(4%+5)
0.3~1 +0.022 +0.022 +0.022
0°~360° 25§ +1° +1°
1~9999kWh +(3%+5) +(3%+2) +(3%+2)
10000 10000 10000
J J J
50mm 50mm 50mm
AC Voltage/AC Current N N N
J i ]
i i 2
J J J
J J J
99 99 99
7 i i
i ] J
51 51
J J J
J J J
i J
J J
Positive Phase,ReversePhase, J
Phase Deficiency
7 i i
Around 10MQ N N N

Power

LCD Size

Product Color
Product Net Weight
Product Size

Standard Accessories

Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement
Standard Carton Gross Weight

GENERAL CHARACTERISTICS

1.5V Batteries(LR6) x 4

46mm x 42mm

Red and Grey

6019

303mm x112mm x 39mm

UT231-Battery, Test Lead, Alligator Clip,USB Interface Cable,PC
Software CD,Point Contact Temperature Probe
UT232/UT233-Battery, Test Lead, Alligator Clip,USB Interface Cable,
PC Software CD

Gift Box, Tool Box, English Manual

5 PCs

510mm x 375mm x 320mm (0.061 CBM Per Standard Carton)
12Kg
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uT240 SERIES

urz41 /01242 /07243

EN61010-1
C € [y By cvvozo

SPECIFICATIONS

Specifications Range Best Accuracy
Model UT241 UT242 uT243
AC Current(A) 50A/250A/1000A +(2%+5) +(2%+5) +(2%+5)
AC Voltage(V) 150V/300V/600V +(1.2%+5) +(1.2%+5) +(1.2%+5)
Frequency (Hz) 50Hz~60Hz
Active Power (W) 0.01kW-600kW +(3%+5) +(3%+5) +(3%+5)
Apparent Power (VA) 0.01kVAr-600kVA +(4%+5) +(4%+5) +(4%+5)
Reactive Power (VAr) 0.01kVA-600kVAr +(3%+5) +(3%+5) +(3%+5)
Power Factor 0.3~1 +0.022 +0.022 +0.022
WUT241 Phase Angle (°) 0°~360° +2° +2° +2°
Active Energy (Wh) 1~9999kWh +(3%+2) +(3%+2) +(3%+2)
Display Count 10000 10000 10000
Auto Range i N i
Jaw Capacity 50mm 50mm 50mm
True RMS N J i
Auto Power Off N N N
Low Battery Indication N N N
Data Hold N o N
MAX/MIN N N N
Data Storage 999 999 999
USB Interface J N
LCD Backlight ) ) i
Full Icon Display N N N
Single-Phrase 2-Wires N N N
3-Phrase 3-Wires N, N, N
3-Phrase 4-Wires N, N, N
Phase Sequence Test Vi
Harmonic Analysis 1~20 1~20 1~20
Setup N N N
Input Protection N N N
Input Impedance for DCV Around 5MQ N N N
GENERAL CHARACTERISTICS
Power 1.5V Batteries(LR6) x 4
LCD Size 46mm x 42mm
Product Color Red and Grey
Product Net Weight 6019
Product Size 303mm x 112mm x 39mm
UT241-Test Lead, Batteries, Alligator Clips, Tool Box
Standard Accessories UT242/UT243-Test Lead, Batteries, Alligator Clips, USB Interface Cable,
Tool Box, PC Software CD
Standard Individual Packing Gift Box,Tool Box, English Manual
Standard Quantity Per Carton 5 PCs

Standard Carton Measurement 510mm x 375mm x 320mm (0.061 CBM Per Standard Carton)
Standard Carton Gross Weight 12.3Kg

mUT243
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UT251 SERIES
LINI-T

UT251A/UT251B/UT251C

EN61010-1
CATI] En61010-2-032
EN 61326-1

ce (=

CLAMP LEAKER

SPECIFICATIONS

Uridia Specifications Range Best Accuracy
Model UT251A uUT251B uT251C
0.001mA~60.00A +(1.5%+5) +(1.5%+5) *(1.5%+5)
60.00A~199.9A +(2%+5) +(2%+5)
200.0A~300.0A +(4%+5) +(3%+5)
Leakage Current(A) 300.0A~600.0A +(4%+5)
WUT251A Voltage(Freq.)
0V~600V(50Hz/60Hz) v v v
Resolution 1uA 10uA 1mA
|_Features |
Display Count 10000 10000 10000
Auto Range N o Wi
Clamp Size 25mmx30mm  35mmx40mm  35mmx40mm
RS-232 N o N
Data Storage 99 99 99
Peak Value N N o
Data Hold i Wi N
Auto Power Off Around 5 Minutes N i N,
Low Battery Indication <7.2V J N N
Ce€ Over-Range Display oL N/ A J
Ve Test Mode Clamp CT, Integral Approach . o/ Y/

urzsin

N UT251B

GENERAL CHARACTERISTICS

Power 9V Battery(6F22)

LCD Size 32mm x 15mm

Product Color Red and Grey

Product Net Weight 120g

Product Size 175mm x70mm x 38mm

Standard Accessories Battery,RS-232 Interface Cable,PC Software CD
Standard Individual Packing Gift Box, Tool Box, English Manual

Standard Quantity Per Carton 6 PCs

Standard Carton Measurement 375mm x 315mm x 220mm (0.026CBM Per Standard Carton)
Standard Carton Gross Weight 3.4Kg

Ce

CLAMP LEAKER

W UT251C
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LINI-T

uT253 SERIES

UT253A/UT253B

EN61010-1

CATIl| Ene61010-2-032
EN 61326-1

SPECIFICATIONS

Specifications Range Best Accuracy
Model UT253A UT253B
0.00mA~300A +(1.5%+3) +(1.5%+3)
. urzsa | 300A~1200A +(2%+3) +(2%+3)
Leakage Current(A) 1200A~2000A +(3%+3)
Voltage(Freq.) N N
Resolution 0.01mA 0.1mA
Range 0.00V~600V +(1.5%+3) +(1.5%+3)
AC Voltage (V) Frequency  50Hz/60Hz J N,
Resolution 0.01V W N
= purats |_Featyres |
Display LCD:128dotsx64dots v J
Clamp Size 80mmx80mm N v
Auto Range i Wi
RS-232 ) N
- . Data Storage 200 200
B LCD J J
N UT253A Data Hold v v
Over-Range Display oL i N
Auto Power Off Around 15 Minutes i N
Low Battery Indication <52V i Wi
Test Mode Clamp CT, Integral Approach Wi i
GENERAL CHARACTERISTICS
Power 1.5V Batteries(LR6) x 4
LCD Size 43mm x 29mm
Product Color Red and Grey
Product Net Weight 1000g
UN-T uT2538
Product Size 275mm x 145mm x 40mm
e ——. ggttsegg:;;'festc LEi)ne: 4 pcs(3 red, 1 black),RS-232 Interface Cable,
Standard Individual Packing Gift Box, English Manual, Tool Box
Standard Quantity Per Carton 6 PCs

Standard Carton Measurement 660mm x 375mm x 280mm (0.068CBM Per Standard Carton)
Standard Carton Gross Weight 15.6 Kg

W UT253B
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UTZ255 SERIES
UNI-T

UT255A/ UT2558

EN61010-1
CATII| En61010-2-032
EN 61326-1

SPECIFICATIONS

Specifications Range Best Accuracy
Model UT255A UT255B
0.01mA~100.0A £(1%+5) +(1%+5)

Leakage Current(A) 100.0A~600.0A +(2%+5) +(2%+5)

CREE  ursea Voltage(Freq.) OV~69kV(50Hz/60Hz)  +/ N

GE CLAMP LEAKER

Display Mode 4 Digits Display LCD ) i
Jaw Capacity 33mm 33mm
Auto Range i Wi
Wireless Transmission <30m N
Data Storage 99 99
Data Recall i o
Peak Value J N,
LCD Backlight i N
Data Hold i N
Auto Power Off Around 15 Minutes i Wi
Low Battery Indication i v
Over-Range Display oL N N

B UT255A Test Mode Clamp CT, Integral Approach ) N
Sample Rate About 2 times/second i Wi

GENERAL CHARACTERISTICS

Power 1.5V Batteries(LR03) x 4
LCD Size 47mm x 28.5mm
Product Color Red and Grey
UNFT  urosse Product Net Weight 335¢g

AMPLEAKER Product Size 68mm x 245mm x 40mm

Standard Accessories UT255A-Batteries,Insulation Rod , Tool Box
UT255B-Batteries,Insulation Rod,Receiver, Tool Box

Standard Individual Packing Gift Box, Tool Box, English Manual
Standard Quantity Per Carton 1 PCs

Standard Carton Measurement 1040mm x 240mm x 140mm (0.05CBM Per Standard Carton)
Standard Carton Gross Weight 6.8Kg

W UT255B
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LINI-T

uUT256 SERIES

UT2568B

uLe61010-1
NEW C€ €. E&q e,

Listeot

EN61010-2-033

Intertek
EN61326-1
SPECIFICATIONS
Specifications Range Best Accuracy
Model UT256B
AC Current (A) 200A +(2.5%+5)
DC Current (A) 200A 1(2.5%+5)
AC Voltage(V) 6V/60V/600V/750V +(1.2%+3)
DC Voltage(V) 600mV/6V/60V/600V/1000V +(0.8%+3)
Resistance (Q) 600Q/6kQ/60kQ/600kQ/6MQ/60MQ +(1.0%+2)
Capacitance (F) 60nF/600nF/6uF/60uF/600uF/6mF/60mF +(4%+20)
|_Features |

Display Count 6000
Auto Range J
True RMS N
Diode Around 3.0V N
NCV N
Data Hold i
Zero Mode i
Relative Mode N
LCD Backlight i
Auto Power Off Around 15 Minutes i

—— Continuity Buzzer i
Low Battery Indication <24V W
Input Protection N
Input Impedance for DCV >10MQ N

True RMS 200AACIDC Fork Mater

C€

GENERAL CHARACTERISTICS

Power AAA 1.5V x 2
LCD Size 36.5mm x 24mm
r o 1 Product Color Red and Grey
com * vo Product Net Weight 163.79

Product Size 210mm x 53mm x 35mm
Standard Accessories Batteries, Test Lead
Standard Individual Packing Gift Box, Carrying Bag, English Manual
Standard Quantity Per Carton

W UT256B . 40PCs

Standard Carton Measurement 490mm x350 mm x 305mm (0.052 CBM Per Standard Carton)
Standard Carton Gross Weight 15.2Kg

98



- Il PANTONE 1797 C Il PANTONE 426U <&M

LINI-T

EN61010-1
CATIl| Ene1010-2-032
EN61326-1

SPECIFICATIONS

Specifications Range Best Accuracy
Model UT257A
0.0mA~499A +(2%+5)
Leakage Current and Range 500A~999A +(3%+5)
Current (A) 1000A~2999A  +(4%+5)
Resolution 0.1mA
Test Range AC 0.0mA~3200A V
Display Mode Four Digits LCD Display i
108mmx148mm (can clamp electric cable of
Clapm Size 108mm diameter, or 160mmx4mm flat cable N
and steel earth wires)
Auto Range N
RS-232 J
Data Storage 99Groups
LCD Backlight N
Date Hold N
Overload Protection oL N
Auto Power Off 5Minutes o
Low Battery Indication <52V N,
Test Model Clamp CT, integral mode J

GENERAL CHARACTERISTICS

Power Supply 6V DC(LR6x4 alkaline dry batteries)
LCD Size 47mmx28.5mm
Product Color Red + Grey
Product Weight 1.5Kg(Included Batteries)
W UT257A Product Size 350mmx180mmx55mm
Standard Accessaries Batteries, RS232 Interface Cable, Software CD, Toolbox
Standard Individual Packing Gif Box, English Manual, Warranty Card
Standard Quatity Per Carton 4PCs

Standard Carton Measurement 564mmx428mmx270mm (0.065 CBM Per Standard Carton)
Standard Carton Gross Weight 16.4Kg
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uT258 SERIES

UT258A

EN61010-1
CATIHlf Ens1010-2-032
EN61326-1

SPECIFICATIONS

Specifications Range Best Accuracy
Model UT258A
AC/DC Current (A) 0mA~60.0A +(2%+5)
Resolution TmA
Frequency Response 45Hz~200Hz
| _Features |

Display Mode Four Digits LCD display N
Clamp Size D7mm o
Auto Range i
RS-232 Interface i
Date Storage 99
Set to Zero Function Adust “ZERO" key to return to zero N
Date Hold N/

UNI=T 72504 Line Voltage AC 600V J

ACIDG LEAKAGE CLAMP METERS Auto Power Off 5 Minutes N
Low Battery Indication Around 7.2V v

C € Sampling Rate 2 Times/s v
Working Current 10mA N,
GENERAL CHARACTERISTICS
Power Supply 9V Battery (6F22)
Product Color Red and Grey

A\ catimsoov Product Net Weight 180g(Included Batteries)
Product Size 168mmx»65mmx34mm
Standard Accessaries Batteries, Software CD, RS232 Interface Cable
Standard Individual Packing Gift Box, English Manual, Toolbox
N UT258A Standard Quantity Per Carton 20PCs

Standard Carton Measureent 375mmx315mmx220mm (0.026 CBM Per Standard Carton)

Standard Carton Gross Weight 10Kg
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UT261 SERIES
UNI-T

UT261A/UT2618B

EN61010-1
CATIl] Ene1010-2-030
EN61326-1

SPECIFICATIONS

Specifications Range
Model UT261A UT261B
40V~690V
AC Voltage (V) v
90V~600V i
Frequency Range (Hz) 15Hz~400Hz N N
Test Current (A) <1mA N J
Phase Sequence Indication LCD LED
Missing Phase Indication LCD LED
Motor Rotation Indication LED

W UT261A

(

GENERAL CHARACTERISTICS

9V Battery (6F22
U v W S ry (6F22) v
I No Battery Required N
=+ Product Color Red and Grey
J— CATIlIG0OV Product Net Weight 180 g
b O i Product Size 70mm x 75mm x 30mm
L2n Standard Accessories Test Cord with Aligator Clip(x3),Battery(UT261B Only),Crarrying Bag
UNT 12618
Motsr and Phasa Rotaton Indicator Standard Individual Packing Gift Box, English Manual
sensor JF  sEnsor Standard Quantity Per Carton 40 PCs

Standard Carton Measurement 645mm x 450mm x 340mm (0.098 CBM Per Standard Carton)
Standard Carton Gross Weight 20Kg

N UT261B
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W UT262A

uUT262 SERIES

UT262A/ UT262C
EN61010-1
CATIll] Ens1010-2-030
EN61326-1

muUT262C

SPECIFICATIONS

Specifications Range

Model

Phase Sequence

Missing Phase Detection
Live Power Detection
Circuit Break Detection
Voltage Detection

AC Voltage Range (V)
Frequency Range (Hz)

Clamp Opening
Display Mode
Power on Indication
Buzzer Indication

UT262A uT262C
[Positive Phase] indicated by four phase detecting lights turn on J J
clockwise and non-continuous beeping sound.
[Negative Phase] indicated by four phase detecting lights turn on J J
anti-clockwise and continuous beeping sound.
R-S or S-T light Off N, N,
R-S or S-T light On N Wi
R-S or S-T light Off N N
R-S or S-T light On J Wi
70V~600V 70V~1000V
40Hz~70Hz J J
®1.6~d16mm ®10~d40mm
LED LED
J J
J J
Automatically switch off after three minutes i Wi

Auto Power Off

GENERAL CHARACTERISTICS

Power

Product Color

Product Net Weight

Product Size

Standard Accessories
Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement
Standard Carton Gross Weight

1.5V Batteries(R6) x2

Red and Grey

180 g

70mm x 75mm x 30mm

Batteries

Blister, English Manual

40 PCs

690mm x 650mm x 405mm (0.182CBM Per Standard Carton)
9 Kg
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LINI-T

UT265B

€

com uz com

Max Max
"&mm— CAT Il sooV \-suu\rp.c-)

W UT265B

UT265 SERIES

EN61010-1
CATIHl] Ens1010-2-030
EN61326-1

SPECIFICATIONS

Specifications
Model

AC Current(A)

AC Voltage(V)
Frequency (Hz)
Active Power (W)
Apparent Power (VA)
Reactive Power (VAr)
Power Factor

Phase Angle (°)

Display Mode
Clamp Size

Auto Range

RS-232

Data Storage

LCD Backlight

Data Hold

Input Impedance for DCV
Auto Power Off

Low Battery Indication
Sample Rate

Range Best Accuracy

uUT265B
0.0mA~20.0A +(1.5%+3)
0.00V~600V +(1.5%+3)
45Hz~65Hz +(2%+3)
0.0W~12kwW +(3%+3)
0.0VA~12kVA +(3%+3)
0.0VAR~12kVAr +(3%+3)
-1~+1 +0.03
0.0°~360° +1°
LCD:240dotsx160dots N
Acuminate Current Clamp:7.5mm>x13mm (Optional)
Round Jaw Current Clamp:35mmx40mm  (Optional) v

Wi

N

1500

Wi

Wi
Around 2MQ Wi
Around 15 Minutes N

N,
About 2 times/second N

GENERAL CHARACTERISTICS

Power

Product Color

Product Net Weight

Product Size

Standard Accessories
Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement
Standard Carton Gross Weight

1.5V Batteries(LR6) x 6

Red and Grey

5509

196mm x 92mm x 54mm

Batteries,Current Clamp: 2 pcs,Test Line: 4 pcs(2 yellow, 2 black)
Gift Box, English Manual, Tool Box

6 PCs

760mm x 340mm x 335mm (0.087CBM Per Standard Carton)
18 Kg
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UT=267 SERIES
UNI-T

UT267B

EN61010-1
CATIHl] e£n61010-2-030
EN61326-1

SPECIFICATIONS

Specifications Range Best Accuracy
Model uUT267B
AC Current(A) 0.0mA~20.0A +(1.5%+3)
AC Voltage(V) 0.00V~600V +(1.5%+3)
Frequency (Hz) 45Hz~65Hz +(2%+3)
Active Power (W) 0.0W~12kW +(3%+3)
Apparent Power (VA) 0.0VA~12kVA +(3%+3)
Reactive Power (VAr) 0.0VAR~12kVAr +(3%+3)
Power Factor -1~1 +0.03

s Phase Angle (°) 0.0°~360° 1
Current Vector Sum 0mA~60.0A N

Order:U1—U2— U3 or 11— 12— 13 Positive Change

Phase Sequence Test
U1—U3—U2or1— 13— 12 To reverse

Display Mode LCD: 240dotsx160dots N
Clamp Size Acuminate Current Clamp:7.5mmx13mm (Optional) J
Round Jaw Current Clamp:35mmx40mm (Optional)

Auto Range J
RS-232 N
Data Storage 99
LCD Backlight J
Data Hold N
Input Impedance for DCV Around 2MQ N
Auto Power Off Around 15 Minutes N
Low Battery Indication N
Sample Rate About 2 times/second N
GENERAL CHARACTERISTICS

w UT267B Power 1.5V Batteries(LR6) x 6
Product Color Red and Grey
Product Net Weight 5509
Product Size 196mm x 92mm x 54mm
Standard Accessories Batteries,Current Clamp: 3 pcs; Test Line: 4 pcs( 1 yellow, 1green, 1 red, 1 black)
Standard Individual Packing Gift Box, English Manual, Tool Box

Standard Quantity Per Carton 6 PCs
Standard Carton Measurement ~ 760mm x 340mm x 335mm (0.087CBM Per Standard Carton)
Standard Carton Gross Weight 18 Kg
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LINI-T

EN61010-1

CATIllf Ens1010-2-030
[ 300V ] EN61010-2-032

EN 61326-1
SPECIFICATIONS
Specifications Range Best Accuracy
Model uT273 uT275
0.01~0.099Q +(1%+0.01) +(1%+0.01)
0.1~0.99Q +(1%+0.01) +(1%+0.01)
1.0~49.9Q +(1.5%+0.1) +(1.5%+0.1)
Earth Ground Resistance (Q) Ul +(2%+05) =200
P 100~199Q +(3%+1) +(3%+1)
uT273 200~395Q +(10%+5) +(10%+5)
TESTER " C€ 400~5900Q £(20%+10) £(20%+10)
600~1000Q +(25%+20) +(25%+20)
0.00~299mA +(2.5%+2mA)
Leakage Current(A) 0.30~2.99A +(2.5%+100mA)
3.00~30.0A +(2.5%+300mA)
| Features |
Maximum Display 9999 9999
Auto Range N N
Jaw Capacity 28mm 28mm
Auto Power Off N Wi
B UT273 Low Battery Indication <52V J N
Data Hold i Wi
Data Storage 30 30
Data Recall N N
LCD Backlight J J
Auto Calibration i Wi
Resistance Limit Alarm J Wi

GENERAL CHARACTERISTICS

Power 1.5V Batteries(LR6) x4
LCD Size 47mm x 28.5mm
Product Color Red and Grey
Product Net Weight 1320g
Product Size 293mm x90mm x66mm
Standard Accessories Batteries, Test Ring, Tool Box
Standard Individual Packing Gift Box, English Manual
UL::::T Standard Quantity Per Carton 5 PCs
?é??énm'” CE Standard Carton Measurement 510mm x 375mm x 320mm (0.06CBM Per Standard Carton)

Standard Carton Gross Weight

15.2 Kg

wmuT275
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uUT270 SERIES

UT276A/ UT278A

EN61010-1

CATII] Ené1010-2-030
EN61010-2-032

EN 61326-1
SPECIFICATIONS
Specifications Range Best Accuracy
Model UT276A UT278A
0.01~0.099Q +(1%+0.01) +(1%+0.01)
0.1~0.99Q +(1%+0.01) +(1%+0.01)
1.0~49.9Q +(1%+0.1) +(1%+0.1)
50.0~99.5Q +(2%+0.5) +(2%+0.5)
Earth Ground Resistance (Q) 100~199Q +(3%+1) +(3%+1)
200~395Q +(6%+5) +(6%+5)
400~590Q +(10%+10) +(10%+10)
600~800Q +(20%+20) +(20%+20)
croumo Tesrer CE 800~1200Q +(25%+30) +(25%+30)
0mA~9mA +(2.5%+1)
10mA~99mA +(2.5%+5)
100mA~299mA +(2.5%+10)
Leakage Current(A) 0.30A~2.99A +(2.5%+0.1)
il 3.0A~9.9A +(2.5%+0.3)
10.0A~20.0A +(2.5%+0.5)
3A~30A +(2.5%+0.5)
|_Featyres |
Display Count 4 Digits Display LCD J v
W UT276A Auto Range i i
Jaw Capacity 32mm 32mm
Single Measure Time 1 Second i J
Resistance Measurement Frequency >1kHz i N
Curent Measurement Frequency 50Hz/60Hz A N
Resistance Limit Alarm 10~199Q i J
Current Limit Alarm 1mA~499mA ) N
RS-232 J J
Beeper and Light Alarm W N
Jamming Signal Recognition N N
Over-Range Display N N
Low Battery Indication v N,
Data Logging 99 99
- @
Nt GENERAL CHARACTERISTICS
anouo Tesren (€ Power 1.5V Batteries(LR6)x 4
LCD Size 47mm x 28.5mm
Product Color Red and Grey
Product Net Weight 1160 g
Product Size 285mm x 85mm x 56mm
Standard Accessories Batteries, Test Ring, Tool Box
Standard Individual Packing Gift Box, English Manual
Standard Quantity Per Carton 6 PCs
Standard Carton Measurement 610mm x 375mm x 320mm (0.073CBM Per Standard Carton)
B UT278A Standard Carton Gross Weight 18 Kg
Optional Accessories USB Interface Cable,PC Software CD
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UT283A

(2 ik N

e 3 2=

W UT283A

uT283 SERIES

C€

SPECIFICATIONS

Specifications
Model

Voltage (V)

AC Current (A)
Frequence (Hz)
Power (W)

Power Factor
Energy (Wh)
Crest Factor

Voltage Harmonics or Inter
Harmonics

Current Harmonics or Inter
Harmonics

Power Harmonics

Transients

Dips Swell & Interrupt
AC Inrush Current (A)
Resistance (Q)
Capacitance (F)

True RMS

Harmonic Analysis
Flick Measure
Voltage Ratio
Current Ratio

Event Capture

Trend Capture

Data Logging

USB Interface
Backlight Adjustment
Low Battery Indication
Input Protection

Range

10V~1000V AC/DC
10A/100A/1000A

40~70Hz

>15% S

0~1.0

0~9999MWh

1.0t0 10.0

Um 2> 1% Udin(1~51th,step 0.5th)
Um < 1% Udin(1~51th,step 0.5th)
Im > 10% | f.s(1~51th,step 0.5th)
Im £10% | f.s(1~51th,step 0.5th)

(1~51th,step 1th)

EN61010-1

EN61010-2-030
EN61010-2-033
EN61326-1

IEC 61000-4-030 CLASS S

Best Accuracy

UT283A
+0.5% Udin
+0.5%f.s.
+50mHz
+1%S
+0.02

+ 1.5 %rdg
+5%

+5% Urms
+0.05% Udin
5% Irms
+0.5%f.s.

Calculated based on voltage
and current amplitude and

phase accuracy

+(2000 V~ 6000 V Peak), Fsample=2MHz +5% Rdg.+5%Fs

0~1000VAC
10A/100A/1000A

600Q/6kQ/60kQ/600kQ/6MQ/60MQ

60nF/600nF/6uF/60uF/600uF

Up to 51th
10 Minutes PST and PLT Value

8GB

Udint 1%
+1%f.s
+(1.0%+3)
+(4 %+20)

LR RN N S S N

GENERAL CHARACTERISTICS

Power

LCD

Product Color
Product Net Weight
Product Size

Standard Accessories

Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement
Standard Carton Gross Weight

7.4V 3600mAh Li-ion Battery

3.5 Inches 64k Color TFT LCD (320 x 240)

Red and Grey
808.4¢g
199mm x 118mm x 49mm

Power Adaptor, Test Lead, Current Clamp(10A/100A/1000A), USB Cable,

Software CD, SD Card (8GB)

Gift Box, Carrying Bag, English Manual

4PCs

490mm x 380mm x 310mm (0.058 CBM Per Standard Carton)

10Kg
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NEW

W UT285A

108

uT285 SERIES

Specifications
Model

AC Current (A)

AC Voltage (V)
Frequency (Hz)

Active Power (W)
Apparent Power (VA)
Reactive Power (VAR)
Power Factor

Phase Angle (°)

Pst (1min), Pst, Pit
Voltage Unbalance
Current Unbalance
Harmonic Volts %f
Harmonic Volts %r
Harmonic Volts Absolute
Volts THD

Harmonic Amps  %f
Harmonic Amps %r
Harmonic Amps Absolute
Amps THD

Harmonic Watts %f or %r
Harmonic Watts Absolute
Watts THD

Harmonic Hz

Harmonic Phase Angle
Vrms'a

ArmsYs

Data Logging

USB Interface

Event Duration

EN61010-1
Ce gy .

EN61326-1

SPECIFICATIONS-Part 1

Range

AC 0.0mA~3000.0A

AC 0.00V~1000V
45Hz~65Hz
0.0W~9000kW
0.0VA~9000kVA
0.0VAR~9000kVAR
-1~+1

0.0°~360°

0.00~20.00

0.0~20.0%

0.0~20.0%

0~100.0%

0~100.0%

0~1000 V

0~100.0%

0~100.0%

0~100.0%

40~3000A

0~100.0%

0.0~100.0%

clamp scaling * V nominal
0~100.0%

0 ~ 2500 Hz(1-50 order)
0~360°

0~200% of nominal voltage
3000A

8GB (Support up to 32GB)

Hhh:mm:ss:mmm

Best Accuracy
UT285A
+1%(10-100%In)
+0.1%

+0.01Hz

+1%

+1%

+1%

+0.1%

el

+5%

+0.1%

+1%

+0.1% +nx0.1%
+0.1% £ nx0.4%
+5%

+2.5%

+0.1% +nx0.1%
+0.1% £ nx0.4%
+5%

+2.5%

+nx2%

+5% +nx2%
+5%

+1Hz

+nx 1°

+0.2% of nominal voltage

+1%

J

One cycle
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NEW

W UT285A

uT285 SERIES

EN61010-1
CelEgly:

EN61326-1

SPECIFICATIONS-Part 2

Features

Recording
Volts/Amps/Hertz
Harmonics
Power & Energy
Unbalance

Dips & Swells
Inrush

Flicker

Quality Profile

Events
Transients

Sampling Rate Interval
5 readings/sec or 1 reading/3 sec 0.2s~2 hr
100/120 readings/sec 0.2s~2hr

1 min. 10min. 2 hr
3 s/ 1min. /10 min for volts
1 s/3 s/10 s for frequency

100/120 readings/sec 22~260 waveform cycles,10s
19 s for %z cycle rms trend

GENERAL CHARACTERISTICS

Power

Display Type
Product Color
Product Size
Product Net Weight

Standard Accessories

Optional Accessories

Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement

Li-ion Battery 7.4V 4400mAh / DC Adapter: 85~450V 50/60Hz
5.7 inches, 64K colors, TFT LCD (640 x 480)

Red and Grey

256mm X 169mm X 64mm

1.95kg

3000 AAC Flexible Current Probe(4 pieces)5-core Test Lead Set USB
Interface Cable for PC Connection Power Adapter Software CD,SD Card (8GB)

6000 AAC Flexible Current Probe(4 pieces)
Gift Box, English Manual, Tool Box

1PCs
465x385x162mm (0.029 CBM Per Standard Carton)
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UT300 SERIES

UT300A / UT300B / UT300C
@ EN61326-1
NS EN60825-1
Intertek
SPECIFICATIONS
Specifications Range
Model UT300A uUT300B uT300C
e -18°C~280°C -18°C~380°C -20°C~400°C
0°F~536°F 0°F~716°F -4°F~752°F
Accuracy +2°Cor +2% +2°Cor +2% +2°Cor +2%
Repeatability +0.5°Cor £0.5% +0.5°Cor £0.5% +0.5°Cor £0.5%
Resolution 0.1°C/0.1°F 0.1°C/0.1°F 0.1°C/0.1°F
N UT300A Distance to Spot Size 10:1 10:1 12:1
Response Time 500ms 500ms 500ms
Emissivity 0.95 0.95 0.10~1.0 Adjustable
Laser Type Class 2(1I) Class 2(1I) Class 2(1I)
Laser Power <1mW <1mW <1mwW
Laser Wavelength 630nm~670nm 630nm~670nm 630nm~670nm
Spectral Response 8um~14pm 8um~14pm 8um~14pm
| Featwes |
°C/°F Selection i J i
Laser Switch N A N
Dispaly Hold(s) 8 Seconds 8 Seconds 8 Seconds
Auto Power Off N N o
Low Battery Indication i J i
MAX Mode N/ N N
MIN Mode . Y N/
High Alarm N,
Low Alarm i
LCD Backlight J J J

mUT300B

Power

LCD Size

Product Color

Product Net Weight

Product Size

Standard Accessories
Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement
Standard Carton Gross Weight

GENERAL CHARACTERISTICS

9V Battery(6F22)

22mmx22mm

Red and Grey

1859

153mm x 108mm x 40mm

Battery

Blister, English Manual

48 PCs

590mm x 530mm x 360mm (0.11 CBM Per Standard Carton)
14.8 Kg

muUT300C
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UT300 SERIES

UT301A/UT301B /UT301C
EN61326-1
EN60825-1

SPECIFICATIONS

Model UT301A uT301B uT301C

e R -18°C~350°C -18°C~450°C -18°C~550°C

0°F~662°F 0°F~842°F 0°F~1022°F

Accuracy +1.8°Cor +1.8% +1.8°Cor +1.8% +1.8°Cor £1.8%

Repeatability +0.5°Cor +0.5% +0.5°Cor +0.5% +0.5°Cor +0.5%

Resolution 0.1°C/0.1°F 0.1°C/0.1°F 0.1°C/0.1°F

Distance to Spot Size 12:1 12:1 12:1

Response Time 250ms(95% of reading)

Emissivity 0.10~1.0 Adjustable 0.10~1.0 Adjustable 0.10~1.0 Adjustable
N U T3 0 1A Laser Type Class 2(1I) Class 2(1I) Class 2(11)

Laser Power <1mW <1mW <1mW

Laser Wavelength 630nm~670nm 630nm~670nm 630nm~670nm

Spectral Response 8um~14pm 8um~14pm 8um~14pm

| Features

°C/°F Selection N N i

Laser Switch i J i

Dispaly Hold(s) 8 Seconds 8 Seconds 8 Seconds

Auto Power Off N N i

Low Battery Indication N N o

MAX Mode i J i

MIN Mode J J J

DIFF Mode . Y N/

AVG Mode N Vi i

LCD Backlight J J J

Electricity Cut-off Memory J o N

Tripod Mount N J N

B UT301B

Power

LCD Size

Product Color

Product Net Weight

Product Size

Standard Accessories
Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement
Standard Carton Gross Weight

GENERAL CHARACTERISTICS

9V Battery(6F22)

32mmx29mm

Red and Grey

2709

169mmx 138mmx53mm

Battery

Blister, English Manual

20 PCs

605mm x 360mm x468mm(0.101 CBM Per Standard Carton)
12.3Kg

muUT301C
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UT300 SERIES
UT302A/ UT302B / UT302C / UT302D

EN 60825-1
EN61326-1

SPECIFICATIONS

Specifications Range

Model UT302A UT302B uT302C uT302D

W UT302A TR R -32°C~450°C -32°C~550°C -32°C~650°C -32°C~1050°C
-26°F~842°F -26°F~1022°F  -26°F~1202°F -26°F~1922°F
Accuracy +1.8°Cor £1.8%
Repeatability +0.5°Cor +0.5%
Resolution 0.1°C/0.1°F 0.1°C/0.1°F 0.1°C/0.1°F 0.1°C/0.1°F
Distance to Spot Size 20:1 20:1 20:1 20:1
Response Time 250ms(95% of reading)
Emissivity 0.10~1.0 Adjustable
Laser Type Class 2(1I) Class 2(1I) Class 2(1T) Class 2(1T)
Laser Power <1mW <1mW <1mW <1mW
Laser Wavelength 630nm~670nm  630nm~670nm  630nm~670nm 630nm~670nm
Spectral Response 8um~14pm 8um~14pm 8um~14pm 8um~14pum
| Features

°C/°F Selection N v N, v

N UT302B Laser Switch N v N J
Dispaly Hold(s) 8 Seconds 8 Seconds 8 Seconds 8 Seconds
Auto Power Off N N N/ A
Low Battery Indication i N N o
MAX Mode J N J N
MIN Mode i i i N
DIFF Mode J ] J J
AVG Mode N, N, N, N,
LCD Backlight Nl N N W
Electricity Cut-off Memory N N i i
Tripod Mount Wi i i i

W UT302C

GENERAL CHARACTERISTICS

Power 9V Battery(6F22)

LCD Size 32mmx29mm

Product Color Red and Grey

Product Net Weight 322¢g

Product Size 169mmx 138mmx53mm

Standard Accessories Battery,

Standard Individual Packing Blister, English Manual, Carrying Bag
Standard Quantity Per Carton 20 PCs

Standard Carton Measurement 605mm x 360mm x468mm(0.101 CBM Per Standard Carton)
Standard Carton Gross Weight 12.4Kg

N UT302D
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UT300 SERIES
UT303A/ UT303B / UT303C / UT303D

EN 60825-1
EN61326-1

SPECIFICATIONS

Specifications Range

Model UT303A UT303B uUT303C UT303D
-32°C~650°C -32°C~850°C -32°C~1050°C  -32°C~1250°C
-26°F~1202°F -26°F~1562°F  -26°F~1922°F  -26°F~2282°F

N UT303A

Temperature Range

Accuracy +1.8°Cor +1.8%
Repeatability +0.5°Cor +0.5%
Resolution 0.1°C/0.1°F 0.1°C/0.1°F 0.1°C/0.1°F 0.1°C/0.1°F
Distance to Spot Size 30:1 30:1 30:1 30:1
Response Time 250mS(95% of reading)
Emissivity 0.10~1.0 Adjustable
Laser Type Class 2(1I) Class 2(1I) Class 2(1I) Class 2(1I)
Laser Power <1mW <1TmW <1mW <1mW
Laser Wavelength 630nm~670nm 630nm~670nm  630nm~670nm  630nm~670nm
Spectral Response 8um~14pm 8um~14pum 8um~14pm 8um~14pm
| Featwes |

°C/°F Selection N A J N
Laser Switch v N J N

N UT303B Dispaly Hold(s) 8 Seconds 8 Seconds 8 Seconds 8 Seconds
Auto Power Off Vi N Wi A
Low Battery Indication Wi i Wi o
MAX Mode Nl Wi J Wi
MIN Mode N Y J Y
DIFF Mode N N N )
AVG Mode J N N N
LCD Backlight J J J J
Electricity Cut-off Memory N N i i
Tripod Mount i i i o

GENERAL CHARACTERISTICS

W UT303C

Power 9V Battery(6F22) or USB

LCD Size 32mmx29mm

Product Color Red and Grey

Product Net Weight 322¢g

Product Size 169mmx 138mmx53mm

Standard Accessories Battery, Carrying Bag, USB Cable (External Power)
Standard Individual Packing Blister, English Manual

Standard Quantity Per Carton 20 PCs

Standard Carton Measurement 605mm x 360mm x468mm(0.101 CBM Per Standard Carton)
Standard Carton Gross Weight 12.3Kg

W UT303D
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UT300 SERIES

UT305A 7/ UT305B / UT305C
EN 60825-1
EN61326-1
SPECIFICATIONS
Model UT305A UT305B UT305C

Temperature Range

Accuracy
Repeatability
Resolution

Distance to Spot Size
Response Time
Emissivity

Laser Type

Laser Power

W UT305A

Laser Wavelength
Spectral Response

°C/°F Selection

Laser Switch

Dispaly Hold(s)

Auto Power Off

Low Battery Indication
MAX Mode

MIN Mode

DIFF Mode

AVG Mode

Data Logging

USB Interface

High Alarm

Lower Alarm

LCD Backlight
Electricity Cut-off Memory
Tripod Mount

W UT305B

T-C Thermocouple Measurement

-50°C~1050°C
-58°F~1922°F
+1.8°Cor +1.8%

-50°C~1550°C
-58°F~2822°F
+1.8°Cor +1.8%

-50°C~1250°C
-58°F~2282°F
+1.8°Cor +1.8%

+0.5°Cor £0.5% +0.5°Cor +0.5% +0.5°Cor +0.5%
0.1(When<10°C:0.2)
50:1 50:1 50:1
250mS(95% of reading)
0.10~1. 0 Adjustable
Class 2(11) Class 2(11) Class 2(1I)
<1mW <1mW <1mW
630nm~670nm 630nm~670nm 630nm~670nm
8um~14pm 8um~14pum 8um~14pm
| Features
J J J
J J J
8 Seconds 8 Seconds 8 Seconds
N, N, N,
N N, N
J J J
J J J
J J J
J J J
99 99 99
J J J
J J J
J J J
J J J
J J J
J J J
J J J

Power

LCD Size

Product Color

Product Net Weight

Product Size

Standard Accessories
Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement
Standard Carton Gross Weight

GENERAL CHARACTERISTICS

USB or 9V Battery(6F22) or Power Adaptor

33mm x 38mm

Red and Grey

3209

183mm x 147mm x 57mm

Battery, USB Interface Cable, PC Sofewave CD

Gift Box, Tool Box, English Manual

5 PCs

510mm x 375mm x 320mm (0.061 CBM Per Standard Carton)
11 Kg

W UT305C
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EN61326-1
i
:
; SPECIFICATIONS
E 5 Specifications Range Best Accuracy
g: Model uT311 uT312
Vibration Meter Allin one Split style
Acceleration(Freq.) 0.1~199.9m/s2 (10Hz ~ 1500Hz) +(5%+2) +(5%+2)
Velocity(Freq.) 0.1~199.9mm/s(10Hz ~ 1500Hz) +(5%+2) +(5%+2)
Displacement(Freq.) 1~1999um(10Hz ~ 500Hz) +(5%+2) +(5%+2)
| Features
Display Count 2000 2000
Auto Power Off Ni Vi
Low Battery Indication Wi Wi
Data Hold i i

m UT311

GENERAL CHARACTERISTICS

Power 9V Alkaline Battery(6LF22)
Product Color Red and Grey

Product Net Weight 230g(including battery)
Product Size 185mm X 68mm X 30mm
Standard Accessories Tool Box, Battery
Standard Individual Packing Gift Box, English Manual

Standard Quantity Per Carton 20PCs
Standard Carton Measurement 600mm X 370mm X 474mm (0.11 CBM Per Standard Carton)
Standard Carton Gross Weight 20kg

:
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EN61326-1

SPECIFICATIONS
Specifications Range Best Accuracy
Model uT313 uT315
Acceleration(Freq.) 0.1~199.9m/s? (10Hz ~ 10kHz) +(5%+2) +(5%+2)
Velocity(Freq.) 0.01~19.99cm/s(10Hz ~ 1kHz) *(5%+2) +(5%+2)
Displacement(Freq.) 0.001~1.999mm(10Hz ~ 500Hz) +(5%+2) +(5%+2)
Display Count 2000 2000
Auto Power Off i i
Low Battery Indication <7.0V J N,
Data Hold N i
MAX Mode J Wi
Data Storage 1999 1999
Data Recall N o
USB Interface A
LCD Backlight N N
GENERAL CHARACTERISTICS
Power 9V Battery(6LF22)
LCD Size 57mm x 37mm
Product Color Red and Grey
Product Net Weight 3659
Product Size 166mm x 80mm x 30mm

UT313-Battery ,Magnet Pedestal,Long Probe,Short Probe,Connection

Screw,Carrying Bag
Standard Accessories

UT315-Battery,USB Interface Cable,PC Software CD,Magnet Pedestal,
Long Probe,Short Probe,Connection Screw,Carrying Bag

ey Standard Individual Packing Gift Box, English Manua,Carrying Bag

Standard Quantity Per Carton 20 PCs

Standard Carton Measurement 600mm x 370mm x 474mm (0.105 CBM Per Standard Carton)
Standard Carton Gross Weight 22Kg

mUT315
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UT320 SERIES

ursz1 /071322 /U0T323 / UT325

EN61326-1
SPECIFICATIONS
Specifications Range Best Accuracy
Model uT321 uT322 uT323 uT325
Single or Dual Input Single Dual Single Dual
Type K 2_23(’2%’%:12%211% +(05%+0.8) +05%+0.8) +0.2%+0.6) +02%+06)
Type J Eﬂ‘gff::;%%gig) +(05%+0.8) +(0.5%+0.8) (0.2%+0.6) +0.2%+06)
Type T ( _245%9%:‘;%%1% +(05%+08) +05%+0.8) +(0.2%+0.6) +(02%+06)
Temperature  Type E 2_1253%,,‘;’::11%%%1,?) +(05%+0.8) +(0.5%+0.8) +(0.2%+0.6) +(02%+086)
Type R ?;%;9;1;2:;9,:) +0.2%+2)  +(0.2%+2)
Type S ?;%;9,:1;2?;9,:) +02%+2)  +(02%+2)
Type N CaaB o8 I9F) +02%+15) +0.2%+15)
Resolution 29195 \{)Vct;’nﬁrge/)alue v N N N
_Features |
°C/°F/K Selection J J J J
Data Hold i J J J
Auto Power Off N J J J
Low Battery Indication N N N N
MAX Mode v N N N
MIN Mode J J J J
AVG Mode J N N J
Data Storage 100 100 100 100
USB Interface N N N N
High Alarm N N
Lower Alarm N N
High/Lower Signal Output J J
LCD Backlight J J J J
Auto Calibration o/ J W J
Electricity Cut-off Memory v N v v
GENERAL CHARACTERISTICS
Power USB or 9V Battery(6F22)
LCD Size 30mm x 32mm
Product Color Red and Grey
Product Net Weight 2709
Product Size 175mm x 85mm x 30mm
Standard Accessories Battery,USB Interface Cable,PC Software CD, Type K Temperature Probe
Standard Individual Packing Gift Box, English Manual
Standard Quantity Per Carton 40 PCs

Standard Carton Measurement 565mm x 405mm x 302mm (0.069 CBM Per Standard Carton)
Standard Carton Gross Weight 19.5Kg

W UT325
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UT330 SERIES

UT330A /7 UT330B/ UT330C

NEW EN 61326-1

SPECIFICATIONS

Model UT330A UT330B UT330C
Range -40°C~80°C(-40°F~176°F) Wi J Wi
g 0°C~40°C +0.5°C +0.5°C +0.5°C
rc_f Temperature(°C) Accuracy  -30°C~0°C,40°C~70°C +1°C +1°C +1°C
g -40°C~-30°C,70°C~80°C  +2°C +2°C +2°C
.g_ Resolution 0.1°C/0.1°F Wi J Wi
E Range 0%RH~100%RH J J
E Relative Humidity Accuracy 20%RH~80%RH 3%RH +3%RH
<20%RH or >80%RH +5%RH  +5%RH
Resolution 0.1%RH N o
Range 750hPa~1100hPa i
Atmospheric Pressure Accuracy +3hPa
N UT330A Resolution 0.1hPa J
|
IP67 N, N N,
°C/°F Selection i i i
Temperature Offset Settings i i i
Humidity Offset Settings Wi i
© Pressure Offset Settings )
& Data Logging 60000 60000 60000
g Data Recall N, N, N,
k3 USB Interface N N o
- Auto Record Time Setup Wi Wi Wi
User Name Settings i i i
Alarm Threshold i i i
Start Mode Setup N J N
W UT3308 GENERAL CHARACTERISTICS
Power 3.6V 1/2 AA Lithium Battery(ER14250) x 1
Product Color Grey
Product Net Weight 529
Product Size 122mmx30mmx24mm
Standard Accessories Batteries, PC Software CD,Bracket,Screws
Standard Individual Packing English Manual Batteries

Standard Quantity Per Carton 80 PCs

Standard Carton Measurement 575mm x 395mm x 250mm(0.056CBM Per Standard Carton)
Standard Carton Gross Weight 10.5Kg

Optional Accessories Magnet Bracket (UT-B22)

o
c
2
o
=
-]
a
§
=

UNI-T uT330c

m UT330C
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SPECIFICATIONS
Specifications Range Best Accuracy
Model UT331 UT332
Range -20°C~70°C(-4°F~158°F)  +/ o
-20°C~0°C +1°C +1°C
Temperature Accuracy  0°C~40°C +0.5°C +0.5°C
40°C~70°C +1°C +1°C
Resolution  0.1°C/0.1°F Wi i
Range 0%RH~100%RH N, N,
e G 10%RH~90%RH +3.5%RH +2.5%RH
<10%RH or >90%RH +5%RH +5%RH
Resolution  0.1%RH i i
| Features |
°C/°F Selection i N
Response Time Around 10 Seconds N N
Humidity Offset Settings N i
Temperature Offset Settings N N
Dew Point Offset Settings N, N,
Auto Power Off N N
N UT331 Power Saving Mode N
Data Hold Wi Wi
g MAX/MIN J J
Data Storage 100 100
Data Recall N N
USB Interface Wi i
Auto Record Time Setup v v
LCD Backlight N N
GENERAL CHARACTERISTICS
Power 1.5V Batteries (LR03) x 4
LCD Size 26.5mm x 35.5 mm
Product Color Red and Grey
Product Net Weight 130¢g
Product Size 185mm x 54.8mm x 33.8mm
Standard Accessories Batteries,USB Interface Cable,PC Software CD
Standard Individual Packing Gift Box, English Manual
Standard Quantity Per Carton 40 PCs

Standard Carton Measurement 555mm x 430mm x 288 mm (0.069CBM Per Standard Carton)
Standard Carton Gross Weight 10Kg

W UT332
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SPECIFICATIONS

Specifications

Model UT337A
CO Measure Range 0~1000ppm
Accuracy +5% or 5ppm
Resolution 1ppm
Response Time <60s (90% of reading)
Sensor Type Electrochemical Gas Sensor (CO)
Sampling Method Diffusion
|_Features |
MAX Hold N
~ALEL Alert Value Setup N
Audiable Alert N
Virtual Alert N
Temperature Display i
Sensor Self-Test i
User Calibration N
Display Backlight )
Low Battery Indication N
Auto Power Off i

HoLD sev GENERAL CHARACTERISTICS

Power AAA 1.5V x4
Carbon Monoxide Meter LCD Size 26.5mm x 35.5 mm

( € Product Color Red and Grey
Product Net Weight 1409
Product Size 197mm x 54.8mm x 33.8mm
Standard Accessories Batteries
Standard Individual Packing Gift Box, English Manual
Standard Quantity Per Carton 60 PCs

Standard Carton Measurement 565mm x 430mm x 235 mm (0.057 CBM Per Standard Carton)
Standard Carton Gross Weight 15.6 Kg

m UT337A
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uUT340 SERIES

UTr341/U07342

Model

Iron Matrix Measurement

Aluminum Matrix Measurement

Resolution

Maximum Display
Auto Power Off

Low Battery Indication
MAX/MIN

Data Storage

LCD Backlight
Measurement Mode
Key Mis-press Buzzer

EN 61326-1

SPECIFICATIONS

Specifications Range Best Accuracy

UT341 uUT342
Opm~55um +3dgt +3dgt
56um~1000pm +(3.0%+1dgt) +(3.0%+1dgt)
Opum~55um +3dgt
56um~1000pm +(3.0%+1dgt)
um v v

| Featyres |

9999 9999

N, N,

J J

J J

2000 2000

N, N,
Continuous or Single Measurement ~ +/ N

J J

mUT341

Power

LCD Size

Product Color
Product Net Weight
Product Size

Standard Accessories

Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement
Standard Carton Gross Weight

GENERAL CHARACTERISTICS

9V Battery(6LF22)

22mm x 22mm

Red and Grey

14429

153mm x 110mm x 40mm

UT341-Battery, Standard Membrane Slice, Iron Matrix Slice, Carrying Bag
UT342-Battery,Standard Membrane Slice, Iron Matrix Slice, Aluminum
Matrix Slice,Carrying Bag

Gift Box, English Manual

40 PCs

620mm x 400mm x 245mm (0.061 CBM Per Standard Carton)

13Kg

WUT342
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SPECIFICATIONS
Specifications Range Best Accuracy
Model UT351 UT352
30~80dB +1.5dB +1.5dB
50~100dB +1.5dB +1.5dB
Range
60~110dB +1.5dB +1.5dB
80~130dB +1.5dB +1.5dB
Frequency 31.5Hz~8000Hz ) A
Frequency Weighting A&C i Wi
FAST: 8 Times/s i Wi
Sample Rate -
SLOW: 1 Times/s N N
AC:0.707Vrms full scale;Output J J
impedance: around 600Q
Analogue Outputs
DC:2Vrms full scale;10mV/dB;Out- J J
put impedance: around 100Q
Data Hold A v
Auto Power Off i i
Low Battery Indication <48V J i
N UT351
MAX Mode N i
MIN Mode i Wi
Data Storage 63
High Alarm Display "OVER" J )
Lower Alarm Display "UNDER” i i
LCD Backlight J J
Analogue Bar Graph 30~130dB Wi Wi

GENERAL CHARACTERISTICS

Power 1.5V Batteries(LR6) x 4

LCD Size 53mm x 41 mm

Product Color Red and Grey

Product Net Weight 3309

Product Size 273mm x 70mm x 39 mm
Standard Accessories Batteries,Windscreen, Leather Box
Standard Individual Packing Gift Box, English Manual

Standard Quantity Per Carton 30 PCs

Standard Carton Measurement 670mm x 415mm x 310mm (0.086 CBM Per Standard Carton)
Standard Carton Gross Weight 23Kg

W UT352
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W UT361

W UT362

UT360 SERIES

Uurs61 /UT362

Model
Wind Speed Measurement

Wind Count Measurement (CMM)
Wind Count Measurement (CFM)
Temperature Measurement

Maximum Display
Data Hold

Auto Power Off

Low Battery Indication
MAX Mode

MIN Mode

Data Storage

USB Interface

Auto Record Time Setup
Units Switch

LCD Backlight

Wind Speed Display
Wind Count Display

EN 61326-1

SPECIFICATIONS

Specifications Range Best Accuracy

UT361 UT362
2m/s~10m/s +(3%+0.5) +(3%+0.5)
10m/s~30m/s +(3%+0.8) +(3%+0.8)
0.001~9999 x 100 J J
0.001~9999 x 100 J Wy
0°C~40°C(32°F~104°F) +3°C(+4°F) +3°C(+4°F)

| Features |
9999 9999
N N,
Around 10 Minutes i Wi
<72V J V

N, N,

N N,

2044 2044

J

N, N,

N, N,

N, N,

Display “VEL” o )
Display “FLOW" v N

Power

LCD Size

Product Color
Product Net Weight
Product Size

Standard Accessories

Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement
Standard Carton Gross Weight

GENERAL CHARACTERISTICS

9V Alkaline Battery(6LF22)

57mm x 37mm

Red and Grey

3759

162mm x 78mm x 30mm

UT361-Battery,Carrying Bag

UT362-Battery,USB Interface Cable,PC Software CD,Carrying Bag
Gift Box, Carrying Bag ,English Manual

40 PCs

650mm x 455mm x 395mm (0.12 CBM Per Standard Carton)
27.7Kg
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Specifications

Model
RPM Range
HOLD
ON/OFF
MENU Counts
RIC
TUNE Target Distance

MIM/A
Maximum Display

ce Data Hold

Auto Power Off

Low Battery Indication
MAX Mode

MIN Mode

AVG Mode

USB Interface

muT371

SPECIFICATIONS

EN61326-1

Range Best Accuracy

uT371 uT372
10RPM~99RPM +(0.3%) +(0.3%)
100RPM~999RPM +(0.04%+2) +(0.04%+2)
1000RPM~9999RPM +(0.04%+2) +(0.04%+2)
10000RPM~99999RPM +(0.04%+2) +(0.04%+2)
Range:0~99999
Max.Input Frequency:10kHz, N N,
Bandwith:5%
50mm-~ 200mm N J

|_Features |

99999 99999

N, N,
Around 15 Minutes N <
<48V i J

J J

J J

N, N,

N

Power

LCD Size

Product Color
Product Net Weight

Product Size
Standard Accessories

Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement
Standard Carton Gross Weight

ON/OFF

MENU

GENERAL CHARACTERISTICS

1.5V Alkaline Batteries(LR6) x 4

53mm x 41mm

Red and Grey

1009

184mm x 56mm x 34mm

UT371-Batteries,Reflecting

UT372-Batteries,Reflecting,USB Interface Cable,PC Software CD
Blister, English Manual

20 PCs

430mm x 300mm x 365mm (0.047 CBM Per Standard Carton)
8 Kg

RIC

W UT372
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Ur381 /07382
EN61326-1
SPECIFICATIONS
Specifications Range Best Accuracy
Model uUT381 uUT382
20 Lux +(3.0%+20) +(3.0%+20)
. 200 Lux +(3.0%+8) +(3.0%+8)
iy lluminace Measurement(LUX) 2000 Lux +(3.0%+8) +(3.0%+8)
20000 Lux +(3.0%+8) +(3.0%+8)
SRAse UM 2FC v i
lluminace Measurement(FC) 20FC N N/
€3 L 200 FC N J
2000 FC J J
| Features |
Display Count 2000 2000
Auto Range i Wi
Data Hold i J
Auto Power Off Around 10 Minutes i i
Low Battery Indication Around <7.1V i Wi
MAX Mode N, N,
MIN Mode N N
muT381 Data Storage 2044 2044
USB Interface N
Auto Record Time Setup i i
Real-Time Clock i J

GENERAL CHARACTERISTICS

Power 9V Alkaline Battery(6LF22)
LCD Size 22.5mm x 32.5mm
Product Color Red and Grey

Product Net Weight 1859

Product Size 195mm x 45mm x 26mm

UT382 uss UT381-Battery,Carrying Bag

[RRNGETF] Standard Accessories
o e UT382-Battery,USB Interface Cable,PC Software CD,Carrying Bag
| RIS Standard Individual Packing Blister, English Manual
Standard Quantity Per Carton 40 PCs
ERkse | UMT Standard Carton Measurement 600mm x 450mm x 330mm(0.089 CBM Per Standard Carton)
Standard Carton Gross Weight 14.3Kg
Ce @

muT382
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UT390 SERIES

UT390B 7/ UT391

EN61326-1
EN60825-1

| UNET  uT390B

=
[ =
=

SPECIFICATIONS

Specifications

Model uUT390B uUT391
Accuracy (m) +2mm +2mm
Measuring Distance (m) 0.05~45m 0.05~60m

Unit m/in/ft m/in/ft

Laser Class 635nm,<1mw,class II 635nm,<1mw,class II

1
L P T
T
™%
=

U |
—

Laser Distance Meter

f A
ON

Continuous Measurement )

i Multiple Lines Display 3lines

o= ij Selectable Reference N

MAXMIN J

Add/Subtract No o

Area/Volumn/Pythagoras
Theorem Calculation

Data Storage 10 10
Buzzer Indication
Display Backlight
Error Indication

<

LR

W UT390B

Laser Power Level Indication
Auto Power Off Around 3minutes

GENERAL CHARACTERISTICS

T0C T
coann
I0C 7 Power AAA 1.5V x2
I ET N Product Color Red and Grey
U {i N Product Net Weight 120g (Battery not included)
8 W R Product Size 112mm x 48mm x 25mm
Standard Accessories Batteries
Standard Individual Packing Clamshell, English Manual
Standard Quantity Per Carton UT390B 96pcs,UT391 40pcs

Standard Carton Measurement 610mm x 385mm x 485mm (0.11 CBM Per Standard Carton)
Standard Carton Gross Weight UT390B:25Kg ,UT391:18Kg

mUT391
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UT390 SERIES
UT392/UT393

EN61326-1
EN60825-1

SPECIFICATIONS

Specifications

p—— UT 392 Model UT392 uUT393

Laser Distance Meter Accuracy (m) +1.5mm +1.5mm
Measuring Distance (m) 0.05~80m 0.05~100m
Unit m/in/ft m/in/ft
Laser Class 635nm,<1mw,class I1 635nm,<1mw,class II

Continuous Measurement )
Multiple Lines Display 4 Lines
Selectable Reference
MAX/MIN
Add/Subtract

L

Area/Volumn/Pythagoras
Theorem Calculation

Data Storage 20 50
Buzzer Indication

N UT392 Display Backlight

Error Indication

Tripod Mount

e e e

Laser Power Level Indication

GENERAL CHARACTERISTICS

Power AAA 1.5V x 2

Product Color Red and Grey

Product Net Weight 1759 (Battery not included)

Product Size 126mm x 54mm x 29mm

Standard Accessories Carrying Bag,Battery

Standard Individual Packing UT392-Giftbox, UT393-Giftbox, User Manual

Standard Quantity Per Carton 40 PCs

Standard Carton Measurement 610mm x 385mm x 485mm (0.11 CBM Per Standard Carton)
Standard Carton Gross Weight 18 Kg

UT393
Laser Distance Meter

N UT393
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UT505 SERIES

UT505A 7/ UT505B (new)

EN61010-1
CATIV| £n61010-2-033
EN61326-1

SPECIFICATIONS

Specifications Range Best Accuracy

Model UT505A UT505B
50V/100V/250V/500V/1000V 0%~10% 0%~10%
50V 0.01MQ~50.0MQ +(3%+5) +(3%+3)
50.0MQ~1.0GQ +(3%+3)
1.06Q~10GQ +(10%+3)
100V 0.01MQ~100.0MQ +(3%+5) +(3%+3)
100.0MQ~1.0GQ +(3%+3)
1.0GQ~20GQ +(10%+3)
250V 0.01MQ~200.0MQ +(1.5%+5) +(1.5%+*5)
200.0MQ~1.0GQ +(1.5%+5)
1.0GQ~50GQ +(10%+3)
g 500V 0.01MQ~500MQ £(1.5%+5)  +(1.5%+5)
Insulation Resistance(Q) 500MQ~1.0GQ +(1.5%+5)
1.0GQ~100GQ +(10%+3)
0.1MQ~2000MQ +(1.5%+5) +(1.5%+*5)
1000V 2.0G0~9.9GQ +(10%+3)  £(5%+3)
10.0GQ~20GQ +(20%+10)  +(7%+3)
20G0~200GQ +(20%+3)
50V(R=50KQ) 1mA 0%~10% 0%~10%
100V(R=100KQ) 1mA 0%~10% 0%~10%
Load Current 250V(R=250KQ) 1mA 0%~10%  0%~10%
500V(R=500KQ) 1TmA 0%~10% 0%~10%
1000V(R=1MQ) 1mA 0%~10% 0%~10%
Short Circuit Current <2mA <2mA
Leakage Current(A) 10 ~2000 pA +(10%+3)
. 0.010~20.00kQ(about 5.0V/>200mA) +(1.5%+3)
R 0.01Q~100Q(about5.0V/>200mA/20mA Optional) +(1.5%+3)
General Resistance (Q) 0.01kQ~1000kQ +(3%+2)
DC Voltage (V) 0.0V~600.0V H2%+3)  +(2%+2)
AC Voltage (V) 0.0V~600.0V +(2%+3)  #(2%+3)
B UT505A Frequency(Hz) 45~450 Hz #(0.1%+3)
Capacitance(F) 100 pF ~10 pF +(5%+5)
Display Count 6000 6000
Auto Range v N
True RMS v v
Step Voltage 10% Steps at 50% ~ 120% of range J J
DAR 60s/15s and 60s/30s N N
PI N N
Timer W W
High Voltage Indication N N
Auto Discharge v N
Fuse Self Test v
CLEAR ZERD SETUP  LOCK AnaloQue Bar Graph ‘/ ‘/
SWE  (cowP  PUDAR  [TIMER Auto Power Off N N
ENTER Continuity Buzzer J J
Data Hold N J
Data Storage 99 99
TrueRMS o Comparison J J
LCD Backlight J J
Low Battery Indication J N

GENERAL CHARACTERISTICS

Power 1.5V Batteries (LR6) x 6

LCD Size 78mm x 59mm

Product Color Red and Grey

Product Net Weight 630g

Product Size 103mm x 225mm x 59 mm

Standard Accessories Test Lead, Probe, Alligator Clip, Batteries

Standard Individual Packing Carrying Bag, Gift Box, English Manual

Standard Quantity Per Carton 20 PCs

Standard Carton Measurement 515mm x 380mm x 385mm (0.075 CBM Per Standard Carton)
B UT505B Standard Carton Gross Weight 20 Kg

Optional Accessories Remote Test Lead
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UT500 SERIES

UT501A/ UT501B / UT502A

EN61010-1
€ Y BEl mvomoze

(UT501A0nly)

UNI-T

uTso18

Ce
N UT501A W UT502A
W UT501B
SPECIFICATIONS
Specifications Range Best Accuracy
Model UT501A UT501B UT502A
100V/250V/500V/1000V 0%~10%
Test Voltages 250V/500V/1000V 0%~10%
500V/1000V/1000V 0%~10%
100V 0.00MQ~100MQ +(3%+5)
250V 0.00MQ~99.9MQ *(3%+5) +(3%+5) +(3%+5)
100MQ~5.0GQ +(5%+5) *(5%+5) +(5%+5)
500V 0.00MQ~99.9MQ +(3%+5) *(3%+5) *(3%+5)
100MQ~5.0GQ £(5%+5) +(5%+5) +(5%+5)
Insulation Resistance(Q) 1000V 0.00MQ~99.9MQ +(3%+5) +(3%+5) +(3%+5)
100MQ~5.0GQ +(5%+5) +(5%+5) +(5%+5)
0.00MQ~99.9MQ +(3%+5)
2500V 100MQ~9.9GQ +(5%+5)
10.0G0Q~20.0GQ +(10%+5)
50V(R=50kQ) 1mA 0%~10% 0%~10% 0%~10%
100V(R=100kQ) 1TmA 0%~10% 0%~10% 0%~10%
Load Current 250V(R=250kQ) TmA 0%~10% 0%~10% 0%~10%
500V(R=500kQ) 1TmA 0%~10% 0%~10% 0%~10%
1000V(R=1MQ) 1mA 0%~10% 0%~10% 0%~10%
2500V(R=1MQ) 1mA 0%~10%
Short Circuit Current <2mA <2mA <2mA
Low Resistance (Q) 0.01Q~200Q (about 5.0V/>200mA +(2%+3) *(2%+3)
30V~750V +(2%+3)
AC Voltage (V) 30V~600V +Q%+3)  +(2%+3)
Display Count 2000 2000 2000
DAR 60s/15s and 60s/30s J J
PI J J
Auto Range v v v
Low Battery Indication J N v
LCD Backlight v v v
Alarm Indication N J J
Alarm Buzzer J J J
High Voltage Indication N N N
Over Load Indication J J J
Auto Discharge J N N
Test Voltages Vice Display J J J
10MQ Internal Resistance Test J N N
GENERAL CHARACTERISTICS
Power 1.5V Batteries(LR6) x 6
LCD Size 70.6mm x 34mm
Product Color Red and Gray
Product Net Weight 5009
Product Size 150mm x 100mm x 71mm
Standard Accessories Batteries,Probe,Alligator Clip, Test Lead,Gallus
Standard Individual Packing Gift Box, English Manual
Standard Quantity Per Carton 20 PCs
Standard Carton Measurement 500mm x 380mm x 330mm (0.063 CBM Per Standard Carton)
Standard Carton Gross Weight 18.5 Kg
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UT510 SERIES

ursi1T/urs12/UT513A

EN61010-1
C€ By Bl cpemoio

(UT511 only)

SPECIFICATIONS

Specifications Range Best Accuracy

Model UT511 UT512 UT513A
Test 100V/250V/500V/1000V  0%~10%
Voltages 500V/1000V/1500V/2500V 0%~20%
500V/1000V/2500V/5000V 0%~20%
100V 0.1MQ~500MQ +(3%5)
250V 0.5MQ~2GQ +(3%+5)
1MQ~4GQ *(3%+5)
500V 0.5MQ~5GQ +(3%5)
; q 0.5MQ~20GQ +(3%+5
Insulation Resistance(Q) ————— LE%t5) +(3%+5) ( )
1ooov 1.0MQ~40GQ +(3%+5)
1500V 5MQ~20GQ +(3%+5)
10MQ~100GQ +(3%5)
2500V 2.5MQ~100GQ +(3%+5)
5000V 5.0MQ~1000GQ +(3%+5)
Chort Gt <2mA  <1.8mA  <3.5mA
1000V +(2%+3)
DC Voltage (V) 600V £(2%+5)  +(2%+3)
750V +(2%+3)
AC Voltage (V) 600V +(2%t5)  £(2%*3)
Low Resistance (Q) 0.10~999.9Q +(1%+3)

_Features |
Auto Range N N W)
Auto Power Off N, N, V
Secondary Display N
Low Battery Indication J J v
Data Storage 18 18 18
Comparison J N J
Polarization Index(PI) J J J
Dielectric Absorption (DAR) J J N
USB Interface N N
LCD Backlight J J J/
Analogue Bar Graph 30 30 30
Over Range Warning J J J
High Voltage Indication N N J
Timer Around 30 minutes J

Around 15 minutes N v
GENERAL CHARACTERISTICS
Power 1.5V Batteries(LR14)x8
LCD Size 123mm x 58mm
Product Color Red and Gray
Product Net Weight UT511-1.2Kg, UT512-1.8Kg, UT513A-2Kg
Product Size 202mmx155mmx94mm

UT511-2PCs of one plug test lead to one alligator clip(Black and Green),
1 PC of twoplugs test lead to one alligator clip(Red), Batteries

UT512/UT513A-2PCs of one plug test lead to one alligator clip(Black and
Green),1 P of two plugs test lead to one alligator clip(Red), Batteries,
USB Cable,PC Software CD, Power Adaptor

Standard Individual Packing Gift Box, Tool Box, English Manual

Standard Quantity Per Carton 4 PCs

Standard Carton Measurement 505mm x 345mm x 345mm (0.060CBM Per Standard Carton)

Standard Carton Gross Weight UT511-14.Kg, UT512-16.9Kg, UT513A-18.5Kg

Optional Accessories Power Adaptor(UT511 only)

Standard Accessories

W UT513A
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.D

EARTH GROUND TE

EN61010-1

CATIll] Ens1010-2-030
EN 61326-1

ID

EARTH GROUND TESTER

UGHTALOAD HoLDisAvE OFF:®

UGHTALOAD HOLvSAVE

OFF »

20000 o
2000 o
E N 200
- AV
EARTI
2 VOLTAGE ® 4
OFF =

muUT521

40000 o

4000

N N 400 o
EARTH

VOLTAGE *
OFF

SPECIFICATIONS

Specifications
Model

Earth Resistance (Q)

AC Earth Voltage (V)

Display Count

Manual Range

Auto Power Off

Low Battery Indication
Data Hold

Data Storage

LCD Backlight

Full Icon Display

Double Insulation Protection
Contact Badness Display
Over-Range Display
Simple 2-Wires Testing
Precision 3-Wires Testing

W UT522

Range Best Accuracy

uUT521 UT522
0~20Q +(2%+10)
0~200Q +(2%+3)
0~2000Q +(2%+3)
0~40Q +(2%+20)
0~400Q +(2%+3)
0~4000Q +(2%+3)
0~200V +(1%+4)
0~400V +(1%+6)
Frequency:50Hz/60Hz i i

2000 4000

N, N,
Around 10 Minutes i i

J J

J J

20 20

N, N

J J

J J
Port C or Port E don't contact Display"-——Q" N N
Display “OL” J J

N, N

J J

GENERAL CHARACTERISTICS

Power

LCD Size

Product Color

Product Net Weight

Product Size

Standard Accessories
Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement
Standard Carton Gross Weight

1.5V Batteries(LR6) x 6

70.6mm x 34mm

Red and Gray

560 g

160mm x 100mm % 70.5mm

Batteries, Carrying Bag, Test Lead, Simple Test Lead, Test Probe
Gift Box, English Manual

8 PCs

530x300x350mm (0.056 CBM Per Standard Carton)

19.8 Kg
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UTS520 SERIES

urszs5 /UT526

IvoLT TEST

500V e
250V e
100ve

RCD/ve
Cc»ntinul’yI -

ANGIZEROD

CAT Il 6oy

OFF *

W UT525 W UT526

SPECIFICATIONS

Specifications Range Best Accuracy
Model UT525 UT526

TesVeleges 100V/250V/500V +10%
250V/500V/1000V +10%

100V 0.05MQ~200MQ +(5%5)

250V 0.05MQ~200MQ +(5%+5) +(5%+5)

500V 0.05Mg~200Mg +(5%+5) —

. . 0.05MQ~300M +(5%+
Insulation Resistance(Q) 1000V 0.05MQ~500MQ +(5%+5)
100V(R=100kQ) 1mA +10%

Test Current 250V(R=250kQ) 1mA +10% +10%
500V(R=500kQ) 1mA +10% +10%
1000V(R=1MQ) 1mA +10%

Short Circuit Current: <2mA J J

Operational Voltage(Freq.) 220V(45Hz--65Hz) +10% +10%

Test Current 10mA/30mA/100mA/300mA 0~20% 0~20%

RCD 0ms~2000ms,1An Genetal(10mA)

Trip Time 0ms~500ms,1An Genetal(300mA) +(5%+2) +(5%+2)
0ms~300ms, 1An Genetal(100mA,300mA)

P 0.000~200Q *(2%+5)

Low Resistance Continuity 0.000~20000 £(2%*9)

Test Voltage Around 5.0V N N

Test Current >200mA(R<2Q) W/ W/

DC Voltage 0~440V +(5%+2) +(5%+2)

Voltage Mesurement(V) AC Voltage 0~440V +(5%+2) +(5%+2)

Frequency (Reference Only) N N

Display Count 10000 10000
Manual Range v N
Phase Switch(RCD) 0°and 180° N N
Low Battery Indication N N
Automatically Selects DCV or ACV o/ N
Red Warning Lights N V

C€ &

IVOLT  ANGIZERD

CAT Il 6ogy

1000V «
500V e
250V e
RCD/ve
Continuly
OFF *

EN61010-1
EN61010-2-030
EN61326-1

GENERAL CHARACTERISTICS

Power

LCD Size

Product Color

Product Net Weight

Product Size

Standard Accessories
Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement
Standard Carton Gross Weight

1.5V Batteries(LR6) x 6

71mm x 34mm

Red and Gray

3809

160mm x 100mm x 71mm

Test Lead,Batteries, Carrying Bag, Alligator Clip

Gift Box, English Manual

20 PCs

400mm x 430mm x 335mm (0.063 CBM Per Export Carton)
23.1 Kg
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UT520 SERIES

LINI-T

urszrz /ursz8

EN61010-1
c E CATIl| Enes1010-2-030
EN 61326-1

W UT527 W UT528
SPECIFICATIONS
Specifications Range Best Accuracy
Model uT527
Test Voltages 250V/500V v
Class | PASS Value 1MQ +0.1MQ
Insulation Resistance Class Il PASS Value 2MQ +0.1MQ
Cord PASS Value 2MQ +0.1MQ
Test Current (R=500kQ): >1mA N
Short-Circuit Current <3mA )/
Class | PASS Value 0.2Q +0.03Q
Ground Resistance Cord PASS Value 0.2Q +0.03Q
Test Current >200mA (R<2Q) v
Measuring Voltage(DC) 5V v
Cord Test Correct Wiring v Cord Fault v
Open Circuit, Short Circuit, Reverse Polarity X Cord Fault A
Test Voltage AC220V +10%
Out with Testing Normal Show “LNV, LE v, NEV” v
Off Ground Show “LNV, LE X, NE X” A
Out Zero Line Show “LN X, LEV,NE X” )
Display Count 2000
Auto Power Off J
Low Battery Indication v
Specifications Best Accuracy
Model uUT528
Test Voltages 250V/500V N,
Insulation Resistance COZMOSI990MO EG2)
Test Current (R=500kQ): >1mA N
Short-Circuit Current <3mA J
0.000~19.99Q +(5%+2)
Ground Resistance Test Current >200mA(R<2Q)) N
Measuring Voltage(DC) 5V v
Correct Wiring v Cood v
Gl 1z Open Circuit, Short Circuit, Reverse Polarity X Fail A
Test Voltage AC 220V +15%
. . Normal Show “LNV, LEV, NEV” A
Out with Testing Off Ground Show “LNY, LE X, NE X" J
Out Zero Line Show “LN X, LEV, NE X” )
0.10~10.5mA +(5%+2)
Leakage Test Test Voltage 50Vrms v
Measuring Frequency(AC) 50Hz N
Display Count 2000
Auto Power Off J
Low Battery Indication v

GENERAL CHARACTERISTICS

Power 1.5V Batteries(LR14) x 6

LCD Size 136mm x 47mm

Product Color Red and Gray

Product Net Weight 9709

Product Size 210mm x 178mm x 90mm

Standard Accessories Batteries, Test Cord, Alligator Clip

Standard Individual Packing Gift Box, English Manual, Tool Box

Standard Quantity Per Carton 4PCs

Standard Carton Measurement 505mm x 345mm x 345mm (0.06 CBM Per Standard Carton)
Standard Carton Gross Weight 13.2Kg
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W UTS529A

SPECIFICATIONS

Specifications
Model

Insulation Resistance(Q)

Low Resistance Continuity(Q)

AC Voltage and Frequency
DC Voltage (V)

Ground Resistance (Q)

AC Earth Voltage (Freq.)
Capacitance (F)

Features

Display Count

Auto Range

Simple 2-Wires Testing
Precision 3-Wires Testing
Auto Power Off

Low Battery Indication
Data Hold

LCD Backlight

High Voltage Indication
Input Protection

Data Logging

UT520 SERIES

UT529A / UT529B / UT529C

CAT”I EN61010-1
EN61326-1

W UT529C
W UT529B
Range Best Accuracy
UT529A UT529B UT529C
Test Voltages 100V/250V/500V +10%
250V/500Vv/1000V +10% +10%
0.05MQ~110MQ +(5%+5)
0.05MQ~250MQ +(5%+5)
Range 0.05MQ~275MQ +(5%+5) +(5%+5)
0.05MQ~500MQ +(5%5)
0.05MQ~550MQ +(5%5) +(5%+5)
0.05MQ~1GQ +(5%+5) +(5%+5)
Short Circuit Current: <2mA N, N N,
Range 20/20Q/100Q +(2%+5) +£(2%+5)  +(2%+5)
Test Open DC Voltage 5V v N N
Test Current(MAX) 250mA N, N N
AC Voltage (Freq.) 0V~600V(50Hz~60Hz) +(3%+5) +(3%+5) +(3%+5)
Frequency Range 50Hz~400Hz +(1%+3)
Range -600V~600V +(3%t5) +(2%5) +(3%5)
200Q +(3%+10) +(3%+10)
Range 200Q/2000Q +(3%+3) +(3%+3)
40Q +(3%+20)
400Q/4000Q +(3%+3)
0V~600V(45Hz~65Hz) +(3%5) +(3%5) +(3%5)
Range Ou~20pF +(3%+10) +(3%+10)  +(3%+10)
Test Frequency 400Hz v v v
10000 10000 10000
v N, v
Ground Resistance Only R N )
Ground Resistance Only N ) 3
7] J 7]
N, N, N
N, v
v N, v
N, N N,
7] J 7]
20

GENERAL CHARACTERISTICS

Power

LCD Size

Product Color
Product Net Weight

Product Size
Standard Accessories

Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement
Standard Carton Gross Weight

1.5V Batteries(LR6) x 8

125mm x 37mm

Red and Gray

10009

210mm x 175mm x 90mm

Batteries, Carrying Bag, Simple Test Lead With Clips (double plugs x 1, single plug x 1), Standard Test Lead with
Clips (20M red x 1, 10M yellow x 1, 5M green x 1) , Test Probe x 2, Alligator clip with Test Lead
Gift Box, English Manual

4 PCs

545x370x295mm (0.06CBM Per Standard Carton)

15 Kg
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UT530 SERIES

UTs31/UT532/ UT533

EN61010-1
CE€
SPECIFICATIONS

LUINFT Graas  awsuuarion wuemmesen

Specifications Range Best Accuracy
Model UT531 UT532 UT533
500V/1000V 0%~10%
0/ ~ 0,
Test Voltage 250V/500V/1000V 0%~10%
50V/100V/500V/
1000V/2500V LU
50V 0.1MQ~50.0MQ +(3%+5)
100V 0.1MQ~100.0MQ +(3%+5)
250V 0.2MQ~99.9MQ +(3%+5) +(3%+5)
TRUE RS Insulation Resistance(Q) 100MQ~250MQ £(3%+5) *(3%+5)
e 500V 0.5MQ~99.9MQ  +(3%+5) #(3%+5) #(3%+5)
100MQ~500MQ  #(3%+5) (3%+5) *(3%+5)
40MQ~99.9MQ  +(3%+5) +(3%+5) +(3%+5)
100MQ~600MQ  £(3%+5)
1000V
100MQ~999MQ +(3%+5) *(3%+5)
. UT53 1 1.00G0Q~2.00GQ +(5%+5) +(5%+5)
Short-Circuit
Current <2mA v v v

Multimeter Specifications

DC Voltage (V) 60mV/600mV/6V/60V/600V/1000V  +(0.3%+4) (0.3%+4) +(0.3%+4)
AC Voltage(50Hz~1kHz) 6V/60V/600V/1000V £(1%+3)  #(1%+3) £(1%+3)
DC Current (A) 60mA/600mA +(1.0%+2) £(1.0%+2) +(1.0%+2)
AC Current(50Hz~1kHz) 60mA/600mA £(1.5%+2) +(1.5%+2) +(1.5%+2)
Resistance (Q) 600Q/6kQ/60kQ/600kQ/6MQ/40MQ  £(0.9%+2) +(0.9%+2) +(0.9%+2)
Capacitance (F) 10nF/100nF/1uF/10uF/100pF +(3%+5)  +(3%+5) £(3%+5)
Frequency (Hz) 60Hz/600Hz/6kHZ/60kHZ/600kHZ/AMHz  £(0.1%+3)  £(0.1%+3) +(0.1%+3)
Temperature (°C) -40°C~537°C +(1%+10) +(1%+10)
Temperature (°F) -40°F~998°F +(1%+18) £(1%+18)
Display Count 6000 6000 6000
L Auto Range N i N
True RMS i N Wi
Diode Wi N i
Auto Power Off N N J
Continuity Buzzer N i N
W UT532 Low Battery Indication Wi N Wi
Data Hold N N J
L MAX/MIN v v v
Data Logging 9 9 9
LCD Backlight Vi N Wi
Full Icon Display i i i
GENERAL CHARACTERISTICS
Power 1.5V Alkaline Batteries(LR6)x6
LCD Size 81mm X 46mm
Product Color Red and Grey
Product Net Weight 505¢g
Product Size 96.7mm X 202.8mm X46 mm
b v Ic: UT531-Batterise, Test Lead, Alligator Clip, Carrying Bag
mATSScom 4wtz Standard Accessories UT532/533-Batterise, Test Lead, Alligator Clip, Point Contact Temperature
Probe, Carrying Bag
Standard Individual Packing Gift Box, English Manual
Standard Quantity Per Carton 20 pcs

Standard Carton Measurement 460%x400%368mm(0.068 CBM Per Standard Carton)
Standard Carton Gross Weight 22.2Kg

W UT533
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LINI-T

EN61010-1

CATIll] Ens1010-2-030
EN61326-1

W UTS572

SPECIFICATIONS

Specifications Range Best Accuracy
Model uUT572
40 +(3%+15)
40Q
Earth Resistance(Re) 400Q +(3%+5)
4kQ
40kQ
40
40Q p=2xTxLxRe
Soil Resistivity( p ) 400Q (Depending on the
%0 testresult of Re)
40kQ
Disturbance Voltage (Ust) 50V(DC test or AC test at 40Hz~500Hz) +(3%+3)
Disturbance Frequency (Fst) 40Hz~500Hz +(1%+2)
2/3/4 Wire Test N
Earth Resistance Test Frequency 94/128Hz N
Soil Resistivity Test Distances 1~40m N
Earth Resistance RH and RS Test i
Compensating Resistance RK Test N
Data Storages 20 i
LCD Backlight N
Auto Power Off Around 5 Minutes N
Low Battery Indication <9.5V N,

GENERAL CHARACTERISTICS

Power 1.5V Batteries(LR6) x 8
LCD Size 125mm x 37mm

Product Color Red and Grey

Product Net Weight 11009

Product Size 210mm x 175mm x 90 mm

Batteries, Simple Test Lead with Alligator Clips(double plugs x 1, single plug x 1), Standard Test Lead with Alligator

Standard Accessories Clips(40m red x 1, 20m red x 1, 20m black x 1, 10m yellow x 1, 5m green x 1), Earth Spike x 2
Standard Individual Packing Gift Box, Carrying Bag, Tool Box, English Manual

Standard Quantity Per Carton 2PCs

Standard Carton Measurement 475x378x355mm (0.064 CBM Per Standard Carton)

Standard Carton Gross Weight 15 Kg

136



- Il PANTONE 1797 C Il PANTONE 426U <&M

LINI-T

UT580 SERIES

Urs81/UT582

CATII EN61010-1
EN 61326-1

m UT581 W UT582

SPECIFICATIONS

Specifications Range Best Accuracy
Model uUT581 UT582
Range Select Rated Operating Current Trip Time
x1/2 10mA/20mA/30mA/100mA/300mA/500mA  1000mS N N
<1 10mA/20mA/30mA/100mA/300mA 1000mS N, N
500mA 300mS N, N
x5 10mA/20mA/30mA 1000mS N, N
RCD Measurement 250mA 250mA 40mS N
AUTO RAMP 10mA/20mA/30mA/100mA/300mA/500mA  300mS N
Trip Current Accuracy +10 +10
Trip Time Accuracy +(0.6%+4) +(0.6%+4)
Trip Time Resolution 1mS v N
Operational Voltage(Freq.) 195V~253V(50Hz) v v
Display Count 1000 1000
Phase Switch 0°and 180° N, N,
Connections Check Function Lamps Indication ) i
AUTO RAMP Function Test the trip time and trip current v
Disconnect Buzzer v v
Over-Range Display oL J J
Fused J N
Mis-Operation Buzzer N J
Power off Buzzer J J
Full Icon Display J J

GENERAL CHARACTERISTICS

Power No Battery is required

LCD Size 71mm x 34mm

Product Color Red and Gray

Product Net Weight 4009

Product Size 160mm x 100mm x 71mm

Standard Accessories Test Lead,Carrying Bag

Standard Individual Packing Gift Box,English Manual

Standard Quantity Per Carton 20 PCs

Standard Carton Measurement 440mm x 430mm x 335mm (0.063 CBM Per Export Carton)
Standard Carton Gross Weight 20.5 Kg
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LINI-T

UTS580 SERIES

UT583/UT585/UT586

EN61010-1

CATIll] Ens1010-2-030
EN61326-1

DHGITAL RCOMELCE) TESTER

BOVE

W UT583 WUT586
W UT585
SPECIFICATIONS
Specifications Range Best Accuracy
Model UT583 UT585 UT586
Range Select Rated Operating Current Trip Time N Vi J
<12 10mA/20mA/30mA/100mA/300mA/500mA 1000mS N N
10mA/20mA/30mA/100mA/200mA/300mA/500mA/1000mA  2000mS N
10mA/20mA/30mA/100mA/300mA/500mA 1000mS N N
x1 10mA/20mA/30mA/100mA/200mA/300mA 1000mS N
500mA/1000mA 200mS N,
x2 10mA/20mA/30mA/100mA/300mA 1000mS N N
RCD Measurement 10mA/20mA/30mA/100mA/200mA/300mA/500mA 200mS N
10mA/20mA/30mA/100mA 300mS N
x5 10mA/20mA/30mA/100mA/200mA 300mS N
10mA/20mA/30mA/100mA/200mA 200mS N
AUTO RAMP 10mA/20mA/30mA/100mA/300mA/500mA 300mS N N
10mA/20mA/30mA/100mA/200mA/300mA/500mA/1000mA  300mS N
MANUAL RAMP 10mA/20mA/30mA/100mA/200mA/300mA/500mA/1000mA  300mS N
Trip Current Accuracy +10% +10% +10%
Trip Time Accuracy +(06%+4) +(06%+4) +(0.6%+4)
Trip Time Resolution 1mS 1mS 1mS
Operational Voltage(Freq.) 230V(50Hz) +10% +10% +10%
AC Voltage (V) (Freq.) 60V~400V (50~60Hz) +(5%+2) +(5%+2) +(5%+2)
Auto Power Off N v N
Low Battery Indication N N N
Data Hold N, N N
LCD Backlight N N N,
Contact Voltage Automatic Detection N N N
Over-Temperature Detection J J J
Lock Test Function v N
Connections Check Function Lamps Indication v v J
Fuse Security N W J
GENERAL CHARACTERISTICS
Power 1.5V Batteries (LR6) x 8
LCD Size 125mm x 37mm
Product Color Red and Gray
Product Net Weight 10009
Product Size 210mm x 175mm x 90mm
Standard Accessories Batteries, Test Lead
Standard Individual Packing Gift Box, Tool Box, English Manual
Standard Quantity Per Carton 4 PCs
Standard Carton Measurement 505mm x 345mm x 345mm (0.06 CBM Per Standard Carton)
Standard Carton Gross Weight 13 Kg
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UT600 SERIES

ureotr /UT602/ UT603
ENE7326-7
ureot
SPECIFICATIONS
Specifications Range Best Accuracy
Model uT601 UT602 UT603
200Q/200Q/2kQ/20kQ/200kQ/ 0,
2MQ/20MQ/200MQ/2000MQ S
Resistance(Q) g%zooo/zko/zom/zoom/ +(08%+1)
/20MQ/2000MQ
2000/2kQ/20kQ/200kQ/2MQ/20MQ +(08%+1)
200pF/2nF/20nF/200nF/2ufF/
. 20uF/200uF/2mF/20mF Oy
Capacitance (F)
2nF/20nF/200nF/2uF/20uF/ +(1%+5)
200uF/600uF -
2mH/20mH/200mH/2H/20H/200H +(2%+8)
Inductance (H) 2mH/20mH/200mH/2H/20H +(2%+8)
Display Count 2000 2000 2000
Manual Range J J N
Diode ] N J
Transistor J ) J
Continuity Buzzer J J i
Low Battery Indication N N J
Data Hold v

A Do not test voltage

&

GENERAL CHARACTERISTICS

Power 9V Battery(6F22)

LCD Size 61x32mm

Product Color Red and Grey

Product Net Weight UT601/UT602-3109,UT603-312g
Product Size 172mm x 83mm x 38mm
Standard Accessories Battery, Test Clip,Holster
Standard Individual Packing Gift Box, English Manual
Standard Quantity Per Carton 40 PCs

Standard Carton Measurement 645x450%x340mm (0.099 CBM Per Standard Carton)
Standard Carton Gross Weight 19.5 Kg

€

&
M Donctiestvotage com

'y

W UT603
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LINI-T

UT6170 SERIES

ureirt /ureiz

ENE71326-7
Specifications Range Best Accuracy
Model UTé611 UT612
600puH~200H +(0.4%+2
Inductance (H) H (0:4%+2)
20pH~2000H +(0.5%+5)
600pF~10mF +(0.4%+2,
Capacitance (F) P m (A2
Handheld LCR Meter 200pF~20mF +(0.5%+5)
I~ + [o)
M i Resistance (Q) 60Q~20MQ +(0.4%+2)
20Q~200MQ +(0.3%+5)
FREQ STORE ENTER
100Hz/120Hz/1kHz/10kHz N
Test Frequency (Hz)
100Hz/120Hz/1kHz/10kHz/100kHz N
) Operational Voltage 0.8Vrms v
A 0.6Vrms i
4 P Test Parameters L/C/R/DCR/Q/D/B/ESR i J
v
C€ Display Count 6000 20000
A e e D/Q Display Count 1000 2000
DO NOT APPLY VOLTAGE TO INPUT TERMINALS D/Q Resolution 0.001 J J
Auto Range i N
Real-Time Display Test Frequency N N
Measurement Mode Series/Parallel Wi i
Auto Power Off i N,
Low Battery Indication <6.8V N N
Data Hold i Wi
B UT611 Relative Mode N N
USB Interface N
USB Interface/PC Data Records 60000
Data Storage 1000
LCD Backlight i Wi
Analogue Bar Graph 31 26
Deviation Ratio Measurement J
Comparsion Function Wi Wi
Calibration Function i i
Output Impedance 120Q i N
Auto LCR Smart Check and Measurement N J

140

Power

LCD Size

Product Color
Product Net Weight

Product Size
Standard Accessories

Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement
Standard Carton Gross Weight
Optional Accessories

GENERAL CHARACTERISTICS

9V Battery(6F22) or USB

40mm x 63mm

Red and Grey

37449

96mmx193mmx47mm

Battery,SMD Test Clamp,USB Interface Cable,PC Software CD
(UT612 Only) ,Multi-Purpose Socket

Gift Box, English Manual

24 PCs

600x370%474mm (0.105 CBM Per Standard Carton)
25.4 Kg

USB Power Adapter

mUT612
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LINI-T

UT620 SERIES

UT620A/ UT6208B (new)

UNI-T UT620A Digital Micro Ohm Meters

‘U ) COMP FAIL PASS IND B |
SET HI LO ZERO AUTO FTM Kma

HB86

HOLD USB FULL
START LOAD.NO

EN61326-1

SPECIFICATIONS

Specifications Range Best Accuracy

Model UT620A uUT620B

Resolution 10pQ 1uQ
120.00mQ/5A +(0.25%+25)
60.000mQ/10A +(0.25%+25)
600.00mQ/1A 1(0.25%+25) +(0.01%+20)

Resistance(Q) 6.0000 Q/100mA +(0.25%+25) +(0.01%+20)
60.000Q/10mA +(0.25%+25) +(0.01%+20)
600.00Q/1mA +(0.25%+25) +(0.1%+25)
6.0000kQ/100uA +(0.75%+30) +(0.25%+30)

LCD Counts 60000 60000

Four-Wire Measurement Vi N

Wire Length Measurement Wi i

High/Low Limit Alarm N o

Data Storage 1000 1000

USB Data Transfer N v

Manual Range Wi i

Display Backlight N N

Low Battery Indication N )

GENERAL CHARACTERISTICS

Power 7.4V 4000mAh Lithium Battery

LCD Size 116mm x 87.5mm

Product Color Red and Grey

Product Net Weight 1.5Kg

Product Size

Standard Accessories
Standard Individual Packing
Standard Quantity Per Carton
Standard Carton Measurement
Standard Carton Gross Weight
Optional Accessories

268mm x 168mm x 60mm

Kelvin Clips(Red&Black),Power Adaptor,USB Cable,Software CD

Gift Box, Carrying Bag, English Manual
5PCs

390mm x 370mm x 285mm(0.041 CBM Per Standard Carton)

11.5 Kg
Four-Wire Test Probes(Red&Black)x1
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LINI-T

UT650 SERIES

UT651A/ UT6518
uL61010-1
C € (('I'l,) CATII] Ens1o10-1
N EN61010-2-030
Intertek EN61326-1
SPECIFICATIONS
Specifications Range Best Accuracy
:r':::r Model UT651A UT651B
Lamp Tester Test Voltage Around 3000V 3 Y
Test Frequence 68kHz~72kHz Wi N
Continuity Test 0~1kQ N N
| _Featyres
Extended Antenna i
Flashlight N, N,
LED Alarm N N
Buzzer Alarm J i
B UT651A Low Battery Indication N N
Auto Power Off Wi N

GENERAL CHARACTERISTICS

Power AAA 15V x4

Product Color Red and Grey

Product Net Weight 236.5¢

Product Size 220mm x 55mm x 30mm
Standard Accessories Batteries

Standard Individual Packing Gift Box, English Manual
Standard Quantity Per Carton 40 PCs

Standard Carton Measurement 265mm x 240mm x 485mm (0.031 CBM Per Standard Carton)
Standard Carton Gross Weight 11 Kg

uTEs1E

Lamp Tester

mUT651B
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LINI-T

UT6817 SERIES

UT681A/ UTN-01

NEW EN61326-1

SPECIFICATIONS

Model UT681A
Toning Cable Location Vi

Port Blinking J

Cable ID N

Wire Sequence Scanning N

Loop Resistance Test Vi

Test Port RJ-45x1, RJ-11 x 1
Display 2.0 Inches LCD, 128x64
Language Version Chinese operation menu

UTN-01 (Test Probe)

Power 2 xAA Alkaline Battery or 2 x AANiCd/NiMH Battery
Test Port RJ-45 x1

User interface LED x7

Weight 859

W UT681A

GENERAL CHARACTERISTICS

Power 2 xAA Alkaline Battery
Product Color Red and Grey

Product Net Weight 100g

Standard Accessories Battery, Test Probe (UTN-01)
Standard Individual Packing Gift Box,English Manual

Standard Quantity Per Carton 32pcs
Standard Carton Measurement 600x420x500mm (0.126 CBM Per Standard Carton)
Standard Carton Gross Weight 26.5kg

W UTN-01
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UNI- I ® UT-DO7A/ UT-B21A/ UT-L57A / UT-L58A / UT-L59A / UT-L69A

Bluetooth Adaptor m Magnetic Hanger
Blutooth 4.0 Communication Protocol ®m Magnetic Strength: 2490 GS
SupportiSO 6.0 or Above m Adjustable Length Hanger Strip

Support Android 4.0 or Above
Support: UT71, UT171, UT181 Series Digital Multimeters
Power by AAA Battery x 2

m Support: UT139 Series Digital Multimeters

Alligator-Clip Test Cable Alligator-Clip Test Cable

Length of Test Cable: 5 meters Length of Test Cable: 10 meters

Safety Catagory: CAT 111 600V 10A Safety Catagory: CAT 111 600V 10A

Support: UT521, UT522 Earth Ground Testers Support: UT521, UT522 Earth Ground Testers

Alligator-Clip Test Cable m Earth Ground Test Cable

Length of Test Cable: 20 meters B Length of Test Cable: 40 meters
Safety Catagory: CAT 111 600V 10A m Safety Catagory: CAT II1 600V 10A
Support: UT521, UT522, UT572 Earth Ground Testers m Support: UT572 Earth Ground Testers
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UNI- I® Ur-co4/UT-CO7 /UT-L13/UT-L23 / UT-DO3 / UT-D04

m Insulated Allicator Clip with Banana Type Jack; m Extendable Probe makes measurement more convenient;
m Allicator Clip Length: 82mm, Maximum Opening: 33mm; m Standard banana interface could connect to multiple types
m CATIII 1000V 10A of test lead adapters;

m CAT Il 1000V, CATIV 600V 5A

® Double Insulation, UL authenticated test cable, @4mm standard ® Double Insulation, CE authenticated, connector with protection
probe could connect to standard banana interface; cover, to ensure effective connectivity;

® Removable insulation cap is used for probe protection; = 150 core, cable length: 1230mm, Probe Body Length: 130mm,

= Cable length:1200mm, probe body length:128mm, probe length:18mm; Probe Length: 18mm;

® CATIII 1000V 10A ® Temperature: 0°C~50°C

® CATI111000V, CAT IV 600V 10A

®m Standard interface converter cable; ® |nfrared USB Connection Cable, applicable to data transfering
m Effective connection distance: 1000mm; for bench-type and handheld PC;
® Nodriver needed, applicable to convert connection m Effective connection distance: 1500mm;

bewteen test leads and PC. m Applicable to UT71A,UT71B,UT71C,UT71D,UT71E,etc.
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LINI-T

m Flat Plug Input, applicable to regular temperature measurement;
m Teflon coating insulation;

m Not applicable for liquid measurement;

m Accuracy: £0.75%

m Range:-40°C~260°C(-40°F~500°F)

For food temperature measurement;

Also for liquid and gel temperature measurement;
Entire probe covered with metal coating protection;
Probe length: 180mm, Lead wire length: 1000mm;
Range: -50°C~600°C ( -50°F ~1112°F )

m Forflat or convex surface test; Applicable to hot roller
and vessel surface temperature measurement;

m Probelength: 125mm, Lead wire length: 1000mm;

m Range: -50°C ~500°C(-50°F ~932°F)
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Ur-1o1/U7-7103/UT-T04 / UT-T05 / UT-T06 / UT-T07

Forliquid and gel temperature measurement;

Entire probe covered with metal coating for protection;
Probe length:180mm, Lead wire length: 1000mm;
Range: 50°C ~500°C-(-50°F ~ 1112°F)

=

m Forairor gas temperature measurement;
B Thermocouple protected with stainless steel gas
adjustment holes;

m Not applicable for liquid measurement;
m Probe length: 156mm, Lead wire length: 1000mm;

m Range: -50°C ~900°C(-50°F ~1652°F)

m For flat or convex surface test; Applicable to hot roller and vessel
surface temperature measurement;

m Probe length: 200mm, Probe head is 90° curved, Lead wire length: 1000mm;

m Range: -50°C ~500°C(-50°F ~932°F)
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UNI- I® UT-HO5 / UT-V23 / UT-M0O3 / UT-U0T / UT-M04 / UT-MO7

Passive Probe (1:1/10:1)

Bandwidth 200MHz

Input Resistance 1x:1MQ+2%,10x:10MQ+2%

Input Capacitance 1x:85pF~115pF,10x:18.5pF~22.5pF
Compensation Range 15pF~30pF

Operating Voltage 1x:300Vp-p,10%x:600Vp-p

C/V CONVERTOR

m C/V Convertor(4mA/40mA/400mA)

® Max input current 4mArange:10mA; 40mA
range:100mA; 400mArange:1A

C/V CONVERTOR
UT-MD4

INPUT: 4ABA

m C/V Convertor(4A)
m Max input current:10A

m Passive Probe (100:1)

= Bandwidth 100MHz

m Input Resistance 100MQ+2%

m Input Capacitance 4pF~6pF

m Compensation Range 10pF~35pF
m Operating Voltage 2000V DC+ACpk

Bl [T ] M

LOGIC ANALYSER PROBE
uT-uo1

Logic Analyser Probe(16 Channels)
Bandwidth 20MHz

Max input voltage: +40Vpk
Min voltage slew: 1.2Vpp

UT-mo7

10A CURRENT DIVIDER

m C/V Convertor(10A)
m Max input current:10A
m ForUTD1000L Series Only
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