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Product Description

DV Lumistep startextreme for CPO

Standalone Dimmable sXt driver for CosmoPolis lamp

Korzysci

* Maximum energy saving due to very high efficiency

» Xtreme technology

* Automatic dimming for simply save 40% energy during night

* Integrated step-dim

» Xtreme reliable to maximize up-time and minimize maintenance cost

* Accurate power stabilization

« Suitable for outdoor environments (storms, moderate lightning
strikes, etc)

* Used also in the pole

* Uniform light level over whole installation

* Easy replacement in luminaire or mounted in the pole

 Perfect for refurbisment of conventional luminaires

Cechy

* High efficient driver up to 92%

* Integrated step dimming function for pre-programmed night dimming
of 6, 8 and 10 hours

» Xtreme long lifetime of 80.000

» Xtreme lightning protection 5kV

» Xtreme protection against humidity and vibation

* Accurate lamp power stabilization of +/-3% over wide mains voltage
range

» Same footprint and form factor as electromagnetic ballast

Whiosek

* Residential lighting
« City beautification
* Road lighting

PHILIPS

sense and simplicity



DV Lumistep startextreme for CPO 2

Produkty powiazane

Rysunki techniczne
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Product A1 (Norm) A2 (Norm) B1 (Norm) B2 (Norm) C1 (Norm) D1 (Norm)
DV LS sXt 60 CPO / 0-6-60  150.0 1359 65.0 46.8 65.0 50
DV LS sXt 60 CPO /2-6-60 1500 1359 65.0 46.8 65.0 50
DV LS sXt 90 CPO / 0-6-60  150.0 1359 65.0 46.8 65.0 5.0
DV LS sXt 90 CPO /2-6-60 1500 1359 65.0 46.8 65.0 50
DV LS sXt 140 CPO / 0-6-60  150.0 1359 65.0 46.8 65.0 5.0
DV LS sXt 140 CPO / 2-6-60 1500 1359 65.0 46.8 65.0 50

Pordwnaj tabeli

Kod zamé- Nazwa produktu Interfejs Obstugi- Obudowa Dedyko- Kod apli- Napiecie Czestotli- Moc systemu

wienia wana liczba wany do kacji sieciowe wosé (osprzet
lamp lamp sieciowa +lampa)

935318 00 DV LS Xt 60 CPO / 0-6-60 LS 1 150%65x65 cPO /0-6-60 208-277 50/60 60

935301 00 DV LS Xt 60 CPO /2660 LS 1 150%65x65 cPO /2-6-60 208-277 50/60 60

933673 00 DV LS sXt 90 CPO /0660 LS 1 150x65%65 CPO /0-6-60 208-277 50/60 90

933703 00 DV LS sXt 90 CPO / 2-6-60 LS 1 150%65x65 cPO /2-6-60 208-277 50/60 90

935332 00 DV LS sXt 140 CPO / 0-6-60 LS 1 150%65x65 cPO /0-6-60 208-277 50/60 140

935325 00 DV LS sXt 140 CPO / 2-6-60 LS 1 150%65x65 cPO /2-6-60 208-277 50/60 140
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