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Opis produktu
Dynadimmer

Autonomiczny sterownik instalowany w oprawie, do
stateczników elektronicznych pracujących na napięciach
1‑10 V Przeznaczony do instalacji zewnętrznych, takich jak
oświetlenia dróg, ulic, dzielnic mieszkaniowych i otwartych
przestrzeni Łatwe w obsłudze oprogramowanie pozwala
konfigurować 5‑stopniowy harmonogram przyciemniania
Program przyciemniania jest pobierany do sterownika
Dynadimmer za pośrednictwem programatora lub
komputerowego przewodu USB

Korzyści
• Najwyższa energooszczędność dzięki 5 poziomom ściemniania
• Samodzielny, brak czynności konfiguracyjnych, brak kosztów

bieżących
• Zmniejsza uciążliwość światła

Cechy
• Łatwe w obsłudze oprogramowanie pozwala przewidzieć skalę

oszczędności energii
• Bardzo małe rozmiary — zmieści się praktycznie w każdej oprawie
• Wersja SELV z podwójną izolacją dla opraw LED

Wniosek
• Każdy sterownik Dynadimmer może samodzielnie regulować

działanie zestawu statecznik-lampa
• Przeznaczony do użytku na drogach, ulicach, w strefach mieszkalnych

i na otwartych przestrzeniach, w tym na parkingach, w portach, na
dworcach kolejowych i w zakładach przemysłowych

• Konstrukcja sterownika Dynadimmer jest zoptymalizowana pod
kątem instalacji w oprawie lub na płycie montażowej

• Sterowniki Philips Dynadimmer zaprojektowano do współpracy z
osprzętem firmy Philips działającym na napięciach 1-10 V. Ponadto są
one kompatybilne ze statecznikami ściemniającymi wyposażonymi w
standardowe interfejsy 1-10 V.



Produkty powiązane

"Dynadimmer 1-10V is a lamp driver

control device that enables significant

energy savings with minimal installation

effort in a variety of applications.The small

stand-alone luminaire-based device can

drive any 1-10V electronic driver to meet

any required light levels at any time.

Dynadimmer does not require an

additional switching wire. The

Dynadimmer dimming schedule is flexible

up to five dimming levels and five time

periods. Easy-to-operate software and

programming equipment enable OEMs,

installers and municipal councils to

(re-)program the dim times and dim

levels as and when they wish.

Dynadimmer SELV is a lamp driver

control device that enables significant

energy savings with minimal installation

effort in a variety of applications. The

small stand-alone luminaire-based device

can drive any 1-10V electronic driver to

meet any required light levels at any time.

Dynadimmer does not require an

additional switching wire. The

Dynadimmer dimming schedule is flexible

up to five dimming levels and five time

periods. Easy-to-operate software and

programming equipment enable OEMs,

installers and municipal councils to

(re-)program the dim times and dim

levels as and when they wish.

Dynadimmer SELV has a galvanic

separation between the 1-10V output

and mains and as such can be used in

LED luminaires that are declared SELV

(Safety Extra Low Voltage). Dynadimmer

SELV can also be used for HID and

fluorescent and has similar functionality as

Dynadimmer 1-10V.

The USB Programming cable is a cable to

directly link and program Dynadimmer

from the PC. When using this cable no

Programmer tool is needed. The

Dynadimmer software has a special

button to activate the USB feature. In

addition to programming and uploading

the existing dimming schedule, an option

is available for multi-programming. With

multi-programming, connecting

Dynadimmer is sufficient to program it

and there is no need to press any button

on the computer. This is specially

designed for factories to program large

quantities in a very short time.

Dynadimmer Programmer is a robust tool

for programming Dynadimmer. Using the

Dynadimmer software, a dimming

schedule can be created and uploaded in

the Programmer. The Dynadimmer

software can be downloaded free of

charge at www.philips.com/dynadimmer.A

maximum of three dimming schedules

can be uploaded at the same time. The

Programmer can also be used to read

and store existing dimming schedules in

the field. The Dynadimmer Kit includes

the Dynadimmer Programmer, one PC

cable, one Programmer cable and 4 AA-

batteries.
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Rysunki techniczne
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Porównaj tabeli

Kod zamówienia Nazwa produktu
854701 00 LLC7210/00 CONTROLLER

881387 00 LLC7220/00 DYNADIMMER SELV

900576 00 LCC7210/00 DYNADIMMER USB PC CABLE

857177 00 KIT7210/00 PROGRAMMING KIT

Porównaj tabeli
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