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| Lisht Tube — ambience
and beauty

LightTube LED

With its contemporary urban design, LightTube is an
aesthetic lighting object that offers a daylight-bright
atmosphere at night and beauty by day. LightTube is
available with a choice of HID or tri-color LED light
sources. The light-conductive film inside the transparent
luminescent tube enhances the quality and uniformity of
the emitted light.LightTube LED RGB or AWB is
compatible with the full line of Philips DMX controllers.

Korzysci

* Integrates a light-conductive film for HID and LED light sources with
intelligent, dynamic lighting control systems

* Tailor-made luminaires developed around a vast choice of tube
diameters, heights, materials and finishes

* Easy, cost- and time-saving relamping by one operator only through

tiltable gear tray in the aluminum base

PHILIPS

sense and simplicity
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Specyfikacje

* Type
* Light source

* Light color
* Power consumption

* Inrush current

* Driver

* Optic

* Optical element

* Reflector

» Controls

* Materials and finishing

* Color

Produkty powiazane

HGS445
9 x LUXEON® K2

« Installation

Tri-color version: red, green, blue
(RGB), amber, white, blue (AVVB)

Max. 30 W (depends on displayed
color)

Max 1 A

220-240 V A/ 50-60 Hz, integrated
(PSR)

Indirect (10)

Light Conductive Film for an even
light distribution in the light emitting
tube

« Lifetime

* Accessories

Flat reflector

Compatible with full line of Philips * Main applications

DMX controllers

Housing: extruded aluminum
Tube: clear PMMA, shock-proof, with
optical light film

Philips Grey 10714 (GR)
Other RAL colors available on
request

LightTube HGS445 urban-lighting

luminaire

Rysunki techniczne

3643

HGS444/445

Equipped with a conventional flange
plate (270x270 mm) for four M18 x
400 mm anchor bolts (not supplied)
with a grid spacing of 200 mm.
Column extension for 1000 mm
embedded foundation is available. The
column base can be embellished with
a decorative cover

Cable gland: 2 x PG25, 2 x PG16 and
1 x PG20

Operating temperature: -20°C < T, <
35°C

50.000 hours (-30% flux depreciation)

Decorative column base cover,
ZGP440

1000 mm embedded foundation,
ZGP441

Urban areas, parks, gardens, car
parks, commercial centers, circulation
zones
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Wiecej o produkcie
Pordwnaj tabeli
Kod zamé6-  Rodzina Kod rodziny Barwa swiatta Kolor Optyka Osprzet Ozna- Test 850 Wspol- Trwatosc
wienia produktow Zrodta Swiatta  lampy czenie CE °C czynnik IK  uzytkowa
958399 00 HGS445 LED-K2 RD/GN/BL GR No No CE 850/5 K10 50000
958405 00 HGS445 LED-K2 AM/WH/BL GR No No CE 850/5 K10 50000
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