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SmartForm – nowy
standard oświetlenia
biurowego, zapewniany
przez oprawy
modułowe
przeznaczone do
wbudowania
SmartForm TBS462

Przeznaczone do wbudowania oprawy SmartForm,
odzwierciedlające dążenie firmy Philips do logicznych i
prostych rozwiązań, to uniwersalne oprawy o budowie
modułowej. Dostępne w wersjach kwadratowych i
prostokątnych dla źródeł światła MASTER TL5, oprawy
SmartForm zostały zaprojektowane w taki sposób, aby
pasować do przeróżnych sufitów modułowych (moduły
wielkości 625 mm). Stosująca energooszczędne źródła
światła MASTER TL5 oraz stateczniki elektroniczne rodzina
przeznaczonych do wbudowania opraw SmartForm może
być wyposażona w sterowniki służące do wykrywania
obecności osób (ActiLume) oraz regulację oświetlenia
względem natężenia światła dziennego (ActiLume/
Luxsense), co jeszcze bardziej zmniejsza całkowite koszty
posiadania. W ten sposób produkty oznaczone symbolem
Green Flagship zmniejszają również zużycie energii – bardzo
niska wartość W/m2 – oraz emisję CO2. Podstawą
przeznaczonych do wbudowania opraw SmartForm



TBS462 są wyjątkowej jakości mikrooptyki, a ich wysokość
wynosi zaledwie 45 mm, co czyli je rozwiązaniem idealnym
dla miejsc wymagających niezwykle płaskich opraw, np. w
przypadku prac renowacyjnych, gdzie ilość miejsca nad
sufitem podwieszanym może być ograniczona.

Korzyści
• Kwadratowe lub prostokątne oprawy do wbudowania, z

zaawansowaną mikro-optyką, tworzą ultra płaskie belki
oświetleniowe

• Wysokość do wbudowania to zaledwie 45 mm, co umożliwia
zastosowanie opraw w modułach z niewielką przestrzenią nad
profilem

• Niewidoczna obramówka, o wysokości zaledwie 5 mm gwarantuje
spojność z każdym typem sufitu modułowego

Specyfikacje

• Type TBS462 (modular light beam)
• Ceiling grid Module size: 625 mm

Exposed- and symmetrical concealed-
T-bar ceiling and plaster (board)
ceilings

• Light source Fluorescent:
- 2 x, 3 x or 4 x MASTER TL5 ECO /

G5 / 13, 20 W (square version)
- 2 x, 3 x or 4 x MASTER TL5 / G5 /

14, 24 W (square version)
- 1 x or 2 x MASTER TL5 ECO / G5 /

25, 32, 45, 50, 73 W (rectangular
version)

- 1 x or 2 x MASTER TL5 / G5 / 28,
35, 49, 54, 80 W (rectangular
version)

• Lamp included Yes, TL5 ECO (lamp color 830 or
840)
Yes, TL5 (lamp color 451 (ActiViva
Natural), 452 (ActiViva Active), 827,
830 or 840)
No

• Ballast Electronic, 220 - 240 V / 50 - 60 Hz:
- High Frequency Performer (HFP)
- High Frequency Regulator, DALI 

(HFD)
- High Frequency Regulator (HFR)
- High Frequency Regulator, touch-

switch (HFR-T)

• Optic Micro OLC very high efficiency high-
gloss optic (C8-VH)
Micro OLC performer high-gloss
optic (C8)
Micro OLC excellent comfort high-
gloss optic (C8-C)
Micro OLC very high efficiency semi-
high-gloss optic (D8-VH)
Micro OLC performer semi-high-
gloss optic (D8)
Micro OLC excellent comfort semi-
high-gloss optic (D8-C)
Micro matt mirror, ribbed cross
louvers (M2)
Micro high efficiency mirror, ribbed
cross louvers (M2-H)

• Optical cover Opal cover (O)
• Connection (outside

housing)
Push-in connector (PI) or with pull
relief (PIP)
Wieland connector GST 18, 3 or 4
poles (W, W4 respectively)
Wago connector, 3 or 4 poles (WA,
WA4 respectively)
Ensto connector, 3 or 4 poles (EN,
EN4 respectively)
Cable, length 200 cm, with plug CEE7
(CCE)

• Option Emergency lighting: 1 hour (EL1), 3
hours (EL3)
Lighting controls:
- Luxsense daylight controller micro

(LXM)
- ActiLume multi controller (ACL)
Euro fuse (FU) included
Internal PVC free wiring (PVCFR)
Safety cable (SC)
Separate switching (SW)
Separate switching EL-versions (SW-
EL)

• Infill plates Infill plate closed (IP)
Infill plate perforated (IPP)

• Material Housing: zinc-coated steel, rim post
lacquered, white RAL 9016 based
Optional white RAL 9010 or silver
grey RAL 9006 based
Rim detailing: seamless rim, width 12
mm, height 5 mm, post lacquered

• Installation Exposed ceilings: lay-in, no brackets
needed
Concealed ceilings: bracket ZBS460
SMB (4 pcs) reach is 25 - 45 or 65
mm
Concealed ceiling with T-bar 38 mm:
bracket ZBS460 SMB-TPM (4 pcs)
Plaster ceilings: bracket ZBS460 SMB-
PLC (24 pcs), reach is 10 - 20 mm

SmartForm TBS462 2

2011, Sierpień 16
Dane wkrótce ulegną zmianie



• Accessory Suspension bracket sets
• Remarks Protection foil to protect the optic

during installation
Dedicated luminaires available with
air-handling functionality (AIR), 50 m³/
hour/luminaire

• Main applications Office, education, healthcare, recrea-
tion, retail, industry

Produkty powiązane

SmartForm TBS462 recessed modular

with micro OLC very high efficiency high-

gloss optic (C8) and very-high-gloss optic

(C8-VH) and infill plate closed (IP)

SmartForm TBS462 recessed modular

with micro OLC very high efficiency high-

gloss optic (C8) and very-high-gloss optic

(C8-VH) and infill plate perforated (IPP)

SmartForm TBS462 recessed modular

with micro OLC excellent comfort high-

gloss optic (C8-C) and infill plate closed

(IP)

SmartForm TBS462 recessed modular

luminaire with micro OLC excellent

comfort high-gloss optic (C8-C) and infill

plate perforated (IPP)

SmartForm TBS462 recessed modular

with micro OLC excellent comfort semi-

high-gloss optic (D8-C) and infill plate

closed (IP)

SmartForm TBS462 recessed modular

with micro OLC excellent comfort semi-

high-gloss optic (D8-C) and infill plate

perforated (IPP)

SmartForm TBS462 recessed modular

with micro OLC very high efficiency semi-

high-gloss optic (D8) and very-high-gloss

optic (D8-VH) and infill plate closed (IP)

SmartForm TBS462 recessed modular

with micro OLC very high efficiency semi-

high-gloss optic (D8) and very-high-gloss

optic (D8-VH) and infill plate perforated

(IPP)
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Produkty powiązane

SmartForm TBS462 recessed modular

with micro optic with flat, profiled

lamellae (M2) and infill plate closed (IP)

SmartForm TBS462 recessed modular

with opal beam cover (O) and infill plate

closed (IP)

SmartForm TBS462 recessed modular

with micro OLC very high efficiency high-

gloss optic (C8) and very-high-gloss optic

(C8-VH) and infill plate closed (IP)

SmartForm TBS462 recessed modular

with micro OLC very high efficiency semi-

high-gloss optic (D8) and very-high-gloss

optic (D8-VH) and infill plate closed (IP)

SmartForm TBS462 recessed modular

with micro optic with flat, profiled

lamellae (M2) and infill plate closed (IP)

SmartForm TBS462 recessed modular

with opal beam cover (O) and infill plate

closed (IP)

SmartForm TBS462 recessed modular

with micro OLC very high efficiency high-

gloss optic (C8) and very-high-gloss optic

(C8-VH) and infill plate closed (IP)

SmartForm TBS462 recessed modular

with micro OLC very high efficiency high-

gloss optic (C8) and very-high-gloss optic

(C8-VH) and infill plate perforated (IPP)

SmartForm TBS462 recessed modular

with micro OLC excellent comfort high-

gloss optic (C8-C) and infill plate closed

(IP)

SmartForm TBS462 recessed modular

with micro OLC excellent comfort high-

gloss optic (C8-C) and infill plate

perforated (IPP)
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Produkty powiązane

SmartForm TBS462 recessed modular

with micro OLC excellent comfort semi-

high-gloss optic (D8-C) and infill plate

closed (IP)

SmartForm TBS462 recessed modular

with micro OLC excellent comfort semi-

high-gloss optic (D8-C) and infill plate

perforated (IPP)

SmartForm TBS462 recessed modular

with micro OLC very high efficiency semi-

high-gloss optic (D8) and very-high-gloss

optic (D8-VH) and infill plate closed (IP)

SmartForm TBS462 recessed modular

with micro OLC very high efficiency semi-

high-gloss optic (D8) and very-high-gloss

optic (D8-VH) and infill plate perforated

(IPP)

SmartForm TBS462 recessed modular

with micro optic with flat, profiled

lamellae (M2) and infill plate closed (IP)

SmartForm TBS462 recessed modular

with opal beam cover (O) and infill plate

closed (IP)

SmartForm TBS462 recessed modular

with micro OLC very high efficiency high-

gloss optic (C8) and very-high-gloss optic

(C8-VH) and infill plate closed (IP)

SmartForm TBS462 recessed modular

with micro OLC very high efficiency high-

gloss optic (C8) and very-high-gloss optic

(C8-VH) and infill plate perforated (IPP)

SmartForm TBS462 recessed modular

with micro OLC excellent comfort high-

gloss optic (C8-C) and infill plate closed

(IP)

SmartForm TBS462 recessed modular

with micro OLC excellent comfort high-

gloss optic (C8-C) and infill plate

perforated (IPP)
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Produkty powiązane

SmartForm TBS462 recessed modular

with micro OLC excellent comfort semi-

high-gloss optic (D8-C) and infill plate

closed (IP)

SmartForm TBS462 recessed modular

with micro OLC excellent comfort semi-

high-gloss optic (D8-C) and infill plate

perforated (IPP)

SmartForm TBS462 recessed modular

with micro OLC very high efficiency semi-

high-gloss optic (D8) and very-high-gloss

optic (D8-VH) and infill plate closed (IP)

SmartForm TBS462 recessed modular

with micro OLC very high efficiency semi-

high-gloss optic (D8) and very-high-gloss

optic (D8-VH) and infill plate perforated

(IPP)

SmartForm TBS462 recessed modular

with micro optic with flat, profiled

lamellae (M2) and infill plate closed (IP)

SmartForm TBS462 recessed modular

with opal beam cover (O) and infill plate

closed (IP)

Rysunki techniczne

TBS462 2 x TL5 PI
Product A (Min) A (Norm) A (Max) B (Min) B (Norm) B (Max)

TBS462 2x28W/840 HFP C8 PI IP 1247 36,5

TBS462 2x28W/840 HFP D8 PI IP 1247 36,5

TBS462 2x28W/840 HFP M2 PI IP 1247 36,5

TBS462 2x54W/840 HFP C8 PI IP 1247 36,5

TBS462 2x54W/840 HFP D8 PI IP 1247 36,5

TBS462 2x54W/840 HFP M2 PI IP 1247 36,5

TBS462 2x28W/840 HFP O PI IP 1247 36,5

TBS462 2x54W/840 HFP O PI IP 1247 36,5
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Rysunki techniczne

TBS462 2 x TL5 W
Product A (Min) A (Norm) A (Max) B (Min) B (Norm) B (Max)

TBS462 2x28W/840 HFP C8 W IPP 1247 36,5

TBS462 2x28W/840 HFP C8-C W IP 1247 36,5

TBS462 2x28W/840 HFP C8-C W IPP 1247 36,5

TBS462 2x28W/840 HFP C8-VH W IP 1247 36,5

TBS462 2x28W/840 HFP C8-VH W IPP 1247 36,5

TBS462 2x28W/840 HFP D8 W IPP 1247 36,5

TBS462 2x28W/840 HFP D8-C W IP 1247 36,5

TBS462 2x28W/840 HFP D8-C W IPP 1247 36,5

TBS462 2x28W/840 HFP D8-VH W IP 1247 36,5

TBS462 2x28W/840 HFP D8-VH W IPP 1247 36,5

TBS462 2x28W/840 HFD D8-VH W IP 1247 36,5

TBS462 2x28W/840 HFP D8 W IP 1247 36,5

TBS462 2x54W/840 HFD D8-VH W IP 1247 36,5

TBS462 2x54W/840 HFD D8-VH ACL W IP 1247 36,5

TBS462 2x54W/840 HFP C8 W IP 1247 36,5

TBS462 2x54W/840 HFP C8 W IPP 1247 36,5

TBS462 2x54W/840 HFP C8-C W IP 1247 36,5

TBS462 2x54W/840 HFP C8-C W IPP 1247 36,5

TBS462 2x54W/840 HFP C8-VH W IP 1247 36,5

TBS462 2x54W/840 HFP C8-VH W IPP 1247 36,5

TBS462 2x54W/840 HFP D8 W IP 1247 36,5

TBS462 2x54W/840 HFP D8 W IPP 1247 36,5

TBS462 2x54W/840 HFP D8-C W IP 1247 36,5

TBS462 2x54W/840 HFP D8-C W IPP 1247 36,5

TBS462 2x54W/840 HFP D8-VH W IP 1247 36,5

TBS462 2x54W/840 HFP D8-VH W IPP 1247 36,5

Akcesoria

ZBS460 SMB-PLC (24PCS)
Zaczepy do sufitu kartonowo-giposego

ZBS460 SMB-TPM (4PCS)
Zaczepy do sufitu z ukrytymi profilami T-

owe 38mm
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Akcesoria

ZBS460 SMB (4PCS)
Wieszaki dla sufitów o profilach ukrytych

Więcej o produkcie
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Więcej o produkcie
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TBS462 4xTL5-14W HFP D8
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TBS462 2xTL5-28W HFP D8
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TBS462 2xTL5-24W HFP D8
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TBS462 3xTL5-24W HFP D8
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TBS462 4xTL5-24W HFP D8
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TBS462 2xTL5-54W HFP D8
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TBS462 3xTL5-14W HFP D8
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TBS462 2xTL5-14W HFP C8
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TBS462 3xTL5-14W HFP C8
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Dane fotometryczne
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TBS462 4xTL5-14W HFP C8
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TBS462 2xTL5-28W HFP C8
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TBS462 2xTL5-24W HFP C8
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TBS462 4xTL5-24W HFP C8
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TBS462 2xTL5-54W HFP C8
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TBS462 2xTL5-14W HFP D8
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TBS462 3xTL5-24W HFP C8 TBS462 3xTL5-14W HFP C8-VH
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TBS462 3xTL5-14W HFP D8-VH
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Dane fotometryczne
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TBS462 4xTL5-14W HFP D8-VH
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TBS462 2xTL5-28W HFP D8-VH
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TBS462 2xTL5-54W HFP D8-VH
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TBS462 4xTL5-14W HFP C8-VH
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TBS462 2xTL5-28W HFP C8-VH
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TBS462 2xTL5-54W HFP C8-VH
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TBS462 2xTL5-54W HFP C8-C
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TBS462 2xTL5-54W HFP D8-C
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TBS462 3xTL5-14W HFP C8-C
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Dane fotometryczne
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TBS462 4xTL5-14W HFP C8-C

(cd/1000lm) L.O.R.=0.82

0-180
o

90-270
o

0
o

180
o

30
oo

30

60
oo

60

90
oo

90

120
oo

120

100

200

300

400

500

g

TBS462 2xTL5-28W HFP C8-C
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Dane fotometryczne
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Dane fotometryczne
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TBS462 2xTL5-28W HFP D8-C
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Dane fotometryczne
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TBS462 2xTL5-28W HFP D8-VH
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TBS462 3xTL5-14W HFP C8-C TBS462 3xTL5-14W HFP C8-VH
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TBS462 3xTL5-14W HFP D8
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Dane fotometryczne
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TBS462 3xTL5-14W HFP D8-C
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TBS462 3xTL5-14W HFP D8-VH
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TBS462 4xTL5-14W HFP C8
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Dane fotometryczne
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TBS462 4xTL5-14W HFP D8-VH

Porównaj tabeli

Kod zamó-
wienia

Rodzina
produktów

Ilość
źródeł
światła

Optyka Kod
rodziny
źródła
światła

Moc
lampy

Barwa
światła
lampy

Kolor Oświetlenie
awaryjne

Napięcie Kod IP Osprzęt

006639 00 TBS462 2 C8 TL5 28 840 WH No 220-240 IP20 HFP

006677 00 TBS462 2 C8-VH TL5 28 840 WH No 220-240 IP20 HFP

006769 00 TBS462 2 C8 TL5 54 840 WH No 220-240 IP20 HFP

008169 00 TBS462 2 C8 TL5 54 840 WH No 220-240 IP20 HFP

008206 00 TBS462 2 C8-VH TL5 54 840 WH No 220-240 IP20 HFP

006646 00 TBS462 2 C8 TL5 28 840 WH No 220-240 IP20 HFP

006684 00 TBS462 2 C8-VH TL5 28 840 WH No 220-240 IP20 HFP

008176 00 TBS462 2 C8 TL5 54 840 WH No 220-240 IP20 HFP

008213 00 TBS462 2 C8-VH TL5 54 840 WH No 220-240 IP20 HFP

006653 00 TBS462 2 C8-C TL5 28 840 WH No 220-240 IP20 HFP

008183 00 TBS462 2 C8-C TL5 54 840 WH No 220-240 IP20 HFP

006660 00 TBS462 2 C8-C TL5 28 840 WH No 220-240 IP20 HFP

Porównaj tabeli
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Porównaj tabeli

Kod zamó-
wienia

Rodzina
produktów

Ilość
źródeł
światła

Optyka Kod
rodziny
źródła
światła

Moc
lampy

Barwa
światła
lampy

Kolor Oświetlenie
awaryjne

Napięcie Kod IP Osprzęt

008190 00 TBS462 2 C8-C TL5 54 840 WH No 220-240 IP20 HFP

006714 00 TBS462 2 D8-C TL5 28 840 WH No 220-240 IP20 HFP

008244 00 TBS462 2 D8-C TL5 54 840 WH No 220-240 IP20 HFP

006721 00 TBS462 2 D8-C TL5 28 840 WH No 220-240 IP20 HFP

008251 00 TBS462 2 D8-C TL5 54 840 WH No 220-240 IP20 HFP

006691 00 TBS462 2 D8 TL5 28 840 WH No 220-240 IP20 HFP

006738 00 TBS462 2 D8-VH TL5 28 840 WH No 220-240 IP20 HFP

006776 00 TBS462 2 D8 TL5 54 840 WH No 220-240 IP20 HFP

008084 00 TBS462 2 D8-VH TL5 28 840 WH No 220-240 IP20 HFD

008091 00 TBS462 2 D8-VH TL5 28 840 WH No 220-240 IP20 HFD

008121 00 TBS462 2 D8 TL5 28 840 WH No 220-240 IP20 HFP

008145 00 TBS462 2 D8-VH TL5 54 840 WH No 220-240 IP20 HFD

008152 00 TBS462 2 D8-VH TL5 54 840 WH No 220-240 IP20 HFD

008220 00 TBS462 2 D8 TL5 54 840 WH No 220-240 IP20 HFP

008268 00 TBS462 2 D8-VH TL5 54 840 WH No 220-240 IP20 HFP

006707 00 TBS462 2 D8 TL5 28 840 WH No 220-240 IP20 HFP

006745 00 TBS462 2 D8-VH TL5 28 840 WH No 220-240 IP20 HFP

008237 00 TBS462 2 D8 TL5 54 840 WH No 220-240 IP20 HFP

008275 00 TBS462 2 D8-VH TL5 54 840 WH No 220-240 IP20 HFP

006752 00 TBS462 2 M2 TL5 28 840 WH No 220-240 IP20 HFP

006783 00 TBS462 2 M2 TL5 54 840 WH No 220-240 IP20 HFP

008138 00 TBS462 2 No TL5 28 840 WH No 220-240 IP40 HFP

008282 00 TBS462 2 No TL5 54 840 WH No 220-240 IP40 HFP

008022 00 TBS462 2 C8 TL5 14 840 WH No 220-240 IP20 HFP

008107 00 TBS462 2 C8 TL5 24 840 WH No 220-240 IP20 HFP

008039 00 TBS462 2 D8 TL5 14 840 WH No 220-240 IP20 HFP

008060 00 TBS462 2 D8 TL5 24 840 WH No 220-240 IP20 HFP

006622 00 TBS462 2 M2 TL5 24 840 WH No 220-240 IP20 HFP

008046 00 TBS462 2 M2 TL5 14 840 WH No 220-240 IP20 HFP

008053 00 TBS462 2 No TL5 14 840 WH No 220-240 IP40 HFP

008077 00 TBS462 2 No TL5 24 840 WH No 220-240 IP40 HFP

006790 00 TBS462 3 C8 TL5 14 840 WH No 220-240 IP20 HFP

006837 00 TBS462 3 C8-VH TL5 14 840 WH No 220-240 IP20 HFP

006936 00 TBS462 3 C8 TL5 24 840 WH No 220-240 IP20 HFP

008299 00 TBS462 3 C8 TL5 14 840 WH No 220-240 IP20 HFP

006806 00 TBS462 3 C8 TL5 14 840 WH No 220-240 IP20 HFP

006844 00 TBS462 3 C8-VH TL5 14 840 WH No 220-240 IP20 HFP

006813 00 TBS462 3 C8-C TL5 14 840 WH No 220-240 IP20 HFP

006820 00 TBS462 3 C8-C TL5 14 840 WH No 220-240 IP20 HFP

006875 00 TBS462 3 D8-C TL5 14 840 WH No 220-240 IP20 HFP

006882 00 TBS462 3 D8-C TL5 14 840 WH No 220-240 IP20 HFP

006851 00 TBS462 3 D8 TL5 14 840 WH No 220-240 IP20 HFP

006899 00 TBS462 3 D8-VH TL5 14 840 WH No 220-240 IP20 HFP

006943 00 TBS462 3 D8 TL5 24 840 WH No 220-240 IP20 HFP

008305 00 TBS462 3 D8 TL5 14 840 WH No 220-240 IP20 HFP

902927 00 TBS462 3 D8-VH TL5 14 840 WH No 220-240 IP20 HFP

006868 00 TBS462 3 D8 TL5 14 840 WH No 220-240 IP20 HFP
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Porównaj tabeli

Kod zamó-
wienia

Rodzina
produktów

Ilość
źródeł
światła

Optyka Kod
rodziny
źródła
światła

Moc
lampy

Barwa
światła
lampy

Kolor Oświetlenie
awaryjne

Napięcie Kod IP Osprzęt

006905 00 TBS462 3 D8-VH TL5 14 840 WH No 220-240 IP20 HFP

006912 00 TBS462 3 M2 TL5 14 840 WH No 220-240 IP20 HFP

006950 00 TBS462 3 M2 TL5 24 840 WH No 220-240 IP20 HFP

006929 00 TBS462 3 No TL5 14 840 WH No 220-240 IP40 HFP

006967 00 TBS462 3 No TL5 24 840 WH No 220-240 IP40 HFP

006974 00 TBS462 4 C8 TL5 14 840 WH No 220-240 IP20 HFP

007018 00 TBS462 4 C8-VH TL5 14 840 WH No 220-240 IP20 HFP

007117 00 TBS462 4 C8 TL5 24 840 WH No 220-240 IP20 HFP

008336 00 TBS462 4 C8 TL5 14 840 WH No 220-240 IP20 HFP

006981 00 TBS462 4 C8 TL5 14 840 WH No 220-240 IP20 HFP

007025 00 TBS462 4 C8-VH TL5 14 840 WH No 220-240 IP20 HFP

006998 00 TBS462 4 C8-C TL5 14 840 WH No 220-240 IP20 HFP

007001 00 TBS462 4 C8-C TL5 14 840 WH No 220-240 IP20 HFP

007056 00 TBS462 4 D8-C TL5 14 840 WH No 220-240 IP20 HFP

007063 00 TBS462 4 D8-C TL5 14 840 WH No 220-240 IP20 HFP

007032 00 TBS462 4 D8 TL5 14 840 WH No 220-240 IP20 HFP

007070 00 TBS462 4 D8-VH TL5 14 840 WH No 220-240 IP20 HFP

007124 00 TBS462 4 D8 TL5 24 840 WH No 220-240 IP20 HFP

008312 00 TBS462 4 D8-VH TL5 14 840 WH No 220-240 IP20 HFD

008329 00 TBS462 4 D8-VH TL5 14 840 WH No 220-240 IP20 HFD

008343 00 TBS462 4 D8 TL5 14 840 WH No 220-240 IP20 HFP

007049 00 TBS462 4 D8 TL5 14 840 WH No 220-240 IP20 HFP

007087 00 TBS462 4 D8-VH TL5 14 840 WH No 220-240 IP20 HFP

007094 00 TBS462 4 M2 TL5 14 840 WH No 220-240 IP20 HFP

007131 00 TBS462 4 M2 TL5 24 840 WH No 220-240 IP20 HFP

007100 00 TBS462 4 No TL5 14 840 WH No 220-240 IP40 HFP

007148 00 TBS462 4 No TL5 24 840 WH No 220-240 IP40 HFP

493053 99 ZBS460 - - - - - - - - - -

493039 99 ZBS460 - - - - - - - - - -

493077 99 ZBS460 - - - - - - - - - -

Porównaj tabeli

Kod zamó-
wienia

Rodzina
produktów

Kombi Elementy
optyczne

Klasa
ochrony

Element
systemu
sterowania

Górny
odbłyśnik

Wenty-
lacja

Znak
bezpie-
czeństwa

Test
850 °C

Klosz Wspól-
czynnik
IK

006639 00 TBS462 K No CLI No No No F 850/5 No IK07

006677 00 TBS462 K No CLI No No No F 850/5 No IK07

006769 00 TBS462 K No CLI No No No F 850/5 No IK07

008169 00 TBS462 K No CLI No No No F 850/5 No IK07

008206 00 TBS462 K No CLI No No No F 850/5 No IK07

006646 00 TBS462 K No CLI No No No F 850/5 No IK07

006684 00 TBS462 K No CLI No No No F 850/5 No IK07

008176 00 TBS462 K No CLI No No No F 850/5 No IK07

008213 00 TBS462 K No CLI No No No F 850/5 No IK07

006653 00 TBS462 K No CLI No No No F 850/5 No IK07

008183 00 TBS462 K No CLI No No No F 850/5 No IK07

Porównaj tabeli
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Porównaj tabeli

Kod zamó-
wienia

Rodzina
produktów

Kombi Elementy
optyczne

Klasa
ochrony

Element
systemu
sterowania

Górny
odbłyśnik

Wenty-
lacja

Znak
bezpie-
czeństwa

Test
850 °C

Klosz Wspól-
czynnik
IK

006660 00 TBS462 K No CLI No No No F 850/5 No IK07

008190 00 TBS462 K No CLI No No No F 850/5 No IK07

006714 00 TBS462 K No CLI No No No F 850/5 No IK07

008244 00 TBS462 K No CLI No No No F 850/5 No IK07

006721 00 TBS462 K No CLI No No No F 850/5 No IK07

008251 00 TBS462 K No CLI No No No F 850/5 No IK07

006691 00 TBS462 K No CLI No No No F 850/5 No IK07

006738 00 TBS462 K No CLI No No No F 850/5 No IK07

006776 00 TBS462 K No CLI No No No F 850/5 No IK07

008084 00 TBS462 K No CLI No No No F 850/5 No IK07

008091 00 TBS462 K No CLI ACL No No F 850/5 No IK07

008121 00 TBS462 K No CLI No No No F 850/5 No IK07

008145 00 TBS462 K No CLI No No No F 850/5 No IK07

008152 00 TBS462 K No CLI ACL No No F 850/5 No IK07

008220 00 TBS462 K No CLI No No No F 850/5 No IK07

008268 00 TBS462 K No CLI No No No F 850/5 No IK07

006707 00 TBS462 K No CLI No No No F 850/5 No IK07

006745 00 TBS462 K No CLI No No No F 850/5 No IK07

008237 00 TBS462 K No CLI No No No F 850/5 No IK07

008275 00 TBS462 K No CLI No No No F 850/5 No IK07

006752 00 TBS462 K No CLI No No No F 850/5 No IK07

006783 00 TBS462 K No CLI No No No F 850/5 No IK07

008138 00 TBS462 K No CLI No No No F 850/5 O IK07

008282 00 TBS462 K No CLI No No No F 850/5 O IK07

008022 00 TBS462 K No CLI No No No F 850/5 No IK07

008107 00 TBS462 K No CLI No No No F 850/5 No IK07

008039 00 TBS462 K No CLI No No No F 850/5 No IK07

008060 00 TBS462 K No CLI No No No F 850/5 No IK07

006622 00 TBS462 K No CLI No No No F 850/5 No IK07

008046 00 TBS462 K No CLI No No No F 850/5 No IK07

008053 00 TBS462 K No CLI No No No F 850/5 O IK07

008077 00 TBS462 K No CLI No No No F 850/5 O IK07

006790 00 TBS462 K No CLI No No No F 850/5 No IK07

006837 00 TBS462 K No CLI No No No F 850/5 No IK07

006936 00 TBS462 K No CLI No No No F 850/5 No IK07

008299 00 TBS462 K No CLI No No No F 850/5 No IK07

006806 00 TBS462 K No CLI No No No F 850/5 No IK07

006844 00 TBS462 K No CLI No No No F 850/5 No IK07

006813 00 TBS462 K No CLI No No No F 850/5 No IK07

006820 00 TBS462 K No CLI No No No F 850/5 No IK07

006875 00 TBS462 K No CLI No No No F 850/5 No IK07

006882 00 TBS462 K No CLI No No No F 850/5 No IK07

006851 00 TBS462 K No CLI No No No F 850/5 No IK07

006899 00 TBS462 K No CLI No No No F 850/5 No IK07

006943 00 TBS462 K No CLI No No No F 850/5 No IK07

008305 00 TBS462 K No CLI No No No F 850/5 No IK07

902927 00 TBS462 K No CLI No No No F 850/5 No IK07

006868 00 TBS462 K No CLI No No No F 850/5 No IK07
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Porównaj tabeli

Kod zamó-
wienia

Rodzina
produktów

Kombi Elementy
optyczne

Klasa
ochrony

Element
systemu
sterowania

Górny
odbłyśnik

Wenty-
lacja

Znak
bezpie-
czeństwa

Test
850 °C

Klosz Wspól-
czynnik
IK

006905 00 TBS462 K No CLI No No No F 850/5 No IK07

006912 00 TBS462 K No CLI No No No F 850/5 No IK07

006950 00 TBS462 K No CLI No No No F 850/5 No IK07

006929 00 TBS462 K No CLI No No No F 850/5 O IK07

006967 00 TBS462 K No CLI No No No F 850/5 O IK07

006974 00 TBS462 K No CLI No No No F 850/5 No IK07

007018 00 TBS462 K No CLI No No No F 850/5 No IK07

007117 00 TBS462 K No CLI No No No F 850/5 No IK07

008336 00 TBS462 K No CLI No No No F 850/5 No IK07

006981 00 TBS462 K No CLI No No No F 850/5 No IK07

007025 00 TBS462 K No CLI No No No F 850/5 No IK07

006998 00 TBS462 K No CLI No No No F 850/5 No IK07

007001 00 TBS462 K No CLI No No No F 850/5 No IK07

007056 00 TBS462 K No CLI No No No F 850/5 No IK07

007063 00 TBS462 K No CLI No No No F 850/5 No IK07

007032 00 TBS462 K No CLI No No No F 850/5 No IK07

007070 00 TBS462 K No CLI No No No F 850/5 No IK07

007124 00 TBS462 K No CLI No No No F 850/5 No IK07

008312 00 TBS462 K No CLI No No No F 850/5 No IK07

008329 00 TBS462 K No CLI ACL No No F 850/5 No IK07

008343 00 TBS462 K No CLI No No No F 850/5 No IK07

007049 00 TBS462 K No CLI No No No F 850/5 No IK07

007087 00 TBS462 K No CLI No No No F 850/5 No IK07

007094 00 TBS462 K No CLI No No No F 850/5 No IK07

007131 00 TBS462 K No CLI No No No F 850/5 No IK07

007100 00 TBS462 K No CLI No No No F 850/5 O IK07

007148 00 TBS462 K No CLI No No No F 850/5 O IK07

493053 99 ZBS460 - - - - - - - - - -

493039 99 ZBS460 - - - - - - - - - -

493077 99 ZBS460 - - - - - - - - - -

Porównaj tabeli

Kod zamó-
wienia

Rodzina
produktów

Ozna-
czenie
CE

ENEC Okablowanie
wewnętrzne

006639 00 TBS462 CE ENEC STD

006677 00 TBS462 CE ENEC STD

006769 00 TBS462 CE ENEC STD

008169 00 TBS462 CE ENEC STD

008206 00 TBS462 CE ENEC STD

006646 00 TBS462 CE ENEC STD

006684 00 TBS462 CE ENEC STD

008176 00 TBS462 CE ENEC STD

008213 00 TBS462 CE ENEC STD

006653 00 TBS462 CE ENEC STD

008183 00 TBS462 CE ENEC STD

006660 00 TBS462 CE ENEC STD

Porównaj tabeli Porównaj tabeli

Kod zamó-
wienia

Rodzina
produktów

Ozna-
czenie
CE

ENEC Okablowanie
wewnętrzne

008190 00 TBS462 CE ENEC STD

006714 00 TBS462 CE ENEC STD

008244 00 TBS462 CE ENEC STD

006721 00 TBS462 CE ENEC STD

008251 00 TBS462 CE ENEC STD

006691 00 TBS462 CE ENEC STD

006738 00 TBS462 CE ENEC STD

006776 00 TBS462 CE ENEC STD

008084 00 TBS462 CE ENEC STD

008091 00 TBS462 CE ENEC STD

008121 00 TBS462 CE ENEC STD

008145 00 TBS462 CE ENEC STD
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Porównaj tabeli

Kod zamó-
wienia

Rodzina
produktów

Ozna-
czenie
CE

ENEC Okablowanie
wewnętrzne

008152 00 TBS462 CE ENEC STD

008220 00 TBS462 CE ENEC STD

008268 00 TBS462 CE ENEC STD

006707 00 TBS462 CE ENEC STD

006745 00 TBS462 CE ENEC STD

008237 00 TBS462 CE ENEC STD

008275 00 TBS462 CE ENEC STD

006752 00 TBS462 CE ENEC STD

006783 00 TBS462 CE ENEC STD

008138 00 TBS462 CE ENEC STD

008282 00 TBS462 CE ENEC STD

008022 00 TBS462 CE ENEC STD

008107 00 TBS462 CE ENEC STD

008039 00 TBS462 CE ENEC STD

008060 00 TBS462 CE ENEC STD

006622 00 TBS462 CE ENEC STD

008046 00 TBS462 CE ENEC STD

008053 00 TBS462 CE ENEC STD

008077 00 TBS462 CE ENEC STD

006790 00 TBS462 CE ENEC STD

006837 00 TBS462 CE ENEC STD

006936 00 TBS462 CE ENEC STD

008299 00 TBS462 CE ENEC STD

006806 00 TBS462 CE ENEC STD

006844 00 TBS462 CE ENEC STD

006813 00 TBS462 CE ENEC STD

006820 00 TBS462 CE ENEC STD

006875 00 TBS462 CE ENEC STD

006882 00 TBS462 CE ENEC STD

006851 00 TBS462 CE ENEC STD

006899 00 TBS462 CE ENEC STD

006943 00 TBS462 CE ENEC STD

008305 00 TBS462 CE ENEC STD

902927 00 TBS462 CE ENEC STD

006868 00 TBS462 CE ENEC STD

006905 00 TBS462 CE ENEC STD

006912 00 TBS462 CE ENEC STD

006950 00 TBS462 CE ENEC STD

006929 00 TBS462 CE ENEC STD

006967 00 TBS462 CE ENEC STD

Porównaj tabeli

Kod zamó-
wienia

Rodzina
produktów

Ozna-
czenie
CE

ENEC Okablowanie
wewnętrzne

006974 00 TBS462 CE ENEC STD

007018 00 TBS462 CE ENEC STD

007117 00 TBS462 CE ENEC STD

008336 00 TBS462 CE ENEC STD

006981 00 TBS462 CE ENEC STD

007025 00 TBS462 CE ENEC STD

006998 00 TBS462 CE ENEC STD

007001 00 TBS462 CE ENEC STD

007056 00 TBS462 CE ENEC STD

007063 00 TBS462 CE ENEC STD

007032 00 TBS462 CE ENEC STD

007070 00 TBS462 CE ENEC STD

007124 00 TBS462 CE ENEC STD

008312 00 TBS462 CE ENEC STD

008329 00 TBS462 CE ENEC STD

008343 00 TBS462 CE ENEC STD

007049 00 TBS462 CE ENEC STD

007087 00 TBS462 CE ENEC STD

007094 00 TBS462 CE ENEC STD

007131 00 TBS462 CE ENEC STD

007100 00 TBS462 CE ENEC STD

007148 00 TBS462 CE ENEC STD

493053 99 ZBS460 - - -

493039 99 ZBS460 - - -

493077 99 ZBS460 - - -
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