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SmartForm – nowy
standard oświetlenia
biurowego, zapewniany
przez oprawy
modułowe
przeznaczone do
wbudowania
SmartForm TBS464

Przeznaczone do wbudowania oprawy SmartForm,
odzwierciedlające dążenie firmy Philips do logicznych i
prostych rozwiązań, to uniwersalne oprawy o budowie
modułowej. Dostępne w wersjach kwadratowych i
prostokątnych dla źródeł światła MASTER TL5, oprawy
SmartForm zostały zaprojektowane w taki sposób, aby
pasować do przeróżnych sufitów modułowych (moduły
wielkości 600) oraz sufitów kartonowo-
gipsowych.EnergooszczędnośćStosująca energooszczędne
źródła światła MASTER TL5 oraz stateczniki elektroniczne
rodzina przeznaczonych do wbudowania opraw SmartForm
może być wyposażona w sterowniki służące do wykrywania
obecności osób (ActiLume) oraz regulację oświetlenia
względem natężenia światła dziennego (ActiLume/
Luxsense), co jeszcze bardziej zmniejsza całkowite koszty
posiadania. W ten sposób produkty oznaczone symbolem
Green Flagship zmniejszają również zużycie energii – bardzo
niska wartość W/m2 – oraz emisję CO2.Oprawa



SmartForm TBS464 – efekt świetlnyPrzeznaczone do
wbudowania oprawy SmartForm TBS464 zostały
zaprojektowane dla biur i sklepów. Dzięki ciekawemu
sposobowi kierowania światła ku panelom wypełniającym,
przy zapewnieniu wysokiej jakości światła, otrzymujemy
wyraźne i jednorodne dekoracyjne efekty świetlne.
Dodatkowo wybór kloszy: opalizowane-satynowane i
mikrooptyki, w połączeniu z odbłyśnikami górnymi, tworzą
liniowe efekty oświetleniowe o różnych poziomach w
ramach powierzchni światła – podstawowy, średni i
intensywny – odpowiednie dla różnych zastosowań.

Korzyści
• Square or rectangular recessed luminaires with a combination of

light beams and decorative perforated infill panels to create
comfortable light effects

• High-quality light beam creates crisp, homogeneous decorative light
effects by attractive light guidance towards the infill panels

• Very flat luminaires (only 47 mm) for TL5 lamps have quick
connection facilities and are very easy to install

Specyfikacje

• Type TBS464 (modular 'light effect beam'
and ‘light effect cover’)

• Ceiling grid Module size: 600 mm
Exposed- and symmetrical concealed-
T-bar ceiling and plaster (board)
ceilings

• Light source Fluorescent:
- 3 x or 4 x MASTER TL5 ECO / G5 /

13, 20 W (square version)
- 3 x or 4 x MASTER TL5 / G5 / 14,

24 W (square version)
- 2 x MASTER TL5 ECO / G5 / 25,

32, 45, 50, 73 W (rectangular
version)

- 2 x MASTER TL5 / G5 / 28, 35, 49,
54, 80 W (rectangular version)

• Lamp included Yes, TL5 ECO (lamp color 830 or
840)
Yes, TL5 (lamp color 451 (ActiViva
Natural), 452 (ActiViva Active), 827,
830 or 840)
No

• Ballast Electronic, 220 - 240 V / 50 - 60 Hz:

• Optic Micro OLC very high efficiency high-
gloss optic (C8-VH)
Micro OLC performer high-gloss
optic (C8)
Micro OLC excellent comfort high-
gloss optic (C8-C)
Micro OLC very high efficiency semi-
high-gloss optic (D8-VH)
Micro OLC performer semi-high-
gloss optic (D8)
Micro OLC excellent comfort semi-
high-gloss optic (D8-C)
Micro matt mirror, ribbed cross
louvers (M2)
Micro high efficiency mirror, ribbed
cross louvers (M2-H)

• Optical cover OLC micro lens optic cover of acry-
late material (AC-MLO)
OLC micro lens optic cover of poly-
carbonate material (PC-MLO)
Opal satinized cover of acrylate mate-
rial (O-SAT)
Top reflector of white metal (T-WH),
optional
Top reflector of very-high-reflectance
aluminum (T-VH), optional

• Infill plates (beam
only)

Infill plate deco (IPD) with colored
foil, white (WH), blue (BL), green
(GN), yellow (YE)
Infill plate customized (IPC) empty
frame, with opal and colored foil,
white (WH), blue (BL), green (GN),
yellow (YE), Teaser 1 (IPCT1)

• Options Emergency lighting: 1 hour (EL1), 3
hours (EL3)
Lighting controls (optional):
- Luxsense daylight controller micro

(LXM)
- ActiLume multi controller (ACL)
Euro fuse (FU)
Internal PVC free wiring (PVCFR)
Safety cable (SC)
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Separate switching (SW)
Separate switching EL-versions (SW-
EL)

• Connections (outside
housing)

Push-in connection (PI) or with pull
relief (PIP)
Wieland connector GST 18, 3 or 4
poles (W, W4 respectively)
Wago connector, 3 or 4 poles (WA,
WA4 respectively)
Ensto connector, 3 or 4 poles (EN,
EN4 respectively)
Cable, length 200 cm, with plug CEE7
(CCE), for TBS463 only

• Materials and color Housing: zinc-coated steel, rim post
lacquered, white RAL 9016 based
Optional white RAL 9010 or silver
grey RAL 9006 based
Rim detailing: seamless rim, width 12
mm, height 5 mm, post lacquered

• Installation Exposed ceilings lay-in: no brackets
needed
Concealed ceilings: bracket ZBS460
SMB (4 pcs)
Concealed ceiling with T-bar 38 mm:
bracket ZBS460 SMB-TPM (4 pcs)
Plaster ceilings: bracket ZBS460 SMB-
PLC (24 pcs)

• Remarks Protection foil to protect the optic
during installation
Dedicated luminaires available with
air-handling functionality (AIR), 50 m³/
hour/luminaire

• Main applications Office, education, healthcare, recrea-
tion, retail, industry

Produkty powiązane

SmartForm TBS464 recessed modular

luminaire with PMMA or polycarbonate

micro-lens optic (AC-MLO, PC-MLO)

SmartForm TBS464 recessed modular

with satinized opal prismatic cover (O-

SAT)

SmartForm TBS464 recessed modular

with PMMA or polycarbonate micro-lens

optic (AC-MLO, PC-MLO)

SmartForm TBS464 recessed modular

with with satinized opal prismatic cover

(O-SAT)

SmartForm TBS460 recessed modular

with micro OLC very-high-efficiency high-

gloss optic (C8-VH) and decorative infill

plate (IPD/IPD-BL/IPD-GN/IPD-WH/IPD-

YE)

SmartForm TBS464 recessed modular

with PMMA or polycarbonate micro-lens

optic (AC-MLO, PC-MLO)

SmartForm TBS464 3

2011, Sierpień 16
Dane wkrótce ulegną zmianie



Produkty powiązane

SmartForm TBS464 recessed modular

with PMMA or polycarbonate micro-lens

optic (AC-MLO, PC-MLO) and very high

efficiency top reflector (T-VH)

SmartForm TBS464 recessed modular

with PMMA or polycarbonate micro-lens

optic (AC-MLO, PC-MLO) and very high

efficiency top reflector (T-VH)

SmartForm TBS464 recessed modular

with PMMA or polycarbonate micro-lens

optic (AC-MLO, PC-MLO)

SmartForm TBS464 recessed modular

with satinized opal prismatic cover (O-

SAT) and very high efficiency top

reflector (T-VH)

SmartForm TBS464 recessed modular

with satinized opal prismatic cover (O-

SAT) and very high efficiency top

reflector (T-VH)

SmartForm TBS464 recessed modular

with satinized opal prismatic cover (O-

SAT)

SmartForm TBS464 recessed modular

with micro OLC excellent comfort high-

gloss optic (C8-C) and decorative infill

plate (IPD/IPD-BL/IPD-GN/IPD-WH/IPD-

YE)

SmartForm TBS464 recessed modular

with micro OLC excellent comfort high-

gloss optic (C8-C) and decorative infill

plate (IPD/IPD-BL/IPD-GN/IPD-WH/IPD-

YE)

SmartForm TBS464 recessed modular

with micro OLC very high efficiency high-

gloss optic (C8) and very-high-gloss optic

(C8-VH) and decorative infill plate (IPD/

IPD-BL/IPD-GN/IPD-WH/IPD-YE)

SmartForm TBS464 recessed modular

luminaire with micro OLC excellent

comfort semi-high-gloss optic (D8-C) and

customized infill plate (IPC/IPC-BL/IPC-

GN/IPC-YE/IPC-WH/IPC-T1)
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Produkty powiązane

SmartForm TBS464 recessed modular

luminaire with micro OLC excellent

comfort semi-high-gloss optic (D8-C) and

decorative infill plate (IPD/IPD-BL/IPD-

GN/IPD-WH/IPD-YE)

SmartForm TBS464 recessed modular

with micro OLC very high efficiency semi-

high-gloss optic (D8) or very-high-gloss

optic (D8-VH), Luxsense (LXM) and

decorative infill plate (IPD/IPD-BL/IPD-

GN/IPD-WH/IPD-YE)

SmartForm TBS464 recessed modular

with micro OLC very high efficiency semi-

high-gloss optic (D8) or very-high-gloss

optic (D8-VH), Luxsense (LXM) and

decorative infill plate (IPD/IPD-BL/IPD-

GN/IPD-WH/IPD-YE)

SmartForm TBS464 recessed modular

with micro OLC excellent comfort semi-

high-gloss optic (D8-C) and customized

infill plate (IPC/IPC-BL/IPC-GN/IPC-YE/

IPC-WH/IPC-T1)

SmartForm TBS464 recessed modular

with micro OLC very high efficiency semi-

high-gloss optic (D8) or very-high-gloss

optic (D8-VH) and decorative infill plate

(IPD/IPD-BL/IPD-GN/IPD-WH/IPD-YE)

SmartForm TBS464 recessed modular

with micro OLC very high efficiency semi-

high-gloss optic (D8) or very-high-gloss

optic (D8-VH) and decorative infill plate

(IPD/IPD-BL/IPD-GN/IPD-WH/IPD-YE)

SmartForm TBS464 recessed modular

with micro OLC very high efficiency semi-

high-gloss optic (D8) or very-high-gloss

optic (D8-VH), Luxsense (LXM) and

decorative infill plate (IPD/IPD-BL/IPD-

GN/IPD-WH/IPD-YE)

SmartForm TBS464 recessed modular

with micro OLC very high efficiency semi-

high-gloss optic (D8) or very-high-gloss

optic (D8-VH) and customized infill plate

(IPC/IPC-BL/IPC-GN/IPC-YE/IPC-WH/

IPC-T1)

SmartForm TBS464 recessed modular

with micro OLC very high efficiency semi-

high-gloss optic (D8) or very-high-gloss

optic (D8-VH), Luxsense (LXM) and

decorative infill plate (IPD/IPD-BL/IPD-

GN/IPD-WH/IPD-YE)

SmartForm TBS464 recessed modular

with micro OLC very high efficiency semi-

high-gloss optic (D8) or very-high-gloss

optic (D8-VH) and decorative infill plate

(IPD/IPD-BL/IPD-GN/IPD-WH/IPD-YE)
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Produkty powiązane

SmartForm TBS464 recessed modular

with micro OLC excellent comfort semi-

high-gloss optic (D8-C) and decorative

infill plate (IPD/IPD-BL/IPD-GN/IPD-WH/

IPD-YE)

SmartForm TBS464 recessed modular

with micro OLC excellent comfort semi-

high-gloss optic (D8-C) and customized

infill plate (IPC/IPC-BL/IPC-GN/IPC-YE/

IPC-WH/IPC-T1)

SmartForm TBS464 recessed modular

with micro OLC excellent comfort semi-

high-gloss optic (D8-C) and decorative

infill plate (IPD/IPD-BL/IPD-GN/IPD-WH/

IPD-YE)

Rysunki techniczne

TBS464 28/54 W W/W4/WA/WA4/EN/EN4

TBS464 28/54 W PI/PI5

TBS464 14/24 W W/W4/WA/WA4/EN/EN4

TBS464 14/24 W PI/PI5
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Akcesoria

ZBS460 SMB-PLC (24PCS)
Zaczepy do sufitu kartonowo-giposego

ZBS460 SMB-TPM (4PCS)
Zaczepy do sufitu z ukrytymi profilami T-

owe 38mm

ZBS460 SMB (4PCS)
Wieszaki dla sufitów o profilach ukrytych

Więcej o produkcie
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Więcej o produkcie
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Więcej o produkcie
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Dane fotometryczne
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TBS464 2xTL5-28W HFP D8-C IPC-WH
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TBS464 3xTL5-14W HFP D8 IPD-WH
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TBS464 3xTL5-14W HFP D8-C IPC-WH
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TBS464 4xTL5-14W HFP C8-C IPD-WH
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TBS464 4xTL5-14W HFP D8-VH IPC-WH
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TBS464 4xTL5-24W HFP C8-VH IPD-WH
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TBS464 2xTL5-28W HFP D8-C IPC-WH
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TBS464 3xTL5-14W HFP D8 IPD-WH
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Dane fotometryczne
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TBS464 4xTL5-24W HFP C8-VH IPD-WH

Porównaj tabeli

Kod zamó-
wienia

Rodzina
produktów

Ilość
źródeł
światła

Optyka Kod
rodziny
źródła
światła

Moc
lampy

Barwa
światła
lampy

Kolor Oświetlenie
awaryjne

Napięcie Kod IP Osprzęt

009821 00 TBS464 2 No TL5 28 840 WH No 220-240 IP40 HFD

009838 00 TBS464 2 No TL5 28 840 WH No 220-240 IP40 HFD

009845 00 TBS464 2 No TL5 28 840 WH No 220-240 IP40 HFD

009852 00 TBS464 2 No TL5 28 840 WH No 220-240 IP40 HFD

009869 00 TBS464 2 No TL5 28 840 WH No 220-240 IP40 HFP

009876 00 TBS464 2 No TL5 28 840 WH No 220-240 IP40 HFP

009944 00 TBS464 2 No TL5 28 840 WH No 220-240 IP40 HFP

009982 00 TBS464 2 No TL5 54 840 WH No 220-240 IP40 HFD

009999 00 TBS464 2 No TL5 54 840 WH No 220-240 IP40 HFD

980000 00 TBS464 2 No TL5 54 840 WH No 220-240 IP40 HFD

980017 00 TBS464 2 No TL5 54 840 WH No 220-240 IP40 HFD

980024 00 TBS464 2 No TL5 54 840 WH No 220-240 IP40 HFP

Porównaj tabeli
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Porównaj tabeli

Kod zamó-
wienia

Rodzina
produktów

Ilość
źródeł
światła

Optyka Kod
rodziny
źródła
światła

Moc
lampy

Barwa
światła
lampy

Kolor Oświetlenie
awaryjne

Napięcie Kod IP Osprzęt

980062 00 TBS464 2 No TL5 54 840 WH No 220-240 IP40 HFP

009906 00 TBS464 2 No TL5 28 840 WH No 220-240 IP40 HFP

009913 00 TBS464 2 No TL5 28 840 WH No 220-240 IP40 HFP

980055 00 TBS464 2 No TL5 54 840 WH No 220-240 IP40 HFP

980109 00 TBS464 3 No TL5 14 840 WH No 220-240 IP40 HFD

980239 00 TBS464 3 No TL5 14 840 WH No 220-240 IP40 HFP

980192 00 TBS464 3 No TL5 14 840 WH No 220-240 IP40 HFP

980208 00 TBS464 3 No TL5 14 840 WH No 220-240 IP40 HFP

980246 00 TBS464 3 No TL5 24 840 WH No 220-240 IP40 HFP

980345 00 TBS464 4 C8 TL5 14 840 WH No 220-240 IP20 HFP

980406 00 TBS464 4 C8-VH TL5 14 840 WH No 220-240 IP20 HFP

980260 00 TBS464 4 No TL5 14 840 WH No 220-240 IP40 HFD

980284 00 TBS464 4 No TL5 14 840 WH No 220-240 IP40 HFD

980727 00 TBS464 4 No TL5 24 840 WH No 220-240 IP40 HFD

980741 00 TBS464 4 No TL5 24 840 WH No 220-240 IP40 HFD

980680 00 TBS464 4 No TL5 14 840 SI No 220-240 IP40 HFR

980529 00 TBS464 4 No TL5 14 840 SI No 220-240 IP40 HFP

980277 00 TBS464 4 No TL5 14 840 WH No 220-240 IP40 HFD

980291 00 TBS464 4 No TL5 14 840 WH No 220-240 IP40 HFD

980314 00 TBS464 4 No TL5 14 840 WH No 220-240 IP40 HFP

980321 00 TBS464 4 No TL5 14 840 WH No 220-240 IP40 HFP

980536 00 TBS464 4 No TL5 14 840 WH No 220-240 IP40 HFP

980734 00 TBS464 4 No TL5 24 840 WH No 220-240 IP40 HFD

980758 00 TBS464 4 No TL5 24 840 WH No 220-240 IP40 HFD

980765 00 TBS464 4 No TL5 24 840 WH No 220-240 IP40 HFP

980796 00 TBS464 4 No TL5 24 840 WH No 220-240 IP40 HFP

980307 00 TBS464 4 No TL5 14 840 SI No 220-240 IP40 HFD

980543 00 TBS464 4 No TL5 14 840 SI No 220-240 IP40 HFP

980468 00 TBS464 4 No TL5 14 840 WH No 220-240 IP40 HFP

980475 00 TBS464 4 No TL5 14 840 WH No 220-240 IP40 HFP

980789 00 TBS464 4 No TL5 24 840 WH No 220-240 IP40 HFP

980376 00 TBS464 4 C8-C TL5 14 840 SI No 220-240 IP20 HFP

980383 00 TBS464 4 C8-C TL5 14 840 WH No 220-240 IP20 HFP

980338 00 TBS464 4 C8 TL5 14 840 WH No 220-240 IP20 HFP

980369 00 TBS464 4 C8 TL5 14 840 WH No 220-240 IP20 HFP

980772 00 TBS464 4 C8-VH TL5 24 840 WH No 220-240 IP20 HFP

009807 00 TBS464 2 D8-C TL5 28 830 WH No 220-240 IP20 HFP

009890 00 TBS464 2 D8-C TL5 28 840 WH No 220-240 IP20 HFP

980093 00 TBS464 3 D8-C TL5 14 830 WH No 220-240 IP20 HFP

980161 00 TBS464 3 D8-C TL5 14 840 WH No 220-240 IP20 HFP

980185 00 TBS464 3 D8-C TL5 14 840 WH No 220-240 IP20 HFP

009814 00 TBS464 2 D8 TL5 28 830 SI No 220-240 IP20 HFR

009968 00 TBS464 2 D8 TL5 28 840 SI No 220-240 IP20 HFR

009951 00 TBS464 2 D8 TL5 28 840 WH No 220-240 IP20 HFR

980086 00 TBS464 3 D8-C TL5 14 830 SI No 220-240 IP20 HFP

980178 00 TBS464 3 D8-C TL5 14 840 SI No 220-240 IP20 HFP

980079 00 TBS464 3 D8 TL5 14 830 SI No 220-240 IP20 HFP
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Porównaj tabeli

Kod zamó-
wienia

Rodzina
produktów

Ilość
źródeł
światła

Optyka Kod
rodziny
źródła
światła

Moc
lampy

Barwa
światła
lampy

Kolor Oświetlenie
awaryjne

Napięcie Kod IP Osprzęt

980154 00 TBS464 3 D8 TL5 14 840 SI No 220-240 IP20 HFP

980130 00 TBS464 3 D8 TL5 14 840 WH No 220-240 IP20 HFP

980253 00 TBS464 4 D8 TL5 14 830 SI No 220-240 IP20 HFR

980673 00 TBS464 4 D8 TL5 14 840 SI No 220-240 IP20 HFR

980451 00 TBS464 4 D8-VH TL5 14 840 WH No 220-240 IP20 HFP

980666 00 TBS464 4 D8 TL5 14 840 WH No 220-240 IP20 HFR

980697 00 TBS464 4 D8-VH TL5 24 830 WH No 220-240 IP20 HFP

980703 00 TBS464 4 D8-VH TL5 24 830 WH No 220-240 IP20 HFP

980710 00 TBS464 4 D8-VH TL5 24 830 WH No 220-240 IP20 HFP

009975 00 TBS464 2 D8-C TL5 54 830 WH No 220-240 IP20 HFP

980031 00 TBS464 2 D8-C TL5 54 840 WH No 220-240 IP20 HFP

980048 00 TBS464 2 D8-C TL5 54 840 WH No 220-240 IP20 HFP

980437 00 TBS464 4 D8-C TL5 14 840 SI No 220-240 IP20 HFP

980420 00 TBS464 4 D8-C TL5 14 840 WH No 220-240 IP20 HFP

980444 00 TBS464 4 D8-C TL5 14 840 WH No 220-240 IP20 HFP

493053 99 ZBS460 - - - - - - - - - -

493039 99 ZBS460 - - - - - - - - - -

493077 99 ZBS460 - - - - - - - - - -

Porównaj tabeli

Kod zamó-
wienia

Rodzina
produktów

Kombi Elementy
optyczne

Klasa
ochrony

Element
systemu
sterowania

Górny
odbłyśnik

Wenty-
lacja

Znak
bezpie-
czeństwa

Test
850 °C

Klosz Wspól-
czynnik
IK

009821 00 TBS464 K No CLI ACL No No F 850/5 AC-MLO IK07

009838 00 TBS464 K No CLI No No No F 850/5 AC-MLO IK07

009845 00 TBS464 K No CLI ACL T-VH No F 850/5 AC-MLO IK07

009852 00 TBS464 K No CLI No T-VH No F 850/5 AC-MLO IK07

009869 00 TBS464 K No CLI No No No F 850/5 AC-MLO IK07

009876 00 TBS464 K No CLI No No No F 850/5 AC-MLO IK07

009944 00 TBS464 K No CLI No T-VH No F 850/5 AC-MLO IK07

009982 00 TBS464 K No CLI ACL No No F 850/5 AC-MLO IK07

009999 00 TBS464 K No CLI No No No F 850/5 AC-MLO IK07

980000 00 TBS464 K No CLI ACL T-VH No F 850/5 AC-MLO IK07

980017 00 TBS464 K No CLI No T-VH No F 850/5 AC-MLO IK07

980024 00 TBS464 K No CLI No No No F 850/5 AC-MLO IK07

980062 00 TBS464 K No CLI No T-VH No F 850/5 AC-MLO IK07

009906 00 TBS464 K No CLI No No No F 850/5 O-SAT IK07

009913 00 TBS464 K No CLI No No No F 850/5 O-SAT IK07

980055 00 TBS464 K No CLI No No No F 850/5 O-SAT IK07

980109 00 TBS464 K No CLI ACL No No F 850/5 AC-MLO IK07

980239 00 TBS464 K No CLI No T-WH No F 850/5 AC-MLO IK07

980192 00 TBS464 K No CLI No No No F 850/5 O-SAT IK07

980208 00 TBS464 K No CLI No No No F 850/5 O-SAT IK07

980246 00 TBS464 K No CLI No No No F 850/5 O-SAT IK07

980345 00 TBS464 K No CLI No No No F 850/5 No IK07

980406 00 TBS464 K No CLI No No No F 850/5 No IK07
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Porównaj tabeli

Kod zamó-
wienia

Rodzina
produktów

Kombi Elementy
optyczne

Klasa
ochrony

Element
systemu
sterowania

Górny
odbłyśnik

Wenty-
lacja

Znak
bezpie-
czeństwa

Test
850 °C

Klosz Wspól-
czynnik
IK

980260 00 TBS464 K No CLI ACL No No F 850/5 AC-MLO IK07

980284 00 TBS464 K No CLI ACL T-VH No F 850/5 AC-MLO IK07

980727 00 TBS464 K No CLI ACL No No F 850/5 AC-MLO IK07

980741 00 TBS464 K No CLI ACL T-VH No F 850/5 AC-MLO IK07

980680 00 TBS464 K No CLI LXM T-VH No F 850/5 AC-MLO IK07

980529 00 TBS464 K No CLI No T-VH No F 850/5 AC-MLO IK07

980277 00 TBS464 K No CLI No No No F 850/5 AC-MLO IK07

980291 00 TBS464 K No CLI No T-VH No F 850/5 AC-MLO IK07

980314 00 TBS464 K No CLI No No No F 850/5 AC-MLO IK07

980321 00 TBS464 K No CLI No No No F 850/5 AC-MLO IK07

980536 00 TBS464 K No CLI No T-VH No F 850/5 AC-MLO IK07

980734 00 TBS464 K No CLI No No No F 850/5 AC-MLO IK07

980758 00 TBS464 K No CLI No T-VH No F 850/5 AC-MLO IK07

980765 00 TBS464 K No CLI No No No F 850/5 AC-MLO IK07

980796 00 TBS464 K No CLI No T-VH No F 850/5 AC-MLO IK07

980307 00 TBS464 K No CLI ACL T-VH No F 850/5 O-SAT IK07

980543 00 TBS464 K No CLI No T-VH No F 850/5 O-SAT IK07

980468 00 TBS464 K No CLI No No No F 850/5 O-SAT IK07

980475 00 TBS464 K No CLI No No No F 850/5 O-SAT IK07

980789 00 TBS464 K No CLI No No No F 850/5 O-SAT IK07

980376 00 TBS464 K No CLI No No No F 850/5 No IK07

980383 00 TBS464 K No CLI No No No F 850/5 No IK07

980338 00 TBS464 K No CLI No No No F 850/5 No IK07

980369 00 TBS464 K No CLI No No No F 850/5 No IK07

980772 00 TBS464 K No CLI No No No F 850/5 No IK07

009807 00 TBS464 K No CLI No No No F 850/5 No IK07

009890 00 TBS464 K No CLI No No No F 850/5 No IK07

980093 00 TBS464 K No CLI No No No F 850/5 No IK07

980161 00 TBS464 K No CLI No No No F 850/5 No IK07

980185 00 TBS464 K No CLI No No No F 850/5 No IK07

009814 00 TBS464 K No CLI LXM No No F 850/5 No IK07

009968 00 TBS464 K No CLI LXM No No F 850/5 No IK07

009951 00 TBS464 K No CLI LXM No No F 850/5 No IK07

980086 00 TBS464 K No CLI No No No F 850/5 No IK07

980178 00 TBS464 K No CLI No No No F 850/5 No IK07

980079 00 TBS464 K No CLI No No No F 850/5 No IK07

980154 00 TBS464 K No CLI No No No F 850/5 No IK07

980130 00 TBS464 K No CLI No No No F 850/5 No IK07

980253 00 TBS464 K No CLI LXM No No F 850/5 No IK07

980673 00 TBS464 K No CLI LXM No No F 850/5 No IK07

980451 00 TBS464 K No CLI No No No F 850/5 No IK07

980666 00 TBS464 K No CLI LXM No No F 850/5 No IK07

980697 00 TBS464 K No CLI No No No F 850/5 No IK07

980703 00 TBS464 K No CLI No No No F 850/5 No IK07

980710 00 TBS464 K No CLI No No No F 850/5 No IK07

009975 00 TBS464 K No CLI No No No F 850/5 No IK07

980031 00 TBS464 K No CLI No No No F 850/5 No IK07

980048 00 TBS464 K No CLI No No No F 850/5 No IK07
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Porównaj tabeli

Kod zamó-
wienia

Rodzina
produktów

Kombi Elementy
optyczne

Klasa
ochrony

Element
systemu
sterowania

Górny
odbłyśnik

Wenty-
lacja

Znak
bezpie-
czeństwa

Test
850 °C

Klosz Wspól-
czynnik
IK

980437 00 TBS464 K No CLI No No No F 850/5 No IK07

980420 00 TBS464 K No CLI No No No F 850/5 No IK07

980444 00 TBS464 K No CLI No No No F 850/5 No IK07

493053 99 ZBS460 - - - - - - - - - -

493039 99 ZBS460 - - - - - - - - - -

493077 99 ZBS460 - - - - - - - - - -

Porównaj tabeli

Kod zamó-
wienia

Rodzina
produktów

Ozna-
czenie
CE

ENEC Okablowanie
wewnętrzne

009821 00 TBS464 CE ENEC STD

009838 00 TBS464 CE ENEC STD

009845 00 TBS464 CE ENEC STD

009852 00 TBS464 CE ENEC STD

009869 00 TBS464 CE ENEC STD

009876 00 TBS464 CE ENEC STD

009944 00 TBS464 CE ENEC STD

009982 00 TBS464 CE ENEC STD

009999 00 TBS464 CE ENEC STD

980000 00 TBS464 CE ENEC STD

980017 00 TBS464 CE ENEC STD

980024 00 TBS464 CE ENEC STD

980062 00 TBS464 CE ENEC STD

009906 00 TBS464 CE ENEC STD

009913 00 TBS464 CE ENEC STD

980055 00 TBS464 CE ENEC STD

980109 00 TBS464 CE ENEC STD

980239 00 TBS464 CE ENEC STD

980192 00 TBS464 CE ENEC STD

980208 00 TBS464 CE ENEC STD

980246 00 TBS464 CE ENEC STD

980345 00 TBS464 CE ENEC STD

980406 00 TBS464 CE ENEC STD

980260 00 TBS464 CE ENEC STD

980284 00 TBS464 CE ENEC STD

980727 00 TBS464 CE ENEC STD

980741 00 TBS464 CE ENEC STD

980680 00 TBS464 CE ENEC STD

980529 00 TBS464 CE ENEC STD

980277 00 TBS464 CE ENEC STD

980291 00 TBS464 CE ENEC STD

980314 00 TBS464 CE ENEC STD

980321 00 TBS464 CE ENEC STD

980536 00 TBS464 CE ENEC STD

980734 00 TBS464 CE ENEC STD

980758 00 TBS464 CE ENEC STD

Porównaj tabeli Porównaj tabeli

Kod zamó-
wienia

Rodzina
produktów

Ozna-
czenie
CE

ENEC Okablowanie
wewnętrzne

980765 00 TBS464 CE ENEC STD

980796 00 TBS464 CE ENEC STD

980307 00 TBS464 CE ENEC STD

980543 00 TBS464 CE ENEC STD

980468 00 TBS464 CE ENEC STD

980475 00 TBS464 CE ENEC STD

980789 00 TBS464 CE ENEC STD

980376 00 TBS464 CE ENEC STD

980383 00 TBS464 CE ENEC STD

980338 00 TBS464 CE ENEC STD

980369 00 TBS464 CE ENEC STD

980772 00 TBS464 CE ENEC STD

009807 00 TBS464 CE ENEC STD

009890 00 TBS464 CE ENEC STD

980093 00 TBS464 CE ENEC STD

980161 00 TBS464 CE ENEC STD

980185 00 TBS464 CE ENEC STD

009814 00 TBS464 CE ENEC STD

009968 00 TBS464 CE ENEC STD

009951 00 TBS464 CE ENEC STD

980086 00 TBS464 CE ENEC STD

980178 00 TBS464 CE ENEC STD

980079 00 TBS464 CE ENEC STD

980154 00 TBS464 CE ENEC STD

980130 00 TBS464 CE ENEC STD

980253 00 TBS464 CE ENEC STD

980673 00 TBS464 CE ENEC STD

980451 00 TBS464 CE ENEC STD

980666 00 TBS464 CE ENEC STD

980697 00 TBS464 CE ENEC STD

980703 00 TBS464 CE ENEC STD

980710 00 TBS464 CE ENEC STD

009975 00 TBS464 CE ENEC STD

980031 00 TBS464 CE ENEC STD

980048 00 TBS464 CE ENEC STD

980437 00 TBS464 CE ENEC STD
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Porównaj tabeli

Kod zamó-
wienia

Rodzina
produktów

Ozna-
czenie
CE

ENEC Okablowanie
wewnętrzne

980420 00 TBS464 CE ENEC STD

980444 00 TBS464 CE ENEC STD

493053 99 ZBS460 - - -

493039 99 ZBS460 - - -

493077 99 ZBS460 - - -
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