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UnicOne Gnidlight
Compact — discreetly
stylish

UnicOne, gridlights compact

UnicOne Gridlight Compact is a semi-recessed projector
for accent lighting in shop and hospitality applications. The
gear is hidden behind a false ceiling, making the light cone
the focal element of the projector design. The luminaire
blends into the ceiling by means of a simple square
interface.UnicOne Gridlight Compact is an extractable
projector for accent lighting in shop and hospitality
applications. The complete projector can be fully or
partially concealed, while still enabling maximum tilt of the
light beam. It is extracted by means of a refined push-and-
pull system that does not require the removal of ceiling
tiles. A stylish square rim completes the overall architectural
impression.Both luminaires are available in aluminum.The
UnicOne Gridlight range also includes Micro, Mini, Micro

Twin, Mini Twin and Compact Twin versions.

Korzysci

* Small-size projectors with a big impact, offering powerful lighting
accents in a small, appealing package - ideal for retail and hospitality
areas

* The Projector adds a sophisticated adjustment rod and hinge to the
unique UnicOne design concept

* Designed around the most efficient and compact HID and MASTER

halogen lamps

PHILIPS

sense and simplicity
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Specyfikacje

* Type

* Light source

* Lamp included

* Lamp position

* Ballast

* Optic

* Material

Produkty powiazane

Rysunki techniczne

Aes

166170

MGS561 (semi-recessed version)
MBS561 (extractable version)

HID:

- 1 x MASTERColour CDM-T / G12/
35, 70,150 W

- 1 x MASTER SDW-TG Mini /
GX12-1/50, 100 W

Yes (K or light color: CDM 830, 930
Elite or 942)

Vertical

Electronic, 220-240 V / 50-60 Hz:
- Electronic Ballast (EB)

Narrow beam (12°)

Medium beam (24 and 36°)

Wide beam (60°)

Adjustable, medium beam (12 - 24° or
24 - 36°)

Champagne optic, medium beam
(36°-CH) and wide beam (60°-CH)

Housing: aluminum
Reflector: aluminum

UnicOne Gridlight Micro MBS561
extractable version, partly concealed for

small tilt angles

« Color

* Installation

* Maintenance

* Accessories

* Main applications

Grey (GR) or White (WH), RAL9010
Other RAL colors available on
request

Square base 176 x 176 mm

Fixation with spring clip, in false
ceilings:

- 1-30 mm (semi-recessed version)
- 1-24 mm (extractable version)

MASTERColour CDM-T versions:
direct lamp access or after removing
the front glass/accesssory
MASTERColour SDW-TG version:
direct lamp access

Barndoors, fresh-ffood, dichroic-
color, UV and anti-glare filters,
protection glass, sculptural lens,
honeycomb

Fashion, food, showrooms

UnicOne Gridlight Micro MBS561
extractable version, partly concealed for

small tilt angles

MBS561
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Wiecej o produkcie

UnicOne Gridlight Micro MBS561, partly UnicOne Gridlight Micro MBS561, fullly

concealed for small tilt angles concealed for vertical lighting
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Dane fotometryczne
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MBS561 1xCDM-T70W EB 24
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L.0.R.=0.70

120° 180° 120°
90° 90°
60° 60°
30° 30°
(cd/1000lm)  0° L.O.R.=0.65
MBS561 1xCDM-T70W EB 12-24 P12
120° 180° 120°
90° 90°
60° 60°
30° 4000 30
(cd/1000lm)  0° L.0.R.=0.67
MBS561 1xCDM-T70W EB 12-24 P24
120° 180° 120°
90° 90°
60° 60°
30° 30°

(cd/1000im)  0°
MBS561 1xCDM-T150W EB 36

L.0.R.=0.70
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Dane fotometryczne
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Pordwnaj tabeli

Kod zamé6-  Rodzina llos¢ Optyka Kod rodziny Moc Barwa Kolor Oswietlenie Napiecie Kod IP Osprzet
wienia produktow zrodet zrédia Swiatta lampy Swiatta awaryjne
Swiatta lampy

681215 00 MBS561 1 36 CDM-T 150 830 GR No 220-240 IP20 EB
681260 00 MBS561 1 24 CDM-T 70 830 GR No 220240 IP20 EB
681222 00 MBS561 1 36 CDM-T 150 830 WH No 220-240 IP20 EB
681253 00 MBS561 1 12 CDM-T 35 830 WH No 220-240 P20 EB
681277 00 MBS561 1 24 CDM-T 70 830 WH No 220-240 P20 EB
681284 00 MBS561 1 2436 CDM-T 70 830 WH No 220240 IP20 EB
681291 00 MBS561 1 36 CDM-T 70 830 WH No 220-240 IP20 EB
681307 00 MBS561 1 60 CDM-T 70 830 WH No 220-240 P20 EB
681314 00 MBS561 1 12:24 CDM-T 70 930 WH No 220-240 IP20 EB
681321 00 MBS561 1 24 CDM-T 70 930 WH No 220240 IP20 EB
681369 00 MBS561 1 24 CDM-T 70 942 WH No 220-240 IP20 EB
681383 00 MBS561 1 36 SDW-TG 100 - WH No 220-240 P20 EB

Pordwnaj tabeli

Kod zamoéwienia Rodzina Kombi Akcesoria Klasa Znak bezpie- Test 850 Dodatkowe Oznaczenie ENEC
produktow dostarczane z ochrony czenstwa °C zrodio CE
oprawa Swiatta
681215 00 MBS561 K No cu F 850/5 No CE ENEC
681260 00 MBS561 K No cu F 850/5 No CE ENEC
681222 00 MBS561 K No cu F 850/5 No CE ENEC
681253 00 MBS561 K No cu F 850/5 No CE ENEC
681277 00 MBS561 K No cu F 850/5 No CE ENEC
681284 00 MBS561 K No cu F 850/5 No CE ENEC
681291 00 MBS561 K No cu F 850/5 No CE ENEC
681307 00 MBS561 K No cu F 850/5 No CE ENEC
681314 00 MBS561 K No cu F 850/5 No CE ENEC
681321 00 MBS561 K No cu F 850/5 No CE ENEC
681369 00 MBS561 K No cu F 850/5 No CE ENEC
681383 00 MBS561 K No cu F 850/5 No CE ENEC
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