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UnicOne Gridlight
Micro – balancing
discretion and beauty
UnicOne, gridlights micro

UnicOne Gridlight Micro is a semi-recessed projector for
accent lighting in shop and hospitality applications. The gear
is hidden behind a false ceiling, making the light cone the
focal element of the projector design. The luminaire blends
into the ceiling by means of a simple square interface. It is
available in aluminum and glass models.UnicOne Gridlight
Micro is an extractable projector for accent lighting in shop
and hospitality applications. The complete projector can be
fully or partially concealed, while still enabling maximum tilt
of the light beam. It is extracted by means of a refined
push-and-pull system that does not require the removal of
ceiling tiles. A stylish square rim completes the overall
architectural impression. UnicOne Gridlight Micro is
available in aluminum.The UnicOne Gridlight range also
includes Mini, Compact, Micro Twin, Mini Twin and
Compact Twin versions.

Korzyści
• Small-size projectors with a big impact, offering powerful lighting

accents in a small, appealing package - ideal for retail and hospitality
areas

• The Projector adds a sophisticated adjustment rod and hinge to the
unique UnicOne design concept

• Designed around the most efficient and compact HID and MASTER
halogen lamps



Specyfikacje

• Type MGS541 (semi-recessed, HID lamp
version)
LGS541 (semi-recessed, halogen lamp
version)
MBS541 (extractable, HID lamp
version)
LBS541 (extractable, halogen lamp
version)

• Light source MGS/MBS541
HID:
- 1 x MASTERColour CDM-Tm

Mini / PGJ5 / 20, 35 W
LGS/LBS541
Halogen:
- 1 x MASTERLine ES / GU5.3 / 45 W
- 1 x MASTERCapsule / GY6.35 / 45

W
• Light source beam

angle
MASTERLine ES: 8, 24, 36º

• Light source included MGS/MBS541: yes (lamp color 830
for MASTERColour 20 W and 930
for 35 W)
LGS/LBS541: yes (K)

• Lamp position Vertical
• Ballast MGS/MBS541:

Electronic, 220-240 V / 50-60 Hz:
- Electronic Ballast (EB)

• Transformer LGS/LBS541: Electronic (ET)
• Optic MGS/MBS/LGS/LBS541:

- Narrow beam (12º)
- Medium beam (24 and 36º)
- Not for MASTERLine ES version

• Material Housing: aluminum
Optic: aluminium

• Color Grey (GR) or White (WH), RAL9010
Other RAL colors available on
request

• Installation Fixation in false ceilings:
- 1-30 mm (semi-recessed),
- 1-24 mm (extractable)
Ceiling cut out 126 x 126 mm
Mains connection by push-in connec-
tors on gear

• Maintenance MGS/MBS/LGS/LBS541: direct lamp
access or after removing the front
glass/accesssory

• Accessories Barndoors, honeycomb, dichroic
color, UV and anti-glare filters,
protection glass, sculptural lens
Not for MASTERLine ES versions

• Main applications Retail, hospitality, museums

• Type MGS542 (semi-recessed, HID lamp
version)
LGS542 (semi-recessed, halogen lamp
version)

• Light source MGS542
HID:
- 1 x MASTERColour CDM-Tm

Mini / PGJ5 / 20, 35 W
LGS542
Halogen:
- 1 x MASTERLine ES / GU5.3 / 45 W
- 1 x MASTERCapsule / GY6.35 / 45

W
• Lamp beam angle MASTERLine ES: 8, 24, 36º
• Light source included MGS542: yes (lamp color 830 for

MASTERColour 20 W and 930 for 35
W)
LG542: yes (K)

• Lamp position Vertical
• Ballast Electronic, 220-240 V / 50-60 Hz:

- Electronic Ballast (EB)

• Optic Narrow beam (12º)
Medium beam (24 and 36º)
Not for MASTERLine ES version

• Material Housing: pressed glass and aluminum
Optic: aluminum

• Color Grey (GR) or White (WH), RAL9010
Other RAL colors available on
request

• Installation Fixation in false ceilings, 1-30 mm
Ceiling cut out 126 x 126 mm
Mains connection by push-in connec-
tors on gear

• Maintenance Direct lamp access or after removing
the front glass/accesssory

• Accessories Barndoors, honeycomb, dichroic
color, UV and anti-glare filters,
protection glass, sculptural lens

• Main applications Retail, hospitality, museums
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Produkty powiązane

UnicOne Gridlight Micro LBS/MBS541

extractable version, partly concealed for

small tilt angles

UnicOne Gridlight Micro LBS/MBS541

extractable version, partly concealed for

small tilt angles

UnicOne Gridlight Micro LGS/MGS541,

Semi-recessed version

UnicOne Gridlight Micro LGS/MGS541,

Semi-recessed version

Rysunki techniczne

MBS/LBS/BBS541

MGS/LGS/BGS541
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Więcej o produkcie

UnicOne Gridlight Micro MBS541, partly

concealed for small tilt angles

UnicOne Gridlight Micro MBS541, fullly

concealed for vertical lighting
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Dane fotometryczne
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Dane fotometryczne
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Porównaj tabeli

Kod zamó-
wienia

Rodzina
produktów

Ilość
źródeł
światła

Optyka Kod rodziny
źródła światła

Moc
lampy

Barwa
światła
lampy

Kolor Napięcie Kod IP Osprzęt Kombi

681123 00 MBS541 1 24 CDM-Tm 35 930 GR 220-240 IP20 EB K

681062 00 LBS541 1 12 HAL-C 45 - WH 220-240 IP20 No K

681079 00 LBS541 1 24 HAL-C 45 - WH 220-240 IP20 No K

681086 00 LBS541 1 36 HAL-C 45 - WH 220-240 IP20 No K

681116 00 MBS541 1 24 CDM-Tm 20 830 WH 220-240 IP20 EB K

681147 00 MBS541 1 36 CDM-Tm 35 930 WH 220-240 IP20 EB K

681154 00 MGS541 1 12 CDM-Tm 20 830 GR 220-240 IP20 EB K

681185 00 MGS541 1 24 CDM-Tm 35 930 GR 220-240 IP20 EB K

681093 00 LGS541 1 24 HAL-C 50 - WH 220-240 IP20 No K

681109 00 LGS541 1 24 HAL-C 45 - WH 220-240 IP20 No K

681161 00 MGS541 1 12 CDM-Tm 20 830 WH 220-240 IP20 EB K

681178 00 MGS541 1 24 CDM-Tm 20 830 WH 220-240 IP20 EB K

681192 00 MGS541 1 24 CDM-Tm 35 930 WH 220-240 IP20 EB K

681208 00 MGS541 1 36 CDM-Tm 35 930 WH 220-240 IP20 EB K

Porównaj tabeli

Porównaj tabeli

Kod zamó-
wienia

Rodzina
produktów

Klasa
ochrony

Długość
pręta

Znak bezpie-
czeństwa

Test 850
°C

Wersja
lampy

Oznaczenie
CE

ENEC Trwałość
użytkowa

681123 00 MBS541 CLI No F 850/5 - CE ENEC 50000

681062 00 LBS541 CLI No F 850/5 MS CE ENEC 50000

681079 00 LBS541 CLI No F 850/5 MS CE ENEC 50000

681086 00 LBS541 CLI No F 850/5 MS CE ENEC 50000

681116 00 MBS541 CLI No F 850/5 - CE ENEC 50000

681147 00 MBS541 CLI No F 850/5 - CE ENEC 50000

681154 00 MGS541 CLI No F 850/5 - CE ENEC 50000

681185 00 MGS541 CLI No F 850/5 - CE ENEC 50000

681093 00 LGS541 CLI No F 850/5 - CE ENEC 50000

Porównaj tabeli
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Porównaj tabeli

Kod zamó-
wienia

Rodzina
produktów

Klasa
ochrony

Długość
pręta

Znak bezpie-
czeństwa

Test 850
°C

Wersja
lampy

Oznaczenie
CE

ENEC Trwałość
użytkowa

681109 00 LGS541 CLI No F 850/5 MS CE ENEC 50000

681161 00 MGS541 CLI No F 850/5 - CE ENEC 50000

681178 00 MGS541 CLI No F 850/5 - CE ENEC 50000

681192 00 MGS541 CLI No F 850/5 - CE ENEC 50000

681208 00 MGS541 CLI No F 850/5 - CE ENEC 50000
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