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UnicOne Gridlight Mini
Twin – dual accents
UnicOne, gridlights mini twin

UnicOne Gridlight Mini features twin semi-recessed
projectors for accent lighting in shop and hospitality
applications. The gear is hidden behind a false ceiling,
making the light cones the focal element of the projector
design. The luminaire blends into the ceiling by means of a
simple square interface. It is available in aluminum and glass
models.The UnicOne Gridlight range also includes Micro,
Mini, Compact, Micro Twin and Compact Twin versions.



Specyfikacje

• Type MGX551 (semi-recessed, HID lamp
version)

• Light source HID:
- 2 x MASTERColour CDM-TC /

G8.5 / 35, 70 W
• Lamp included Yes (lamp color 830, 930 Elite or

942)
• Lamp position Vertical
• Ballast Electronic, 220-240 V / 50-60 Hz:

- Electronic Ballast (EB)
• Optic Narrow beam (12º)

Medium beam (24 and 36º)
Note: possibility to combine optics,
e.g. 12 and 24º

• Material Housing: aluminum
Optic: aluminum

• Color Grey (GR) or White (WH) RAL9010
Other RAL colors available on
request

• Installation Fixation in false ceilings, 1 - 30 mm
Ceiling cut out 176 x 344 mm
Mains connection by push-in connec-
tors on gear

• Maintenance Direct lamp access after removing
front rim/glass

• Accessories Barndoors, honeycomb, dichroic
color, UV and anti-glare filters,
protection glass, sculptural lens

• Main applications Fashion, museums

• Type MGS552 (semi-recessed, HID-lamp
version)

• Light source HID:
- 2 x MASTERColour CDM-TC /

G8.5 / 35, 70 W
• Lamp included Yes (lamp color 830, 930 Elite or

942)
• Lamp position Vertical
• Ballast Electronic, 220-240 V / 50-60 Hz:

- Electronic Ballast (EB)
• Optic Narrow beam (12º)

Medium beam (24 and 36º)
Note: possibility to combine optics,
e.g. 12 and 24º

• Material Housing: pressed glass and aluminum
Optic: aluminum

• Color Grey (GR) or White (WH), RAL9010
Other RAL colors available on
request

• Installation Fixation in false ceilings, 1 - 30 mm
Ceiling cut out 176 x 344 mm
Mains connection by push-in connec-
tors on gear

• Maintenance Direct lamp access after removing
front rim/glass

• Accessories Barndoors, honeycomb, dichroic
color, UV and anti-glare filters,
protection glass, sculptural lens

• Main applications Fashion, museums

• Type MGX553 (semi-recessed, HID-lamp
version)
LGX553 (semi-recessed, halogen
lamp version)

• Light source MGX553
HID:
- 2 x MASTERColour CDM-R111 /

GX8.5 / 20, 35, 70 W
LGX553
Halogen:
- 2 x MASTERLine 111 / G53 / 45, 60

W
• Lamp beam angle MASTERColour 10, 24, 40º

MASTERLine 8, 24, 45º
Note: possibility to combine optics,
e.g. 24 and 40º

• Lamp included Yes (K or lamp color 830 or 942)
• Lamp position Vertical

• Ballast MGX553
Electronic, 220-240 V / 50-60 Hz:
- Electronic Ballast (EB)

• Transformer LGX553: Electronic (ET)
• Material Housing: aluminum

Optic: aluminum
• Color Grey (GR) or White (WH), RAL9010

Other RAL colors available on
request

• Installation Fixation in false ceilings, 1 - 30 mm
Ceiling cut out 176 x 344 mm
Mains connection by push-in connec-
tors on gear

• Maintenance Direct lamp access
• Main applications Fashion, museums
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Produkty powiązane

UnicOne Gridlight Mini Twin MGX551,

semi-recessed, with narrow or medium-

beam optic

UnicOne Gridlight Mini Twin MGX551,

semi-recessed, with narrow or medium-

beam optic

Rysunki techniczne

MGX/LGX551

Porównaj tabeli

Kod zamó-
wienia

Rodzina
produktów

Ilość źródeł
światła

Optyka Kod rodziny
źródła światła

Moc
lampy

Barwa
światła
lampy

Kolor Napięcie Kod IP Osprzęt Kombi

670806 00 MGX551 2 36/36 CDM-TC 70 930 GR 220-240 IP20 EB K

670790 00 MGX551 2 24/36 CDM-TC 35 930 WH 220-240 IP20 EB K

Porównaj tabeli

Porównaj tabeli

Kod
zamó-
wienia

Rodzina
produktów

Klasa
ochrony

Znak
bezpie-
czeń-
stwa

Test
850
°C

Ozna-
czenie
CE

ENEC

670806 00 MGX551 CLI F 850/5 CE ENEC

670790 00 MGX551 CLI F 850/5 CE ENEC

Porównaj tabeli
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