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Opis produktu
Trios

Wielofunkcyjny sterownik oswietlenia do wielu zastosowan
autonomicznych albo niewielkich systemów Uniwersalny
lokalny sterownik pozwalajacy budowac energooszczedne
rozwiazania Wspólpracuje z osobnymi czujnikami swiatla,
czujnikami ruchu, interfejsami przelacznikowymi i pilotami
na podczerwien w celu lokalnego sterowania oswietleniem

Korzyści
• Bardzo wszechstronny dzieki mozliwosci wspólpracy z róznymi

czujnikami i uzyciu niskonapieciowej magistrali do ich podlaczenia
• Moze sterowac oswietleniem róznych (duzych) obszarów oraz

pozwala radykalnie ograniczyc zuzycie energii - np. do 70% w salach
gimnastycznych i centrach dystrybucyjnych

• W duzych instalacjach zapewnia atrakcyjny okres zwrotu inwestycji i
wskaznik calkowitego kosztu eksploatacji (TCO)

Cechy
• Automatycznie przystosowuje sie do konfiguracji podlaczonych

czujników
• Sterowanie oswietleniem okien i korytarzy (tylko model LRC1030)
• Sterowanie przeciwne do natezenia swiatla dziennego (tylko model

LRC1030)
• Moze sterowac maksymalnie 150 statecznikami Philips pracujacymi

przy napieciach wejsciowych 1-10 V

Wniosek
• Sterowanie wlaczaniem/wylaczaniem w reakcji na obecnosc/

nieobecnosc osób oraz regulowanie natezenia oswietlenia w reakcji
na natezenie swiatla dziennego w magazynach, miejscach
gromadzenia sie ludzi, sklepach, holach i innych duzych obszarach

• Sterowanie oswietleniem okien sklepowych przeciwne do natezenia
swiatla dziennego

• Ustawianie poziomu oswietlenia (np. w salach gimnastycznych i
halach tenisowych) polaczone ze sterowaniem uwzgledniajacym
obecnosc ludzi



Produkty powiązane

Passive infrared movement detector for

energy-saving solutions. Adjustable

switch-off delay time of up to 35 minutes.

Electrical connections via an additional

cable with a modular socket (“snap-

in”).The daylight override function can

prevent the lights being switched on if

enough daylight is available.LRM8116 –

Wall-mounted for indoor lighting

applications.Detects movement within an

angle of 90º (maximum range 15 m at a

mounting height of 2.1 m).For Trios and

LMM systems.LRM8117 – Trunking-

mounted for aisle way applications such

as high-rack storage areas in distribution

centers (automatic light switching/

dimming based on occupancy). Can be

used for TTX400 trunking in combination

with the dedicated mounting bracket

ZTX 400 MB- It provides coverage in the

aisle way depending on the mounting

height (for instance coverage of 20 m

long and 0.70 m wide when mounted 10

m above the floor).

Trios multifunctional and addressable light

controllers in a housing for distributed

installation in three versions. The

switching (LRC1010) and the switching/

regulating (LRC1020) versions have pre-

defined functionalities that depend on the

connection of movement detector,

infrared receiver and/or light sensor. They

are specifically designed for energy-saving

solutions with dimmable and non-

dimmable luminaires. The functionality of

the switching and regulating LRC1030 can

be adapted by PC programming software

(available separately) for special lighting

control applications. A manual is available

to assist designers and installers in

selecting the correct products for their

applications.

Trios multifunctional and addressable light

controllers in a DIN-rail housing for

centralized installation in three versions.

The switching (LRC1015) and the

switching/regulating (LRC1025) versions

have pre-defined functionalities that

depend on the connection of a

movement detector, infrared receiver

and/or light sensor. They are specifically

designed for energy-saving solutions with

dimmable and non-dimmable luminaires.

The functionality of the switching and

regulating LRC1035 can be adapted by

PC programming software (available

separately) for special lighting control

applications. A manual is available to assist

designers and installers in selecting the

correct products for their applications.

Light sensor for high-bay mounting,

intended for indoor use in industrial

applications like assembly areas and

warehouses. Mounting height 5 to 10 m.
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Rysunki techniczne

LRL8102 Light sensor - High bay

LRM8116 / 8117 Movement detector

Multi-functional light controller:LRC1010, switchingLRC1020, switching &
regulatingLRC1030, switching, regulating & programmable

Multi-functional light controller - DINLRC1015 switchingLRC1025, switching &
regulatingLRC1035, switching, regulating & programmable

Porównaj tabeli

Kod zamówienia Nazwa produktu
518411 99 LRM8116/00 SENSR MOV DET WIDE

518473 99 LRM8117/00 SENSR MOV DET AISLE

731957 99 LRC1030/10 CONTR 1x1 PROG ST SW&R

731971 99 LRC1020/20 CONTR 1x1 ST SW&RE

731995 99 LRC1010/20 CONTR 1x1 ST S

731964 99 LRC1035/10 CONTR 1x1 PROG ST SW&R

731988 99 LRC1025/20 CONTR 1x1 DIN SW&RE/10

732008 99 LRC1015/20 CONTR 1x1 DIN S

517209 00 LRL8102/00 HIGH BAY SENSR

Porównaj tabeli
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