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UVB Broadband PL-S –
the compact
alternative UVB
Broadband TL
UVB Broadband PL-S

The UVB Broadband PL-S is a compact, single-ended lamp
offering economy of space and therefore extra design
freedom for product designers. These lamps emit UV
radiation in the ‘B’ bandwidth of the UV spectrum (290 to
315 nm) and are therefore suitable for phototherapy
systems designed to treat skin diseases such as psoriasis.

Korzyści
• Photo-sensitizing agent - free treatment

Cechy
• Emission range from 290-320 nm. Peak at 302 nm

Wniosek
• Psoriasis, Parapsoriasis, Vitiligo, Atopic Dermatitis, Mycosis

fungoides, Other skin diseases



Produkty powiązane

PL-S

Rysunki techniczne

A

B

C

D1D PL-S
Product A (Max) B (Max) C (Max) D (Max) D1 (Max)

PL-S 9W/12/2P 128.8 144.5 167 28 13
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Dane fotometryczne
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Porównaj tabeli

Kod zamó-
wienia

Nazwa produktu Bańka Trzonek Oznaczenie
barwy

Prąd
lampy

Moc Główne
zastoso-
wanie

Kod
barwy

Promieniowanie
UV-B 100h
(IEC)

Promieniowanie
UV-B 5h (IEC)

626257 80 PL-S 9W/12/2P 1CT 2xT12 G23 UV-B 0.17 9 Medyczne 12 0.75 0.9

Porównaj tabeli
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